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1 Introduction and theoretical background

1. Introduction and Theoretical Background

1.1. Introduction

Nanoscience is described as the study of objecte@nanoscale. Nanotechnology is defined
as the ability to create and control individualmsoand molecules to build structures that
indicate specific properties. Richard Feynman’stdnis talk "Plenty of Room at the
Bottom™ opened new doors to nanoscience. He expresse9fifiugples of physics, as far as

| can see, do not speak against the possibilitpyarieuvering things atom by atom. It is not an
attempt to violate any laws; it is something, impiple, that can be done; but in practice, it
has not been done because we are too big". Onahesoale, the way the molecules and
atoms assemble into larger indicates propertiesiatierials such as electrical, optical, and
mechanical properties. Nature provides very interggroofs in creating well-defined nano-
scaled structures that makes our life better. Fecades, the interdisciplinary field of
nanoscience/technology has attracted interest mntsst due to the wide varieties of
applications that for this field can be considesedh as self assembly, nanoscale materials,
ultra-sensitive biosensors, smart materials, shapeEmory materials, DNA template
chemistry, advanced microfabrication, moleculaldgy, nanomedicine, nanoelectronics and

carbon nanotubes.

Electrospining is a process, which was patente&diynhals}® using electrostatic forces to

spin fibers from polymer solutions or melts. Rebenthis process has become of more
interest due to the potential applications of tbe/mer fibers in tissue engineering scaffolds,
artificial blood vessels, medical and filtrationdirstries. The great characteristic of the
electrospun fibers is that they can be producet didmeters in the range of nanometer to a

few microns with a high surface to volume ratio.

Polymer tubes can be produced by using the TUFEgsd” In short, in this method, the
electrospun fibers are used as template. The téenfilaers can be coated by poly (p-
xylylene) (PPX) by means of chemical vapour depamsijprocess. And then by selective

removal of the core the tubes are obtained.
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CVD process
— >

fiber Core-shell fiber

Selective core
removal

Tube after core
removal

Figure 1. Schematic representation of the TUFT proess.

Chemical vapour deposition process (CVBY is a chemical process to deposit thin films
onto a substrate. The deposition process is caoigdon the substrate by transforming
precursors in the form of thin films onto the sudts. The first report on formation of PPX
films was published by Gorhaffi. The starting material was cyclic dimer of [2,2]
paracyclophane, which was pyrolysed at 700-800% taen the polymerization was took
place onto a substrate at a temperature lower3068@ to obtain a thin film of PPX on the

substrate.

O 700-800 °C
Q - 4®, . :®:

<2Torr

o,

<30°C

Scheme 1. Schematic representation of the formatiof PPX by using chemical vapor deposition

technique.
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Promising chemical and physical properties of PPakenthis polymer of interest of scientist.
For example, high protective properties of PPX asimportant property of PPX can be
mentioned. PPX in the form of tubes and films canulsed as surface initiator in order to
obtain polymers synthesized on the surface by uaiboegn transfer radical polymerization
(ATRP). By bromination of PPX, it is converted toly [1,4-phenylene(1-bromoethylene)],
an ATRP initiator, so that ATRP can be carried autthe surface. By this mean, the surface

properties can be changed by using different ATRIRomers.

Layer by layer self-assembly provides a comfortab&thod to build up oppositely charged
polyion layers with their individual properties, igh can be alternated depending on the
polyelectrolytes used for multilayer build up. Declet al****'reported a layer-by-layer self-
assembly (LbL self-assembly) method for the faliiocaof multilayer thin films consisting of
anionic and cationic polymer layers. After eachoapBon step the charge inversion of the
surface could be observed. In this method chargggklectrolyte chains are adsorbed onto an
oppositely charged surface due to increasing theogy of the system and electrostatic
attraction. In general, the conformation of polymewithin multilayers can be change
depending changes in the environment surroundirg rtultilayers. Using pH sensitive

polyelectrolytes make the surface to show diffetegttaviour by changing pH.

Substre
(negatively charged at the surface)

A

RN NS S T

Polycatior Polyanior Polycatior Polyanior
solution solution solution solution

Figure 2. Shown the PEMs formation onto the surfacef the substrate by L-b-L self-assembly technique.
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Nowadays, by recent developments in nanoscienceteemology, there are increasingly
concerns to employ the self-assembly knowledgehénfield of nano materials in order to
modify the surface properties. Recently, the moelifon of the surface of nanoparti¢tés®
and carbon nanotubd&s'® were performed by using self-assembly based tgakeni

Immobilization of gold colloidal monolayers ontoetlsurfaces modified by polymer coated
substrates bearing functional groups with highnéififor Au such as SH and NHias been
reported®” The gold particles can be immobilized in differgatiterns onto the substrates.
Figure 3 shows the examples of the surfaces, whaele been undertaken the immobilization
of gold particles. In surface 3a, particles are obitized separately, isolated pattern. In 3b,
particles are immobilized more closely than presiaurface. In figure 3c, particles are
intensely packed, resulting a closed-packed calomonolayer. And finally in surface 3d,
particles are in an aggregated form.

00000000 é}:.:'.‘!

Figure 3. schematic representation of different paerns of gold particles on the substrates (a) isaiad

particles; (b) submonolayer; (c) monolayer; (d) buk.

Gold substrates can be modified by self-assemblynoholayers by introducing materials
with desired functional groups, which can resulsidible surfaces. The surface of gold

particle were modified by self-assembly of 1-dodwethiol and other alkanethiol drivatives.
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1.2. Electrospinning

1.2.1. Introduction

Electrospinnig is known as a technique for fabrarabf polymer fibers. In 1930’s, Formhals
demonstrated a method for production of polymerrgf’>Y More investigation was
followed by Simon$®? showing the effect of viscosity on the length oé fibers. Later in
1971, Baumgarten reported fibers production withndéters in the range of 50-1100 nm.
Relatively recently, electrospinning have increghirgained attention due to its applications
in medicine, filtration industries and tissue emgrnng. Various polymers has been reported
to be spun into the fibers from their solution altn

In practice, the electrospinning apparatus is nadee following parts (figure 4): a syringe
with a capillary containing a polymer solution oelna high voltage supplier and a collecting
object. The collector can be either fixed or canabmtating object in order to collect the
fibers in oriented forms. A high voltage is usedmake polymer solution or melt jet. The
spinning rate can be controlled by adjusting thecteic field and the flow of the polymer

from the capillary.

Pump
a Polymer
solution b
Voltage |__— capillary

Collector

supply Jet
i %
— /

Figure 4. Shown a simple view of the electrospinnghset up; (a) electrospinning onto a fixed

collector; (b) electrospinning onto a rotating cokector.
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1.2.2. Which factors can effect the fibers charactestics?
In general, the process of the electrospinningbesaeffected by various parameters, which are

described as follows:

Characteristics of polymers
Among the polymer characteristics molecular weiglalydispersities and architecture of the

polymers can influence in the electrospinning pssce

Viscosity of polymer solutions

In order to obtain the fibers of good appeararnoe viscosity of the polymer solution should
be in an appropriate range, which can differ fdfedent polymers. For example, at high
viscosity values, electrospinning will be refusade do restriction of the flow. On the other
hand, if the viscosity is very low, the low cohesiess of the solution causes the jet to break
up. Investigation of the effect of the viscositytbé aqueous solutions of poly(ethylene oxide)
(PEO) was performed by Fong et .Using the solution of ethanol/water, it was fouhat

the proper viscosity are in the range of 1-20 moige which the electrospinning was

successfully performed.

Conductivity of polymer solutions
The conductivity of the polymer solutions is an or@ant factor for controlling the diameter
of the electrospun fibers. An increase in the catidity of the polymer solution can cause

molecular orientation in the elctrospun fibEfs>!

Surface tension
The liquid droplet at the capillary tip is kept byrface tension. By an appropriate intensity of
the electric field the droplet can be distorted anet of fluid is generated. The value of the
surface tension of the polymer solution shouldrban appropriate range. For example, in the
case of very high surface tension, electrospinnésglts fibers (on the collection target) to be

converted to droplets before evaporation of solvent
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Electrical field®
For electrospinning of the polymer fibers, a paadrdifference between the capillary tip and
the collecting object is required in order to owene the forces related to surface tension,
which prevents the solution to flow. This fact@anceffect directly on the fibers diameters in
the way that by increasing the electrical forcedi@mneter of the fibers is decreased and vice

versa.

Ambient parameters
The working conditions for electrospinning procesgh as temerature, humidity and air

velocity in the chamber can be considered as arhpemameters.

Distance between capillary and collection object
In principal, by increasing the distance betwegpillzay and collection object, fiber diameter
is increased. An increase in distance with constaithge results in a decrease in electric
field, a smaller driving force on the initiatedgeaind therefore, larger diameter of the fibers.

Collection object
The collection object (collector) is a fixed orabhg object on which the fibers can be spun.
For example, by using a rotating cylinder collectbe fibers can be obtained in an oriented
form.
In practice, a mixture of the factors mentionedwaboan influence the fibers properties. The
main achievements in the electrospinning of theerbthat one wants to obtain can be
mentioned as: controllable diameters of the fibelesfect free/controllable surface of the
fibers and continuous single fibers. It was esthlgld that the diameter of the fibers can be
influenced by splitting the solution jet while ivels from the capillary onto the collectdf-
! Viscosity of the polymer solution plays an impattaole in the fibers diametef§:*®!
Concentration of the solution, which is proportimnthe viscosity, can effect on the fibers
diameters?*°% Electric voltage used during electrospinning cdso aeffect the fibers
diameters. For example, by using higher voltages electrospinning the smaller fibers
diameters can be obtain&d. Controlling the quality of the fibers is also iotmnt in the
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electrospinning process. Non-uniform diam@&teof the fibers and defeéts*?are among the
problems that very often cab be appeared for @ggtm fibers. Demir et al. demonstrated the
effect of temperature on the uniformity of the fibethat at higher temperatures the
electrospinning of the polymer solutions with tle@n® concentration results fibers with more
uniform diameter€” Another group reported that the concentrationhef $olutions have
influence in beads formation. The higher concemmnadf the polymer solutions ends up with
decrease in the number of beads. In order to olaau-free fibers, the polymer solutions
with filler materials can be usétf! It was observed that by using salt in the polyswhution,
bead-free fibers can be obtained. The reason ®mére described as existence of the higher
charge density on the surface of the solutionHetducing the fibers by electrospinning using
solutions containing organic and inorganic matsrkes been taken into consideration. Using
a solution of polyacrylnitrile (PAN)/Tig?” and Nylon6/montmorilonite (Mt) for production
of nano-meso fibers are among the examples ofaltwéchtion of the ultrafine fibers using the

composite solutions.

1.3. Preparation of PPX by Chemical vapour depositin (CVD) process

1.3.1. An introduction to PPX formation

For the first time chemical vapor deposition wasgrened by Szwarc in 1972>°" In CVD
process for preparation of the films of poly(paydylene), as a precursor, [2,2]
paracyclophane is used in the gas phase, whiclnegs tleposited onto a surface. The
intermediate substance in the gas phase are phmreymonomers, which can be formed at
high pyrolysis temperatures (>550 °C). The methdcbduced by Szwarc was not efficient
due to the low yield of the process. In 1966, Gartimproved the CVD process to make it a
more efficient technique by using a vacuum pyraysia cyclic dimer of di-para-xylyler&!
[2,2]paracyclophane can be converted to para-xy&/l@onomers at temperatures higher than
550 °C and at pressure below 1 Torr. Then, thenrediate precursor is deposited as a thin

polymeric film of poly(para-xylylene) onto a suréaat room temperature (see scheme 2).



9 Introduction and theoretical background

O 650 850 °C
O " 1Tor

<30°C

L WaNE

Scheme 2. Schematic illustration of PPX formationeported by Gorham in 1966.

[2,2]Paracyclophane can pyrolyzed at 600 °C andupee below 1 Torr, resulting two
intermediate molecules of p-xylylene. The reasamigolysis of [2,2]paracyclophane at high
temperature is the strain in the molecular strgctfr[2,2]paracyclophane. The condensation
of the gaseous intermediates (p-xylylene) resul®lgmeric compound of poly(p-xylylene)
(PPX)!52:60

1.3.2. CVD machine

CVD apparatus consist of different parts namelyoveger, pyrolysis furnace, deposition
chamber, cold trap and mechanical vacuum pump.€bartbe what is happening during the
CVD process briefly:

[2,2]Paracyclophane in its dimer form, is sublimedhe vaporizer chamber while the system
is "pumped down" to a pressure below 1 mbar. Afiter precursor gas was arrived to the

pyrolysis zone, the precursor is pyrolysed at appate temperature 650-700 °C and in this
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way, is converted to the intermediate componentiipagimethane. By condensation of the
p-quinodimethane on the substrate at temperatud® €C, the polymeric film of PPX is

formed.

| —
GECEE
Vaporazor Pyrolysis
furnace
~
Deposition Cold trap Vacuum
chambe pumg

Figure 5. CVD apparatus for synthesis of PPX.

1.4. TUFT proces¥

This method gives us a way to obtain tubular fibershano/meso scales. Starting from

electrospinning, by production of the fibers, whichn be used as templates. Then, the
electropun fiber templates can be coated with PPPX¥D process. After the selective core

removal of the core-shell fibers, the tubes areaiolkd. The core removal can be done by
heating or by solvent extraction. Since, the deamsitpn temperature of PPX is high and

does not dissolve in the most solvents, PPX carcdesidered as an excellent coating

material. Figure 6 gives a schematic illustratibthe TUFT process.
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CVD process
— >

fiber Core-shell fiber

Selective core
removal

Tube after core
removal

Figure 6. Shown TUFT process.

1.5. Atom transfer radical polymerization (ATRP)®*

1.5.1. Introduction

To obtain polymers with well-defined structuressirig/controlled polymerization can be
employed. The living/controlled polymerization cdre performed by using different
technigues such as ionic polymerization and colealotadical polymerization. In this work,
the focus is on a controlled polymerization techmwicknown as ATRP. Recently, ATRP
became of interest because of its capability irtrodiing the structure of the polyméf$:%8!

In addition, this polymerization technique is veyitable for modifying the surfaces. The
surface initiated ATRP was performed by severataesh groups. ATRP includes two steps
in which the propagating chains become activatedl deactivated. In conventional radical
polymerization, the termination reactions takes@Javhich is because of the existence of the
radical species. Comparing to the conventionalcedddyolymerization, in ATRP, termination
occurs in a very small amounts so that this polymaéion acting almost like living
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polymerization. In the following sections, the manlsm of the copper catalyzed ATRP as

well as the suface-initiated ATRP will be described

1.5.2. General procedure of ATRP

As can be realized from the name of ATRP, the mestonsible reaction is occurred in the
atom transfer stage, leading to a uniform growtthefpropagating chains. For ATRP, the
components required are monomer, initiator, catdlysomplex of a transition metal capable
to be on different redox stages and suitable igaand in some cases additives can be used
for better performance of ATRP. In the followings$, ATRP as a controlled radical

polymerization is discussed in more details:

1.5.3. Mechanism of ATRP
The mechanism of ATRP is based on the atom (ha)agansfer between propagating chains
and transition metals used as catalyst. Schemeo®sstthe schematic illustration of the

mechanism of ATRP.

Start

R-X + nbpy/CuX —~—— R + nbpy/CuX,

R.+M —_— P,

Py + nbpy/CuX, ——~—_  P,-X+nbpy/Cux
Propagation

P.-X + nbpy/CuX ~ P, + nbpy/CuX,
Py +M - Po

Ppe + NbpY/CUX, —<=— P,,;-X + nbpy/CuX

Termination

Pn. +Pm. T Pum (orPn=+P_H)

Scheme3. Schematic illustration of the differenttages of ATRP.
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Intiators in ATRP contain a halogen atom in theémaures so that, they can react with
transition metals used as catalyst in their lowexidation states, for example
cupper(l)bromide (CuBr). By oxidation of Cu(l) tau{l), the initiator is converted to radical
species, which can initiate the polymerization. IJufan be reduced reversibly to Cu(l) so
that the bromine is transferred to the radical gp@he propagating chain) and in this way the
growth of the propagating chains is controlled. Tgrepagating chains in ATRP can be
controlled between activated and deactivated forikis causes that the polymers
synthesized by ATRP display specific propertiesvimdor the polymers obtained from living

polymerizations.

1.5.4. Characteristics of the polymers synthesizdny ATRP

The molecular weights and polydispersities of tlodymers synthesized by ATRP show
similarities to those of the living polymerizatiofhe theoretical degree of polymerization can
be calculated from the equation below:

DP = [M[initiator]y  conversion

The narrow polydispersities of the polymers obtdiieom ATRP (PD = 1-1.5) can be
defined as one of the important characteristicsAORP. Well-defined polymers (end-
functionalized polymers and copolymers) have bgmthesized by ATRP. It should be noted
that termination reactions and other side reaatemmoccur at high molecular weights so that
a variation from the usual characteristics of paysnsynthesized by ATRP can be observed

at high molecular weights.

1.5.5. Monomers
Monomers used in ATRP cover a wide range of monenwath different fanctionalities

namely (meth)acrylates, (meth)acrylamides and sg&re
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R A )

R = H, CH,, Br, Cl, F, OAc, CF,

. Methylacrylate drivatives
Styrene drivatives

Scheme 4. Shown the chemical structures of some nooners that can be used in ATRP.

Not all the monomers can be used for ATRP succligsferforming ATRP with nitrogen
containing monomers like acrylamide and its deiest using 1-(bromoethyl)benzene as the
initiator indicate very low ATRP equilibrium constathan other usual ATRP monomers such
as acrylates and styreff8. The reason for this might be because of the inatitin of the
catalyst by olygomers after the reaction is startedulting ATRP to be stopped at early
stages of the polymerization. In addition, as teeosd reason for preventing the ATRP at
early stages, the amide groups can be replacedathstf the terminal halogen atéifi.
Nevertheless, there are some reports on perforsungessfull ATRP of nitrogen containing
monomers using surface initiatd?3.

Another group of the monomers that can not bectljaised in ATRP are acid monomers.
The acid groups can poison the catalyst. So, wstrdymonomers directly, the polymerization
is stopped at early stages. To overcome the prqoldes should chose the right initiator and
pH of polymerization.Ashford et al. reported a successfull ATRP of acrylic asging a
macroinitiatot’” The polymerization was carried out at pH betweem8 9. In one of the
attempts, ATRP of acrylic acid monomer in its $attm N,N-diisopropyl ammonium acrylate

was successfully carried out using BzBr as initiffd
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1.5.6. Solvents

ATRP is the polymerization that can be performedliiferent conditions. Considering the
polymerization environment, ATRP can be done ask bpblymerization, solution
polymerization and even can be carried out in aterbgeneous media. A wide range of
solvents can be used in ATRP. For example, tetraliychne (THF), acetone, benzene,
anisole, alcohol and water can be named as susabtents for ATRP. Using solvent become
necessary for ATRPs in which the polymers syntlegkiare insoluble in their monomers.
Choosing the right solvent is important, since s@migents can poison the catal{%tor can
facilitate the side reactioh$! Solvents in ATRP can effect the rate of polymeiaraby their

effect on the catalyst structufé’®

1.5.7. Catalyst

The ATRP catalyst composed of a transition metal legands in a complex structure. The
formation of the complex is essential for a suctggwlymerization. The metal center causes
an electron transfer reaction in order to activiite propagating chains (radicals) and
deactivate the chains (dormant species). For exgngolpper and iron in their salt forms
respectively CuBr and FeLhre among the transition metals used in the strecof the
ATRP catalyst. Various ligands can be used in thapiex structure such as nitrogen and
phosphorous ligands. By using ligands, the tramsitinetal within the complex structure
become soluble in the polymerization media. In &odj the ligands can provide the

reactivity of the transition metal for an approfei&TRP.

DS |
N N
— \C NP~ \N/\‘ |\/
u — ~
= N/ 3 \Cu/
| " |
X X Br

Scheme 5. Shown two complex structures of the ATRfatalyst.
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1.6. Polyelectrolytes

Polyelectrolytes are polymers that their repeatsumear electrolytes, which can be charged in
aqueous solution. The polyelectrolytes indicatéhlqwbperties of electrolytes and polymers.
The polyelectrolytes are divided into two groupswaak and strong polyelectrolytes. The

strong polyelectrolytes are those, which are abldigsociate completely in aqueous solutions
for a wide range of pH, whereas the weak polyetdytes show a partially dissociation at

intermediate pH. For weak polyelectrolytes a disgtmn degree can be defined, which can
be changed by changing pH. Conformation of the glebtrolytes can be effected by the

charge density on the chains. The electrostatialse@ forces cause the polyion chains to
show up an expanded, rigid-rod-like conformatidhScheme 6 shows the chemical structure

of some examples of polyelectrolytes.

SO, Na*

(4)

Scheme 6. The structure of polyelectrolytes: (1) RBdethyleneimine) (PEIl); (2)
Poly(allylamonium hydrochloric acid) (PAH); (3) Poly(acrylic acid) (PAA); (4) Poly(styrene

sulfonate) (PSS); the structures 1, 2 and 3 are wlegolyelectrolytes whereas 4 is a strong

1) (2)

polyelectrolyte.

2.7. Layer by layer (LbL) self-assembly of polyeldmlytes

In general, self-assembly is a method, which caddseribed as interaction of the molecules
to form larger structures. The interaction can lbenan-electrostatic nature like hydrogen
bonding, covalent bonds, etc. Nevertheless, udeajrestatic forces make the PEM build-up

very stable. Using LbL self-assembly techniqueyelactrolyte multilayers (PEMS)
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can be built up. PEMs have become a challengingesublue to their potential applications in
academical research and industries. LbL self-askeimb method that can be simply applied
for surface modification. In fact, the formation BEMs on the surface changes the surface
properties, depending on the types of the polyelbtes used in the PEM structure. In 1992,
Hong and Decher proofed the concept of LbL sedkatoly of oppositely charged
polyelectrolyted®” In this method, charged polyelectrolyte chains adsorbed onto a
oppositely charged surface due to the increasatiogy of the system and the electrostatic
interactions between opposite charges at the surfBige films formed on the surface are
highly stable. It is known that the PEM layers du arrange separately so that there is no
specific boundary between the layers of PEMs. Balyichains of opposite charges entangle
into each other. The preparation conditions of PEMtl which the properties of the PEM
films can be controlled, are salt concentratioe)atitric constant of the solvent (in which the
deposition process takes place), type of salt, slapo time, polyelectrolyte concentration,
molecular weight of polyelectrolytes and chargesitynor degree of ionization along the
chains.

One of the important factors that can influence gtracture properties of the multilayers is
the salt concentration of the dipping solutionspolyelectrolytes. The adsorption of the
polyions from the salt solutions causes the chamgeise thickness of the multilayer films.
The existence of salt causes the charges of thaneolchains to be screened and to form
coiled-structures in the solution, resulting anr@ase of the thickness of the layers after

deposition on the surfad®!

— RN

Figure7. Schematic illustration of polyelectrolyteson the surface: left, if the polymer layer is

adsorbed onto the surface from a dipping solution thout salt; right, if the dipping solution
contains salt, the polyelectrolytes are appeared ia coiled-structure, which causes a thicker

layer.
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Another important factor that can effect the stuetproperties of the PEM films is pH of the
dipping solutions from which polyions are adsorbedto the surface. Using weak
polyelectrolytes, pH of the dipping solution carfeef the conformation of the chains in the
solution and also can effect on the layer structafter adsorption of polyions onto the
surface. For example, having a weak polyanion (RA®)increasing the pH of the dipping
solution, the charge density on the polyelectrotftains is increased, which means that the
chains gain more negative charges. The increasegidtive charges on the chains leads to
more electrostatic repulsive forces within the nbaresulting the chains to be more extended,
which cause a decrease of the thickness of thelaet$d®AA layer. By decreasing, pH, the
process is reversed and the chains will be motedtaind the thickness of the deposited layer

is increased (see figure 8).

Decrease of pH

>

0
0
0
0
0
0
0

Figure 8. The polyanion chain was assumed to be aeak polyelectrolyte chain with acidic groups. The
chain at low pH is protonated and the charge densjton the chain then is decreased and the chain tusrto

a coiled structure.
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1.8. Immobilization of gold on the self-assembly-nuified surfaces

1.8.1. Introduction

Research in the field of nanoparticles is considlex® a very interesting topic in chemistry,
physics and also biology. The metal nanoparticte lma prepared in a wet condition and this
make them applicable in the different fields of Hugence. Over hundred years ago, Faraday
introduced a method for wet preparation of the metmnoparticles. He prepared a gold
hydrosol, which was stable with a red wine coldneTesearch in the field of nanoparticles
has been increasingly growing from 1990’s. Schiffat al. introduced a preparation of
stabilized-gold nanoparticles. The properties oé timetal nanoparticles are highly in
dependent of their size and the ratio of the nuslmfeatoms appeared at the surface and
inside the particles. Interesting is that the eteat properties of the metal changes from a
bulk to its nanoparticle form.

1.8.2. Immobilization of gold nanoparticles onto tke modified-surfaces bearing thiol
(mercapto) groups

Immobilization of the gold particles is based ore thhemical reactivity of the thiol
functionalities towards gold particles. Scheme ovw&h the possible reaction between he

molecules bearing the thiol (mercapto) functioraljs and gol&™

2 RSH (L) + 2 Au(S)—p 2 RS-Au (S) 4 t8)

Scheme?. Reaction of gold with molecules bearingith functional groups.

If the surfaces has been modified by materials whibl functionalities, gold particles can
react with the thiol groups at the surface of thiessrate and consequently can be immobilized
onto the surface. There are several published wiorkenmobilizing the gold particles on the
surfaces. Grabar et al. reported a successful inizatiobn of gold particles on the surfaces
bearing CN, NH or SH fuctionalitis in which the formation of tigeld monolayers are based

on the covalent bands of the gold particles with 8N, or SH functional group&?
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One of the goals of this work, is to immobilize fdient types of gold particles onto the
modified-surfaces, which were prepared by usingstiléassembly based technique. In this
method the surface was coated with monolayer ofdPidIthen 1-dodecanethiol by using the
self-assembly technique. And then the gold padielere immobilized on the surface. The
gold particles on the surface was bounded to tmtasal with covalent bound of the gold
particles with thiol groups of 1-dodecanethiolmalles. Figure 9 indicates the representative
illustration of the surface before and after gohohiobilization on the thiol-modified-surface.

@
o 0.2 0.0 Q%
@ o

Figure 9. The preparation method of the gold-imripdxl-surfaces will be described in this thesis.

1.9. Motivation

An interesting subject in nano-scaled science Istable to handle nano-objects and to create
new modified materials with new properties applmas. Recent developments in
characterization methods of nanomaterials makeougotfurther in this field to deal with

nano-objects not as a whole but on the specifia af¢hem.
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The aims of my thesis is summarized (or descrilbsdpllows:

a) Sealing PPX tubes by polymers with pH/thermo-seritsit by using either surface-
initiated atom transfer radical polymerization (AFR or by selfassembly of

polyelectrolytes onto the surface of the tubes.

b) Another objective of this thesis is to fabricatellbw fibers made of polyelectrolyte
multilayers. For this mean, electrospun silicafdeere prepared and used as substrate to
assemble polyelectrolytes onto the surface. Afterremoval of the silica from the core-

sell fibers, the PEM hollow fibers can be obtained.

c) In order to modify the surface of PPX tubes, thd. Ldelf assembly process can be

employed to have the propertied of the surfaceeate

d) Gold/silver particles were immobilized on the sadsembly modified surfaces of PPX

films/tubes. Further experiments were carried outdposit gold on the ends of the tubes.
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2. Results and discussion

2.1. Fibers by electrospinning

2.1.1. PLLA fibers

PLLA fibers were produced using poly-L-lactide daua. The polymer chemistry of PLA

make them suitable for variety of applications. Amgahe promising properties of PLA
fibers low flammability and smoke generation, higisistance to ultra violet (UV) light and
lower specific gravity, making PLA lighter in weigkhan other fibers. In addition, in this
work, the PLLA fibers were used as fiber templaftes TUFT process due to their great
advantage, which can readily degrade by heatirmguombe dissolved by solvent.

Figure 10 shows the PLLA fibers fabricated by ussctgospinning.

10,00 umid

Figure 10. Digital microscope image of electrospuBLLA fibers.



23 Results adcussion

2.1.2. Silica fibers

Silica fibers (SiQ fibers) were fabricated in order to be used astates for production of
the hollow fibers made of polyelectrolyte multilage(HFPEMS). Since silica fibers can
provide appropriate electrostatic forces for dejpmsiof polyelectrolytes, they are used as
substrate for polyelectrolyte self-assembly. luf@ll, the electrospun silica fibers can seen.

Figurell. Digital microscope image of silica fibers

Figure 12 shows the IR spectrum of the silica bevhich has been taken with ATR-FTIR

spectroscopy.



24 Results adcussion

100 -

80+ -

70 -

transmitance %

60+ -

50 T T T T T T
4000 3500 3000 2500 2000 1500 1000 500

cm™

Figure 12. ATR-FTIR spectrum of the silica fibers.

In figure 12, Three characteristic peaks of thiaifibers at 1070 cih 945 cni, 780 cnit

can be observed, which are assigned to Si-O.

2.2.Core-shell fibers

2.2.1. PLLA fibers coated with PPX (PLLA-PPX core-kell fibers)

In order to obtain PLLA fibers coated with PPX, tbleemical vapor deposition process
(CVD) was employed. [2,2]paracyclophane was usedtasing material for CVD process.
Using 1 g of the starting material, a coated lay#n nearly 1 um thickness can be formed on
the surface of the substrate. Figure 13 shows S&age of PLLA-PPX core-shell fibers.
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Figurel3. SEMhage of PLLA-PPX core-shell fibers.

2.2.2. Silica fibers coated with PEMs (silica-PEMare-shell fibers)

The layer by layer self-assembly of polyelectratyteas carried out using silica fibers as
substrate. The self-assembly process can be pygperiormed on the silica fibers. The first
deposited layer was PEI, which was used as prexp&yer. PEI has a branched structure
and also is highly protonated in water. These teatdres of PEI make it a polyelectrolyte
that could provide a high surface coverage. The pesitively charged surface of PEI
promotes a good adhesion to place multilayer orsthiéace. By knowing that the surface is
now positively charged, an anionic polyelectrolytas needed to deposit on the PEI coated

surface in order to get a negatively charged lalee. procedure of deposition was followed



26 Results adidcussion

as described in the experimental section. Tweerkfit PEMs were deposited on the surface
of the silica fibers: (PEI/PSBg)30 and PEI(PAA/PAH)PAA (see figure 14).

PEM of (PEI/PS&p930 contains 30 bilayers of PEI and R8S SDS was added into the
dipping solution of PSS in order to give the PEM@pl properties, which will be discussed
in the section 4.2.

Figurel4. Digital microscope image of (PEI/PS$9)so-Coated silica fibers.

Figurel5 shows IR spectra of the $Si@anofibers and silica-PEM fibers (PEM:
(PEI/PSSDp930)-
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Figur 15. ATR-FTIR spectra of silica fibres and PEMsilica fibres; (a,) silica fibres, (g) PEM-
Sio, nanofibres coated with (PEI-PS&p9)30.

Further characterization of silica fibers and PEilita fibers was carried out by using ATR-
FTIR spectroscopy (see figure 15). In the spectairthe silica fibers, three peaks at 1070
cm?, 945 cnt, 780 cn can be observed, which are characteristic Si—-Ospeiker coating
silica fibers with SDS containing PEMs, the IR jpem (figure 2, spectrum b) exhibits new
peaks. The region 3100-2830 ¢im assigned to C-H stretchs of overlapped aronfatiPSS)
and saturated hydrocarbons (in SDS, PSS and PE#)rdgion 2550-3660 chexhibits the
overlapped band of —OH with the peaks of other tional groups such as C-H stretchs, —
NH- and —NH>— (in PEI). The strong band centred at 1200"cwhich is composed of two
peaks, is signed to the —&®- (in PSS) and —OSO- (in SDS).
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Figure 16 indicates the digital microscope imagehaf silica-PEM core-shell fibers (PEM:
PEI(PAA/PAH)LPAA).

Figure 16. Digital microscope image of silica-PEMare-shell fibers (PEM:
PEI(PAA/PAH) »,sPAA).

The ATR-FTIR spectra of the silica fibers and sieEM core-shell fibers (PEM:
PEI(PAA/PAH)PAA) are shown in figure 17.
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Figur 17. ATR-FTIR spectra of silica fibres and PEMsilica fibres (b,) silica fibres, (k) PEM-
silica fibres coated with PEI(PAA-PAH),PAA.

In figure 17, spectrum b the spectrum of silica-PEM core-shell fibers MPE
PEI(PAA/PAHY.PAA), the region 1500-1750 chmexhibits the overlapped peaks of

carboxylate ions stretchs and —C=0 in the carbgxylips.

2.3. Production of hollow fibers by TUFT process

2.3.1. PPX tubes

PPX tubes were obtained by the selective core rahaivthe PLLA-PPX core-shell fibers
using solvent extraction of the PLLA template f&erhe solvent used was chloroform. The
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PLLA fibers are soluble in chloroform while the P¥ated on the PLLA fibers are insoluble

in chloroform. Therefore, using chloroform as sl results the selective removal of the
PLLA fibers, leading to obtain PPX tubes. Figureshbws the PPX tubes prepared by the
removal of the PLLA fibers.

Figure 18. PPX tubes after core removal.

Since the PPX tubes are stable and insoluble irt sagents, the PPX tubes does not show

any swelling or changes in their shapes (keepiag thbular shape).

2.3.2. PEM hollow fibers
In this section, a template method (TUET)s employed to obtain hollow fibers from silica

fibers coated with PEMs. The LbL self-assembly tegte is used in order to deposit
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polyelectrolytes layers on the surface of Siiber templates. In a second step following
coating, a new generation of tubular fibers mati®®BMs were fabricated after selective
removal of the fiber templates.

PEMs have become an interesting subject for decddedo their various applications. Our
attempt was concerned with the generation of ndmestumade of polyelectrolyte multilayers
(PEMSs), opening new fields of applications for namcrotubes. The specific physical and
chemical properties of PEMs make this class of nasehighly applicable in different fields
of science and industry such as drug delivery, asnslectrical and optical devic€s’®
Among properties of PEMs, the formation of PEMshwhigh conductivity and pH sensitivity
can be mentionéf®®? Park et al®® were reported formation of pH-Sensitive bipolam-io
permselective films of polyelectrolyte multilayer$he properties of mixed surfactant-
polyelectrolyte structures in solution have alreablgen studied extensivefif:® The
formation of PEMs containing surfactant was repbitg Johal and coworkef&! The self-
assembly and spin coating technique was employeatder to construct multilayer films
using the polycation PEI and the mixture of SDShwite polyanion poly[1-[4-(3-carboxy-4-
hydroxyphenyazo) bezenesulfonamido] —1,2-ethanedsgldium salt. The results have
indicated that both SDS and polyanion can be caohddgoonto the PEI layers. Recently,
modifying surface properties of carbon nanotubes leen became an interesting subject to
improve their potential applications. The layerHayer (LbL) self-assembly based technique
has been employed to deposit PEMs on the surfaceanb particld’®® and carbon

nanotube&®**and electrospun fibefd in order to alter their surface properties.

2.3.2.1. Hollow fibers made of PEMs of (PEI/PS59)30

Hollow fibers made of PEMs (PEMHFs) ¢PEI/PSSpg30 (PSSps these layers were

coadsorbed from the solution containing PSS and)Six#e prepared. The hollow micro-
sized pH sensitive tubular fibers made of PEMs wsuecessfully fabricated, showing
interesting structural properties caused due tetemce of surfactant within the PEM layers.
These tubular fibers have very flexible walls an@ stable at very low pH of the

environment.

PEMHFs were produced after dissolving the silitefitemplates in HF solution. ATR-FTIR

spectra and digital microscope images of PEMHFsvegralysed to confirm the removal of

the fiber templates.
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As can be seen from figure 19, the diameter of PEMRhade of (PEI-PSS59)30 multilayers
(SDS-PEMHFs) is about 10 times larger than the diamof PEM-silica fibers before HF

treatment. This is due to a pronounced swellinthefstructures upon HF treatmé&ft’!

Figure 19. Digital miroscope and SEM image of PEMHE coated with (PEI-PSgp9)3o after HF

treatment; (a) Digital miroscope image of PEMHFs; Ip) and (c) SEM image of PEMHFs.
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Figure 20 shows a digital microscope image thatcatds that light can pass through the
tubes while microscope was focused on the surfécduoninium foil, which was used as

background. It can be obviously seen that lighlifisacted while passing through the sample.

& i
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Figure 20. Shown digital microscope image of the HFEM; left, PEMHF; right, in order to see
how the tubes are transparent microscope was focus®n the surface of aluminium foil, which

was used for holding the sample.

Figure 21 shows the ATR-FTIR spectrum of PEMHFsrafemoving silica fibres in a
comparison with IR spectrum of silica fibres andVREilica fibers ((PEI-PS$pg)s0)to obtain
information about the core removal of the core-Bb#rs. The characteristic band of Si-O-Si
can be seen in the spectra of silica fibers and £Htibh fibres as a strong band at 1070 cm-1
while this band is disappeared in the case of PE8JKBnfirming the successful removal of
silica fibre templates by HF treatment PEM-Si@anofibers.
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Figure 21. ATR-FTIR spectra of silica nanofibers, EM-SiO2 nano fibers ((PEI-PS3pg3z0) and PEMHFs.

The successful core removal has been demonstratedEMs of (PEI-PS$pg)30 coated on
the silica nanofibers. SDS-PEMHFs can highly extémelr structure. The swelling of the
fibers ocures in a solution of hydrofluoric acidthvivery low pH (0.5 M HF). PEMHFs are
able to expand themselves more than 10 times af dhniginal size. The key point for this
high flexibility of SDS containing PEMs is becausfespecial structural properties caused by
SDS used in the structure of PEMs. It was repotted surfactant and PEI can form some
complexes with lamellar mesophase structures, whate low surface energi€& ! The
hydrocarbon chains of SDS are short comparing tgepectrolyte chains, leading to less
entanglement of SDS with the polyelectrlytes wittiie complex of PEMs, so that using SDS
as anionic charge carrier in a mixture with PSSseatthe formation of more flexible layers
within PEMs. In other words, SDS within PEM layeesults a kind of temporary bridge
between polyelectrolytes in the PEMs. Considerirggoint that the concentration of SDS in
the dipping solution is far above the critical niieeconcentration (CMC), a possible

structural arrangement that can be suggested f&\@8hin PSS layers is the lamellar
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structure. The suggestion of the lamellar modelSDIS containing PEMs can help to explain
the high flexibility of the SDS-PEMHFs of this kind'his structure property gives the
PEMHFs a high flexibility and consequently PEMHFgs able to tolerate a large structure
expansion.

Before HF treatmer

After HF treatment

Figure 22. A model structure of PEMHFs (three layes shown): formation of lamellar structures

within PEMs; light gray: PSS layer; black: PEI layer; dark gray: silica fiber template.
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The other factor making PEMHFs stable in solutiasith low pH is the features of PSS and
PEIl used in PEMs. PSS is the strong polyeleceadgithat at low pH media, the changes in
the structure of PSS layers within PEMs can be gemgll. The extreme increase of diameter
of the PEMHFs (more than 10 times increase) aftérttéatment comparing to the PEM-
silica core-shell fibers is due to the highly pruated PEI layers within PEMHFs, which
cause more electrostatic repulsion forces alongPte chains, leading to more expanded
chains. The exsistance of SDS within the PEM layesike SDS-PEMHFs highly flexible, so

that they can tolerate the large expansion of steicture.

2.3.2.2. Deformation of PEMs of PEI(PAA/PAH)JPAA coated on the surface of silica
fibers

In the case of PEM-silica fibres (PEM: PEI(PAA-PAHWPAA, the polyelectrolyte layers are
dissolved after introducing the fibers to the HFuson. The dissolution of the coated PEMs
of these core-shell fibers in the HF solution iradés low structure flexibility of this PEMs in
the acidic solutions. The instability of PEMs of IFEAA-PAH)sPAA in low pH
environment can be explained as follows: Shiraod Rubndt®® investigated the effect of
pH of the dipping solutions (PAA and PAH) on PEMswas shown that by decreasing pH
(pH < 4.5) of the dipping solutions, the thickne$$?AA layers were decreased, whereas the
thickness of PAH layers were increased. The samealgpéndant behaviour for the silica
fibers coated with PEI(PAA-PAHJPAA might occur by keeping them in the solutionH¥,
which may provide entropic fordé¥'% for the deformation of PEMs. Scince the PAA
charges are mostly neutralized by HF treatmentdgt low pH), a lack of electrostatic forces
can cause the multilayers become unstdBletherefore the entropic forces can effectively

act to decompose the multilayers.

2.4. Surface modification of PPX tubes with PEMs by usig layer by layer self assembly

technique
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The surface modification of nano/microtubes camease their potential applications due to
the structural changes at the surface. For exametzntly, the approach of altering the
surface properties of carbon nanotubes can enable use them in different types of
nanodevices. In order to obtain the tubes with fexdli surfaces, the self-assembly of
polyelectrolytes can be carried out. The formatémolyelectrolyte multilayers (PEMs) and
their properties were studi€§.”® To coat carbon nanotubes by polyelectrolytes |alyer-
by-layer assembly technique was used by Artyukhal.€°® Sequential adsorption of carbon
nanotubes and polyelectrolytes onto substrates wasied out in order to obtain
polymer/carbon nanotubes with modified surface prigsi®’'%! More studies on the
surface modification have been repoi83? Fabrication of a new class of
nano/microtubes, poly(p-xylylene) nano/microtubleg, using degradable polymer template
fibers (TUFT process) has been repoH&tdPoly(L-lactide) electrospun fibers was used as
template and were coated by PPX using chemical siépo process (CVDY'**® After
selective removal of template fibers the PPX tubese obtained.

In this presentation, the polyelectrolyte multilesy¢PEMs) formation on the surface of the
PPX-tubes were reported by using layer-by-layef-asdembly technique. Altering the
surface properties of PPX-tubes make them suitalibe varieties of applications. For
instance, PPX-tubes can be subject to surface roatidn, making them potentially
applicable in electronic devices and sensors byirgpaespectively conductive and pH-

sensitive polymers onto their surfaces.

2.4.1. HSOy-treated PPX tubes
In order to obtain the surface of PPX tubes modiBemehow that be able to use them as

substrate for deposition of polyelectrolytes, thé R-PPX core-shell fibers were treated with
sulfuric acid as described in experimental sectiiter H,SO, treatment, the $EOy-treated

PPX tubes were obtained. To investigate how théaserwas effected by sulfuric acid
treatment, a simple experiment was carried out.PX Rilm, which was prepared by CVD
process was treated with concentrated sulfuric &a&l was mentioned in experimental

section) and contact angle measurements was peadoatrthe surface of PPX films before
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and after acid treatment. The water contact anfjlé,80Os-treated PPX film was conducted
resulting a value of ~ 12, whereas the value of = 95° was obtained for the film before

sulfuric acid treatment.

~1

=95
Figure 23. The ware droplets on PPX coated films:elt, before H,SO, treatment; right, H ,SO,-treated

film.

ATR-FTIR was carried out from the,BOs-treated PPX film. As can be seen from figure 24,
the IR spectra of the PPX films before and aftegB®, treatment. The band of the —SB-
centred at 1200 c which is overapped with other peaks, is anothiepfpto emphsis that

the sulfunation reaction is performed.
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Figure 24. Shown ATR-FTIR spectra of PPX films: satl line, IR spectrum of PPX film; dashed line, IR

spectrum of H,SO,-treated PPX film.

2.4.2. PEM formation on the HSO,-treated PPX tubes
The oppositely charged polyelectrolytes were depdsin the surface of the tubes by using

LbL self-assembly technique. the PEMs depositedhensurface of the tubes were (PEI-
PSSp930 and PEI(PAA-PAH)PAA.

SEM spectroscopy and ATR-FTIR was used to provédimeation of PEMs on the surface of
the tubes. Figure 25 shows the SEM images 8Q4treated PPX tubes before and after
PEMs deposition. The surface of the tubes aftepsiéipn of PEMs of either (PEI-P&§)30

or PEI(PAA-PAHYJPAA display significant changes, insisting the ssstul formation of

PEMSs on the surfaces.
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Figure 25. Shown PPX tubes after K5O, treatment and PEMs coated tubes: (a) kBO,-treated PPX
tubes: after H,SO, treatment the fiber templates of PLLA are removed atomatically ; (b) PEM-coated-
PPX tubes (PEMs: (PEI-PS$p9)30); (c) PEM-coated-PPX tubes (PEMs: PEI(PAA-PAH),PAA.
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Furthermore, to get more proofs on the modifiedamas, the ATR-FTIR spectroscopy was
performed. As can be seen from figure 2, the IRCspen of the tubes coated with PEMs of
(PEI-PSSpg)30 shows the peaks signed for PEMs of (PEI-§9% on the surface of the
H.SO, treated-PPX tubes. In the case of the tubes coatdd multilayers of PEI(PAA-
PAH)0PAA, the peaks responsible for PEMs PEI(PAA-PARPA can be observéd:” A
comparison of ATR-FTIR spectra of,50s-treated PPX tubes before and after coating with

PEMs: (PEI/PS&pg)s0, PEI(PAA/PAHYPAA has been shown in figures 26 and 27.

— H,SO,-treated PPX tubes
100 - - - -SDS containing PEMTs

Transmitance%
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Figure 26. Solid line, ATR-FTIR spectrum of the HSO, treated-PPX tubes; dashed line, ATR-

FTIR spectrum of the tubes coated with multilayersof (PEI-PSSpg)zo.
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Figure 27. Solid line, ATR-FTIR spectrum of the HSO, treated-PPX tubes; dashed line, ATR-FTIR

spectrum of the tubes coated with multilayers of PEPAA/PAH) »,gPAA.

2.4.3. HCl treatment
In order to study the effect of a low pH of envineent on PEM-coated-tubes, they were kept

in the solution of 0.5 M HCI for 40 min and theniadl in air. SEM and ATR-FTIR

spectroscopy from the tubes after HCI treatmenewperformed.

2.4.3.1. HCI treatment of the PPX tubes coated witREMs of (PEI/PSSpg)30

To see how tubes coated with PEMs are effected iati®ducing them into a solution of 0.5
M HCI, SEM images and ATR-FTIR spectra of HCI texhtubes were provided. As can be
seen from figure 28, the surface of the tubes coatth PEMs of (PEI-PS$pg)spafter HCI
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treatment shows changes comparing to the tubegsebeftd treatment. Nevertheless, the
structural changes of the surface (PEMs) here is pronounced. The reason for this
observation that the PEMs do not show a high stratthanges can be due to the rigidity of
the PPX tubes uses as substrate for the depositjpolyelectrolyte layers.

Figure 28. SEM images of tubes coated with PEMTd ¢PEI-PSSp9)safter HCI treatment.
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The IR spectra of the PEMTs after and before H&itinent indicate that the PEM coating at
the surface of the tubes did not removed after H€htment, indicating that the (PEI-

PSSpg)30 multilayers are stable against acidic environngseé figure 29).

— SDS containing PEMTSs after HCI treatment
————— SDS containing PEMTs beforer HCI treatment
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Figure 29. ATR-FTIR spectra of PPX tubes coated wit PEMs of (PEI/PSSpgsbefore and after
treatment with 0.5 M HCI.

2.4.3.2. HCI treatment of the PPX tubes coated witREMs of PEI(PAA/PAH),gPAA

If the tubes coated with PEMs of PEI(PAA/PABBAA are treated with 0.5 HCI solution, the
surface of the tubes looks similar to the surfaefi® coating (see figures 25 and 30), which
could mean that the PEMs were decomposed and wastiéul the solution of 0.5 M HG}!
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Figure 30. SEM images of PPX tubes coated with PEMTof PEI(PAA/PAH),,PAA after HCI

treatment.

In addition, ATR-FTIR spectrum of the HCl-treatedbés coated with PEMs of
PEI(PAA/PAH)PAA indicates that the PEMs were removed from tindase of the PPX
tubes after HCI treatment while for the case oftthees coated with PEMs of (PEI/PspS30

, the IR spectra before and after HCI treatmentoatnsimilar, insisting that PEMs of
(PEI/PSSpgs0deposited on the surface of the PPX tubes aréeséibow pH (see figure 4).
The reason for the stability of PEI/P&Ss) multilayers has been described in our

publicationt*?*!
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Figure 31. ATR-FTIR spectra of PPX tubes coated wit PEMs of PEI(PAA/PAH).,PAA before
and after treatment with 0.5 M HCI.

2.5. Sealing process of PPX tubes

In this section, methods for sealing the tubeshatends (top and bottom of the tubes) are
described. The idea is to seal the tubes at the enth materials sensitive to different
environments. If the sealing materials are pH s$mesiby changing pH of media it is possible
to signal the tubes to make them open or closéldea¢nds. Therefore, this tubes are suitable
for releasing materials such as drugs into theipamvironments. Here in this work, the
PPX tubes were sealed with three different materitlhe sealing polymers are pH sensitive
or thermosensitive.
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2.5.1. PPX tubes sealed with pH sensitive polymeylusing ATRP

The preparation of the PPX tubes sealed at the @&ogd and bottom) with polyacrylic acid
(PAA), a pH sensitive polymer, is described. The g@sitivity is because PAA is a weak
polyelectrolyte and the charge density of the PARios can be varied by changing pH. In
the case of low pH, the carboxyl groups of the mhare protonated. This cause the less
charge density of the polymer chains, leading $3 kelectrostatic repulsion forces within the
chains. This is why PAA chains are more coiledoat pH. On the other hand, if pH is high,
the highly charged chains are more extended.

PAA at the ends of the tubes can act as gates,vdaiclbe opened and closed by variation of
pH. The sealing procedure was carried out, firsblymination of the tubes at the ends as
described in the experimental section. The brommmhdPX (BrPPX) was used as ATRP
initiator. There are some other reports on sufag&ted-ATRP, which was perormed
successfully. Usually, PAA can not be used in ATiBdeause of its poisoning effect on the
ATRP catalyst. A work was performed in order to makTRP of PAA by using a
macroinitiator at a basic pH (pH 89} The work introduced in this section is a succdssfu
ATRP of the PAA monomers at the ends of tubes.rtfeinto prevent the poisoning effect,
PAA was used in its salt form of N,N-diisopropyl mmnium acrylate (NNDIAAc). To
performe the polymerization at the ends of the sulibe tubes were placed into MMA
monomers and then by polymerization of the MMA mwoeos, a supporting layer of PMMA
obtained around the tubes. After, the solid suppb®MMA containing PPX tubes inside
was cut into slices to get 2 mm cut-supported-tubas bromination reaction was carried out
at this ends and then the cut-supported-tubes beded at the ends were used as initiator for

ATRP and target polymers were obtained at the ehttee tubes, see figures 32 and 33.
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PPX tubes Brominated-PPX
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Figure 32. Schematic illustration of the ATRP at tle end of the PPX tubes.
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Figure 33. SEM image of the PPX tubes with polyactgte N,N-diisopropyl ammonium at the

ends.

NaOH treatment

The above tubes after sealing with polyacrylate-Nillopropyl ammonium were treated with
the solution of 0.1 M NaOH. Since N,N-diisopropyhmonium can be deprotonated in a
basic environment, It was expected that Mareplaced instead as counter ion for carboxyl
groups of the PAA. Furthermore, PAA is a polyaielste and the PAA chains are in a
extended form so that it is expected the sealeésttd be opened after NaOH treatment. The
SEM image below is showing the result after theetilvere treated by NaOH solution.
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Figure 34. SEM image of the sealed-PPX tubes aftdlaOH treatment.

Figure 35 shows EDX spectra of the sealed tubeghwhere performed from the top (before
NaOH treatment) and from the middle (after NaOtatimeent).
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Figure 35. Shown EDX spectra of polymer-sealed-PPXibes : solid line, EDX from the end of
the tubes after NaOH treatment; dashed line, EDX fom the end of the tubes before NaOH

treatment.

2.5.2. PPX tubes sealed with thermo-sensitive polynby using ATRP

The same procedure as section 2.5.1 was also pmdom order to seal PPX tubes with
PNIPAM by using ATRP. PNIPAM has special thermalperties and is sorted as a thermo-
sensitive polymer. Figure 36 shows SEM image otthes sealed with PNIPAM by ATRP.
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Figure 36. SEM image of the tubes sealed with PNIRVA

The EDX spectra shown in figure37 were performedifthe top and the middle of the tubes,
representing the peaks of oxygen and bromine v was performed from the end of the

tubes. When EDX was performed from an area on tideleof the tubes, the peaks of O and
Br do not exist.
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Figure 37. Shown EDX spectra of polymer-sealed-PPXubes (polymer:PNIPAM): solid line,
EDX from the end of the tubes; dashed line, EDX frm the end of the tubes before NaOH

treatment.

These sealed tubes have potential applicationnsaes because of the thermosensitivity of
the PNIPAM. It was previously investigated that PAM is a thermo-sensitive polymer,
showing temperature dependent behavior. In theerapfg30-35 C, it shows a transition
(LCST) and forms random coils in water so that dog@eous solution of PNIPAM become
turbid. The behavior of the water ( PNIPAM gelswater) has been investigated by NMR
spectroscopy, indicating the temperature dependeter hydrogen bondird?’*% The
phase transition of PNIPAM can be also observetim#dsoption layers of PNIPARE

2.5.3. PPX tubes sealed with PEMs by self-assembly

Again, the self-assembly based technique was erag|dhis time in order to seal PPX tubes.
The procedure of the PEM coating was like befofeMB of PEI(PAA/PAH}PAA were
deposited at the top of the tubes. At first, th&XRibes were supported by PMMA. After
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cutting the supporting PMMA containing tubes insid€ mm slices, in order to obtain good
PEM coating on the tubes they were treated witfugalacid. Before coating, the supporting

PMMA was removed by solvent, which was chlorofo(sge experimental section).

Figure 38. Schematic representation of a sliced-PMK supported-PPX tubes.

The polyelectrolytes after coating were swelledtlsat PEMs are observed not only at the
ends of the tubes, but to a larger area of theasardf the tubes. Figure 39 shows the tubes
sealed with PEMs of PEI(PAA/PAKLPAA.

The interesting behavior of the mutilayers madd®AA-PAH bi-layers is that they can be
removed at low pH (pH < 1) or at high pH (e.g. p8).ITherefore, by variation of the pH the
tubes sealed with this multilayers can be switdiodae opened (see figure 39). Moreover, this
method make us to be able to seal the tubes witlisP&ith varieties of properties. For
example, by using particular polylelectrolytes withthe structure of PEMs, the PEMs
sensitive to pH or temperature can be obtainedebhar, the self-assembly technique is very
easy to be applied in the lab.
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Figure 39. SEM image of the PPX tubes sealed wittERMs of PEI(PAA/PAH) ,sPAA.

Figure 40. SEM image of the PEM-seald-PPX tubes(PEM: PEI(PAA/PAH),,PAA) after NaOH

0.1 M for 15-30 min maybe dont need because in aciready said that removed.
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2.6. ATRP of N,N-diisopropyl ammonium acrylate in pesence of aif’

ATRP of N,N-diisopropyl ammonium acrylate was peried in the presence of air according
to Scheme 7. Conversion was followed by quantifbicatof olefinic double bonds of
NNDIPAAc via *H NMR spectroscopy'H NMR spectra of NNDIPAAC and poly(N,N-

diisopropyl ammonium acrylate) are shown in figu4és

HCx ATRP in air H, Br
CH _ > /Pc\,q/
| In Cln
[clelel |
(CH,),CH— NH coo-
(CH,),CH— NH
CH(CH,),
CH(CH,),
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Figure 41. (1)*HNMR of N,N-diisopropyl ammonium acrylate; (2) ‘HNMR of poly(N,N-diisopropy!

ammonium acrylate) (Table 1: entry 2 ), which wasynthesised by controlled polymerisation.
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Conversions, molecular weights, and molecular wedstributions of poly(N,N-diisopropyl
ammonium acrylate) are presented in table 1. Cenweiof the polymerization was followed
by quantification of olefinic double bonds of NNDARc via *H NMR spectroscopy'H
NMR spectra of NNDIPAAC and poly(N,N-diisopropyl amnium acrylate) are shown in
figure 40 and 41.

Linear growth of molecular weight as a functiorcohversion and narrow molecular weight

distributions indicated that controlled polymerisas (Fig. 42).

Table 1. Molecular weights, polydispersities and cwersions of poly (N,N-diisopropyl
ammonium acrylate) synthesised by CuBr/bipy catalysd ATRP in different polymerization
conditions.

polymer  oxygen time (min) JM&GPC) MJ/M,(GPC) conversion %*

1 a 10 12900 1.14 44
2 a 30 14600 1.19 56
3 a 90 17400 1.32 75
4 a 110 18000 1.46 81
5 b 10 5800 1.24 2 4
6 b 15 7900 1.23 8 4
7 b 40 8900 1.35 06
8 b 65 10000 1.40 65

a: Reaction was carried out in presence of contra@ld amounts of air (reaction was sealed in air
and air was introduced to the reaction in designaidtimes as described above).

b: Reaction was carried out open to air.

*  Conversion of the polymerization was followedy quantification of olefinic double bonds of
NNDIPAAc via *H NMR spectroscopy.
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Figure 42. Molecular weights and polydispersities RD) of poly(N,N-diisopropyl ammonium

acrylate)as a function of conversion.

The molecular weights obtained from GPC indicaled the initiator efficiency is low, which
can be due to inactivation of BzBr and propagatihgins containing terminal bromine by
amine. The polymerization with continuous expodorair occured at higher rate and lower
molecular weights than those in presence of snoaltfolled) amounts of air indicating the
role of oxygen in the polymerization (see Tab. #l &ig. 42). Polydispersities increased not
unexpectedly with monomer conversion in the preseraf oxygen but clearly,
polydispersities are lower with reactions performmedir (Fig. 42). Oxygen may act as co-
catalyst in a complex of CuBr/bipy(OSince the catalyst solution was prepared before
starting the polymerisation, most of Cu(l) can bab#ized by the formation of the complex
of CuBr/bipy.

CU* + Cu + 2n bipy== 2 Cu/(bipy)n
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The reason for the higher rate of polymerizatiderahtroducing more oxygen to the reaction
is not clear. An explanation for this observatisnthat the complex of CuBr/bipyi@lays
more significant role as catalyst after introducingre oxygen to the reaction and therefore

results the higher rate of polymerization (see EB).
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Figure 43. Conversion of N,N-diisopropyl ammonium arylate in the presence of small amounts

of oxygen and open to air as a function of time (m).

2.7. Immobilization of Gold Particles on the thiolmodified-PPX Films/tubes by using
self-assembly

In this section, the goal is to immobilize gold fpdes on the surfaces modified by self-
assembly technique. Gold have tendency to reatt thibl (mercapto) groups. In order to
provide suitable substrate for gold immobilizat@mmonolayer of 1-dodecanthiol was self-
assembled onto surface. The substrate used wéaer EPX film or PPX tubes. In order to
obtain suitable surfaces deposition of the monalayel-dodecanthiol, the PPX films/tubes
were treated with sulfuric acid and then a polyatiPEI, was self-assembled onto the
surface. The positively charged surface is suitéinehe deposition of 1-dodecanthiol. As is
described in experimental section, three solutiohd&-dodecanthiol with different pH was
prepared. It should be noted that because of |dubgity of 1-dodecanthiol in water,-CD
was used to make a complex of 1-dodecanthiol/CD¢hvis soluble in water.
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Three gold sols were prepared were: 1) gold sopamed from reduction of HAugl
(AUredauqny); 2) Thiol-stabilized gold sol; 3) DMAP-modifiedatyl sol. The gold particles in
different forms were immobilized on the surfacetloé thiol-modified films/tubes from the

above gold sols.

2.7.1. Gold particles immobilized using the gold $@repared by reduction of HAuCl,4
(Auredauqy ) onto the thiol-modified surfaces of the films/tule

Au (Il) were reduced to Au (0) in toluene by usisgdium borohydrite (BkNa) as reduction
agent. The films/tubes were placed in the Au swic& Au clusters are not stable, therefore,
right after the preparation of gold sol, it shobklused in the next step for immobilization of

gold onto the previously prepared thiol-modifiedfaaes.

2.7.1.1. Gold particles from Ategauqny immobilized on the SH-mod-Sur-1
in order to make a suitable substrate for immpioitj the gold on the surface, theS@-
treated-PPX film/tubes were coated with a PEI Idgee figure 44).

Figure 44. Shown the HSO;- treated-PPX film/tubes coated with a monolayer oPEI.
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Figure 45, shows the IR spectra of theSBy- treated-PPX film before and after the PEI
coating.
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Figure 45. ATR-FTIR spectra of the films: left, H,SO,- treated-PPXfilm; right, H ,SO,- treated-

PPX film coated with a monolayer of PEI.

The water contact angle measurements were camiteoinothe surfaces of the,850;- treated-
PPX film and HSOy- treated-PPX film coated with a monolayer of PHie contact angle of
H.SOy- treated-PPX film was obtained as average valu&é2of whereas for the film after

coating with a monolayer of PEI, the average valiuthe contact angle was 22 .

! i

Figure 46. Water droplets on the films for one ofthte measurements: left, the contact angle of the
H,SO,- treated-PPX film = 12 ; right, the contact angle of the HSO,- treated-PPX film coated

with a monolayer of PEI =22.
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Figure 47 shows EDX performed from tHeSOy- treated-PPX film.
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Figure 47. Shown EDX performed from the HSO,- treated-PPX film.

After deposition of the PEI layer, a monolayer edddecanthiol was on the SH-mod-Sur-1

(the preparation procedure in experimental segtion

Figure 48 shows the IR spectra of the PEI-coated-ftfm before and after the deposition of
the monolayer of 1-dodecanethiol. The IR spectréiri-dodecanethiol exhibits a broad band
centered at 1300 ¢
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Figure 48. ATR-FTIR spectra of the films: solid line, H,SO,- treated-PPX film coated with a
monolayer of PEI; dashed line, SH-mod-Sur-1.

The above SH-mod-Sur-1 was placed inteeAwaiy in order to immobilize the gold particles
on the surface of the film. Au(0) can react witlotlgroups to have gold chemically bounded
(—S—Au) to the surface.

3 1000 i

Figure 49. Digital microscope images were performeétom the surface of the films: left, thiol-
modified film; right, gold immobilized onto the surface of the film.
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The IR spectra from the surface of the film befanel after gold immobilization indicate a
decrease in the intensity of the stretchs of armnaatd saturated hydrocarbons (3100-2830

cm ™) after gold assembly are much weaker than thofseégold assembly onto the surface.
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Figure 50. ATR-FTIR spectra of the films: solid lire, thiol-modified film; dashed line, the film

after gold immobilization.

2.7.1.2. Gold particles from Ayedgauany immobilized on the SH-mod-Sur-2

The PEI modified film/tubes were coated with a mlager of 1-in order to obtain SH-mod-
Sur-2. PH of the dipping solution of 1-dodecanthwas varied to investigate that how the
changes at the thiol-modified surface can be imibeethe immobilization of Au.

Figure 51 indicates the SH-mod-Sur-2.
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Figure 51. Shown digital microscope images of thighodified” surfaces of film on the left and
of the tubes on the right.

Figure 50 shows the IR spectra of the PEI-coated-fif before and after the deposition of
the monolayer of 1-dodecanethiol. The referencespBctrum of 1-dodecanethiol exhibits a
broad band centered at 1300 trAs can be seen from figure 46, comparing thepg&csa,
the spectra of th&H-mod-Sur-2, exhibits an increase in intensitytdt&800 crif, insisting

the existance of the 1-dodecanethiol on the surface

100

80

Transmitance %

604

40

T T T T T 1
1400 1350 1300 1250 1200 1150 1100

-1
cm

Figure 52. ATR-FTIR spectra of the films: solid line, H,SO,-treated-PPX film coated with a
monolayer of PEI; dashed line, SH-mod-Sur-2.
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The water contact angle measurement from the SH®wrdl was performed, resulting a
contact angle of 72 . The surface is less hydrepbimparing to the PEI coated surface. This
is because of the hydrophobe feature of the hydoocachains of 1-dodecanethiol.

Figure 53. A water droplet on the SH-mod-Sur-2, =72 .

As can be seen from figure54, gold clusters hawn tsiccessfully self-assembled onto the
surface of the film and tubes. By increasing thegblthe dipping solution of 1-dodecanthiol,
the gold coverage looks more effective. As candsndrom figure 48, the aggregation of the
gold clusters was taken place at the surface dfilthé®?!
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Figure 54. Shown digital microscope and SEM imagesf the fiims and tubes: (a) digital
microscope image of gold immobilized onto the surfae of the SH-mod-Sur-2 of film; (b) digital
microscope image of gold immobilized onto the surf@ of the SH-mod-Sur-2 of tubes; (c) SEM

image of gold immobilized onto the surface of theks-mod-Sur-2 of film.
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figure 55 shows the IR spectra of the films befaed after gold coating. After
immobilization of gold on the SH-mod-Sur-2, C-H etthes of aromatic and saturated
hydrocarbons (3100-2830 ci) became weaker, which is consistent with the faat the
surface is coated with gold particles.
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Figure 55. ATR-FTIR spectra of the films: solid line, SH-mod-Sur-2 of film; dashed line, the film

after gold immobilization.

2.7.1.3. Gold particles from Ayedgauyany immobilized on SH-mod-Sur-3
The PEI modified film/tubes were coated with a nlager of to provide SH-mod-Sur-3.
Figure 56 shows the digital microscope image ofrBdt-Sur-3 of film.
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Figure 56. Shown digital microscope images of SH-wd-Sur-3 of film.

Figure 55 shows the IR spectra of the PEI-coated-ftfm before and after the deposition of
the monolayer of 1-dodecanethiol. As reference,Ihepectrum of 1-dodecanethiol exhibits
a broad band centered at 1300’ciAs can be seen from figure 57, comparing thepécsa,

the SH-mod-Sur-3 film exhibits an increase ab&@0lcni', insisting the existance of the 1-

dodecanethiol at the surface.
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Figure 57. ATR-FTIR spectra of the films: solid line, H,SO;,- treated-PPX film coated with a
monolayer of PEI; dashed line, SH-mod-Sur-3 of th&élm.

As can be seen from figure 58, gold clusters haenlsuccessfully self-assembled onto the
surface of the film and tubes.

Figure 58. Shown digital microscope images of thdrhs and tubes: left, digital microscope image
of gold immobilized onto SH-mod-Sur-3 of the film;right, digital microscope image of gold

immobilized onto SH-mod-Sur-3 of the tubes.
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The IR spectra before and after immobilization olidggive the similar information about the
effectiveness of the gold self-assembly like whatdas observed for the case of the lower SH-
mod-Sur-2. Again, a significant decrease can besrwlksg from the IR spectrum after gold

self-assembled on the surface.
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Figure 59. ATR-FTIR spectra of the films: solid line, SH-mod-Sur-3 o the film; dashed line, the

film after gold immobilization.

2. 7.1.4. Contact angle measurement of the modifieslirfaces

The water contact angle measurements of the filites enmobilization of the Au particles
indicates that the surface become more hydropbdiaparing the contact angle of the thiol-
modified-films, which is consistent with literatudata®” Figure 60 shows a comparison of
the water contact angles of SH-mod-Sur-3 of tha fiefore and after Au particles were self-

assembled onto the surface.
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Figure 60. Water droplets on the films; left, the ontact angle of the SH-mod-Sur-3 of the film,
=72 ; right, the contact angle of the film after Au particles were immobilized onto the surface,
=34.

2.7.2. 4-(dimethylamino)pyridine-stabilized-Gold (IMAP-stabilized-Gold) particles
immobilized on the thiol-modified surfaces of film&ubes

DMAP-stabilized-gold particlés®**”) were immobilized onto the surfaces modified
previously by 1-dodecanethiol, means of exchangetien of DMAP at the surface of the

gold particles with thiol groups at the surfacehs film/tubes.

DMAP

N

Figure 61. A DMAP-stabilized-gold particle.
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The size of the DMAP-stabilized-gold particles vilmsange of 2-6 nm. As can be seen from
figure 62, in spite of the stabilization of the fawwe of the gold patrticles, the aggregation of
the DMAP-stabilized-gold patrticles is partly obsanlv. This is because of the polar feature of
the DMAP molecules, which were used as a proteckayer at the surface of the gold

particles.

Figure 62. TEM image of the DMAP-stabilized-gold pdticles.

2.7.2.1. DMAP-stabilized-gold particles immobilizedbn SH-mod-Sur-2
As can be seen from figure 63, DMAP-stabilized-gpédticles have been successfully self-

assembled onto the surface of the film.
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Figure 63. Shown SEM and digital microscope and inges of the films: (a) SEM image of
DMAP-stabilized-gold particles immobilized onto thesurface of SH-mod-Sur-2 of the film; (b)
digital microscope image of DMAP-stabilized-gold peicles immobilized onto the surface SH-

mod-Sur-2 of the film.

figure 64 shows the IR spectra of the films befanel after DMAP-stabilized-gold particles
were immobilized on the surface. After the surfagas self-assembled with DMAP-
stabilized-gold particles, C-H stretches of aromatnd saturated hydrocarbons (3100-2830
cm ™) became weaker, which is consistent with the fiaat the surface is coated with gold

particles.
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Figure 64. ATR-FTIR spectra of the films: solid line, SH-mod-Sur-2 of the film; dashed line, the
film after DMAP-stabilized-gold particles immobilization.

EDX was performed from gold particles immobilized the surface of the sample dap-

stab-2
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Fugure 65. EDX of the Alpmap-stan-2 Of the film.
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2.7.2.2. DMAP-stabilized-gold particles immobilizedbn SH-mod-Sur-3
As can be seen from figure 66, DMAP-stabilized-gp#dticles have been successfully self-

assembled onto the surface of the films/tubes.

Figure 66. Shown digital microscope and SEM imagesf the fiims and tubes: (a) digital
microscope image of DMAP-stabilized-gold particlesmmobilized onto SH-mod-Sur-3 of the
film; (b) digital microscope image of gold immobiized onto SH-mod-Sur-3 of the film; (c) SEM

image of DMAP-stabilized-gold particles immobilizedonto SH-mod-Sur-3 of the tube.
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figure 67 shows the IR spectra of the films befanel after DMAP-stabilized-gold particles
coating. After the surface was self-assembled b AP-stabilized-gold particles, C-H
stretches of aromatic and saturated hydrocarbdr@0¢2830 cm®) became weaker, which is
consistent with the fact that the surface is coatitld gold particles.
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Figure 67. ATR-FTIR spectra of the films: solid line, SH-mod-Sur-3 of the film; dashed line, the

film after gold immobilization.

2.7.2.3. Contact angle measurement of the modifieslsrfaces

The water contact angle measurements of the filftey anmobilization of the DMAP-
stabilized particles indicates that the surfaceobecmore hydrophilic comparing the contact
angle of the thiol-modified-films. Figure 68 shoawsomparison of the water contact angles
SH-mod-Sur-3 of the film before and after DMAP-gliabd particles were self-assembled

onto the surface.
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Figure 68. water droplets on the films; left, the ontact angle of SH-mod-Sur-3 of the film, =
72 ; right, the contact angle of the film after DMAP-stabilized gold particles particles were

immobilized onto the surface, =39.

Optical Spectroscopy

UV/Vis measurements were carried out in order tmiboo the optical properties of the self-
assembled monolayer of the DMAP-stabilized goldiplas. As can be seen from figure 69, a
broad band centered at 564 nm appears. The broadenithe band responsible for the
DMAP-stabilized gold particles immobilized on thedl-modified surfaces occurs because of
the aggregation of the particles and consequenitie warticles size distribution. For the
samples of Argauqn-x and Auniolstab-x the UV spectroscopy is not a proper method becaus
the particles at the surface respectively are kigljgregated for the case of Awuanyx and

are isolated for AMiol-stab-x
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Figure 69. UV/VIS spectra of the films after DMAPstabilized gold particles were immobilized

on their surfaces: a, SH-mod-Sur-3 of the film; bAUpmap-stab-1; B, AUpmap-stab-2; C; AUbMAP-stab-3-

2.7.3. Thiol-stabilized-gold particles immobilized on the thiol-modified surfaces of
films/tubes

In this section, thiol-stabilized-golgdlarticles were immobilized onto the surface of Sbdm
Sur-x by means of exchange reaction between tloé ¢gnoups on the surface of the gold
particles and the thiol groups on SH-mod-SI. The size of the tiol-stabilized-gold
particles was in range of 2-5 nm. As can be seem fiigure 70, the thiol-sstabilized gold

particles are well-distributed.
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Figure 70. TEM image of the DMAP-stabilized-gold pdticles.

2.7.3.1. Thiol-stabilized-gold particles immobilizd on SH-mod-Sur-1
Figure 71. shows thiol-stabilized-gold particleyddeen self-assembled onto SH-mod-Sur-1

of the film.

Figure 71. Shown digital microscope image of the Ims thiol-stabilized-gold particles

immobilized onto SH-mod-Sur-1 of the film.
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figure 72 shows the IR spectra of the films befarel after thiol-stabilized-gold particles
coating. After the surface was self-assembled witlol-stabilized-gold particles, C-H
stretches of aromatic and saturated hydrocarbdt@0¢(2830 cm’) became weaker, which is
consistent with the fact that the surface is coatitd gold particles. But the slight decrease in
the intensity of the IR after the immobilizatioropess was carried out on the surface insists a
low surface coverage of the particles.
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Figure 72. ATR-FTIR spectra of the films: solid lire, SH-mod-Sur-1; dashed line, the film after

thiol-stabilized-gold particles immobilization.

2.7.3.2. Thiol-stabilized-gold particles immobilizd on SH-mod-Sur-2

As can be seen from figure 73, thiol-stabilizedegph the particles have been successfully
self-assembled onto SH-mod-Sur-2. After self-as$gmb the surface, the particles indicate

the growth in the their size. This could be becafsaggregation of the particles either in the

solution (the solution of the thiol-stabilized peles stored in the refregerator for a while) or
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during the self-assembly process while the exchaagetion ocurrs. Nevertheless, because of

the surface protection, the particles shows a glastribution on the surface.

Figure 73. SEM image of thiol-stabilized-gold partiles immobilized onto SH-mod-Sur-2 of the

film.

Figure 74 shows the IR spectra of the films befand after thiol-stabilized-gold particles
immobilized on the surface. After the surface wal-assembled with thiol-stabilized-gold
particles, C-H stretches of aromatic and saturatgdtocarbons (3100-2830 &hbecame

weaker, insisting the fact that the surface isedatith a gold particles.
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Figure 74. ATR-FTIR spectra of the films: solid line, SH-mod-Sur-2 of the film; dashed line, the
film after thiol-stabilized-gold particles immobili zation.

Figure 75 shows EDX performed from gold particlesnobilized on the surface of the SH-
mod-Sur-2 (sample Atbl-stab-2-
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Fugure 75. EDX of the Auior-stab-2 Of the film.
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2.7.3.3. Thiol-stabilized-gold particles immobilizd on SH-mod-Sur-3
As can be seen from figure 76, thiol-stabilizedeyplarticles have been successfully self-

assembled onto SH-mod-Sur-3 of fins.

Figure 76. Shown digital microscope image of the tbl-stabilized-gold particles immobilized
onto SH-mod-Sur-3 of the film.

Figure 77 shows the edge-on image of SH-mod-Suf-the film before and after thiol-

stabilized-gold particles were immobilized onto sugfece.

Figure 77. (a) edge-on image of SH-mod-Sur-3 of tifém; (b) edge-on image SH-mod-Sur-3 of

the film after the thiol-stabilized-gold particleswere immobilized onto the the surface.



85 Results anibclission

Figure 78 shows the IR spectra of the films befand after thiol-stabilized-gold particles
immobilized on SH-mod-Sur-3 of thfém. After the surface was self-assembled wittokhi
stabilized-gold particles, C-H stretches of aromatnd saturated hydrocarbons (3100-2830
cm™) became weaker, insisting the fact that the sarfacoated with a gold particles.
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Figure 78. ATR-FTIR spectra of the films: solid line, SH-mod-Sur-3 of the film; dashed line, the

film after thiol-stabilized-gold particles immobili zation.

2.7.3.4. Contact angle measurement of the modifieslsrfaces

Figure 79 shows a comparison of the water contagiea of SH-mod-Sur-2 of the film before
and after thiol-stabilized particles were self-assked onto the surface. The water contact
angle measurements of the films after immobilizatd the thiol-stabilized particles indicates
that the surface does change its feature (hydisf)lor if there are some changes, they are
negligible, which is consistent with what is exmettThe reason for this observation if that
the gold particles have 1-dodecanethiol moleceshat the feature of the surface after gold

immobilization does not change.
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Figure 79. water droplets on the films; left, the ontact angle of SH-mod-Sur-2 of the film, =
72 ; right, the contact angle of the film after thol-stabilized-gold particles were immobilized
onto the surface, =79.

2.7.4. Immobilized gold particles at the ends of thtubes

In order to immobilized gold particles on a specdrea of the PPX tubes (at the ends of the
tubes), the thiol functionalization at the endgshsf tubes was performed. Here, the method
used was simple, having the thiol-modified-tubé&® (rocedure of modification of the tubes
with 1-dodecanethiol was previously mentioned) #reh a layer of PPX was coated on the
modified surface using CVD technique. After thigpstthe tubes were freezed in liquid
nitrogen and then cut in smaller species. In thag,vat the ends of the cut-tubes (PRXThiol-

mod), the monolayer of 1-dodecanethiol bearing thikionalities are out.

H2S04-treated-tubes

Self-assembled monolayers
(PEI-1-dodecanethiol)

PPX

Figure 80. Schematic representation of cut-tubeshe thiol layer is out after cutting the tubes.
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By placing the cut-tubes in colloidal gold sols|dyparticles can react with thiol grops at the
end of the tubes and immobilized there.

2.7.4.1. Gold particles immobilized using thiol-sthilized gold sol and gold sol prepared
by reduction of HAUCI, (Auredauqy ) at the ends of PPXTnd-thiol-mod.

Gold particles were immobilized at the ends of thbes with a monolayer of 1-
dodecanethiol, which were deposited from thiol-solt3. The preparation of the tubes
bearing a monolayer of 1-dodecanethiol is mentiome@xperimental section. The tubes
placed either into the Adgauany in order to immobilized gold at the ends of thieetst

Figure 81 shows PPX]4-thio-mod-awith gold particles self-assembled at the endsiettibes.

Figure 81. Gold particles immobilized onto the endf the PPXTenqmiomoed-3; (&) gold particles

immobilized from the Auregauqny: (D) gold particles immobilized from the thiol-stahlized-gold sol.
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The following is EDX from PP Xdn4-thiol-mod-3 after gold particles were immobilized at the
ends (PPXInd—goId—mod—}-

Au(0)at topPPXSHpH9]
EDX made from the gold
200 immobilized at the end of the

tube.

. ]

3

O 1004 \

0_
0 1 2 3 4

Figure 82. EDX performed from the end of the PPXT,4.goid-mos-3 (g0Id particles immobilized
from Au redAu(lll) )
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3. Experimental section

3.1Materials

A-174 Silane

Acrylic acid

AIBN

Benzylbromide (BzBr)

2,2"-bipyridyl

Bromine

Chloroform

Copper (I) bromide (CuBr)
-cyclodextrine

4-(dimethylamino)pyridine-

stabilized goldparticles (Nr. 84)

N,N-diisopropylamine

1-dodecanethiol

Ethanol

Hydrochloric acid (HCI)

Hydrogene tetrachloroaurate(lll)

hydrate (HAuCl)

N-isopropylamine

[2,2]Paracyclophane

Poly(acrylic acid)

Poly(allylamine- hydrochloride)

Poly(ethyleneimine)

Poly-L-lactide

poly(styrene sulfonate sodium salt)

Sodium dodecyl sulfate
Sodium hydroxide (NaOH)

Speedline Technology, Specially coating Syste
Acros organics, stabilized, 99.5%
Aldrich
rAs organics, 98%
Lancaster synthesis
Acros
Acros
Asr 98%
Acros
Aidh

|dAich, 99.5%
Merk
Lenz, distilled
dRiel-deHaen, 37%

Naotusons, Aldrich, used as received

NIPAM, Acros
Cookson Electronics, Specially Coating Systems
PAA, Aldrich, M, = 100 000 35 % (w/w) in water,
used as received
PAH,dkich, M,,= 50 000 - 65 000, used as
received
PEI, Aldrich, M, = 55 000, 50 % (w/w) in water,
used as received
Boehringer Ingelheim, Resomer L214, #M400
000 used as received
PSdrish, M, = 70 000, used as received
SBldrich, ACS + 99%, used as received
Aldrich
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Sodium borohydride (NaB#f Aldrich

Sulfuric acid Bayer, concentrated
Tetrachloromethane CCl,, dried over FOs and distilled
Tetraethylorthosilicate TEOS, Fluka, + 98 %

Tetrahydrofurane BASF, dried over potasium and distilled
Tetraoctylammoniumbromide Aldrich

Toluene BASF, distilled

Water Ultrapure, resistivity higher than 18.&m
Water Deionised

Water-d Deuter GmbH, Kalsruhe

The pH of PAA solution was adjusted with HCI t@dd in the case of PAH solution the pH
was adjusted with NaOH to 5.3. The other polyetdgte solutions were used without

adjusting the pH. SDS was added to the MI(RSS solution at a concentration of 0.02 M.
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3.2.Instrumentation

3.2.1. Contact angle measurement

Water contact angle measurements were carriedsoug a Kruess contact angle system G10.

3.2.2. Differential scanning calorimetry (DSC)

DSC measurement was carried out using a DSC 821leMén order to obtain glass
transition temperature gf and melting point (). The measurements were performed with
temperature programming (heating- and cooling @&t) °C/min.

3.2.3. Digital microscope

A VHX digital microscope (Keyence) was used to pdevoptical images.

3.2.4. Dipping robbot

A robot programmed for a time-dependent sequenae, gf and z- displacements were used
for dipping the substrates into the polyelectroladutions at Muenster university, department
of physical chemistry in Prof. M. Schénhoff's group

3.2.5. Elemental analysis
Elemental analysis was performed in the analytiotere of department of chemistry in
Philipps-Universitat Marburg.

3.2.6. Energy-dispersive X-ray microanalysis (EDX)
EDX analysis was performed with a scanning electroicroscope CamScan series 4
equipped with an EDX microanalysis system from Ti@Noran Company.

3.2.7. Infrared spectroscopy (IR)

Using a DJ-Lab IR spectrometer (Excalibur seri@s¥pectroscopy was performed:
ATR-IR

Attenuated total reflection (ATR) IR spectroscopy
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IR microscope (Digilab UMA 600).
- Mesurements in reflection mode
- Slide-on ATR (microscope-ATR)

3.2.8. Gel permeation chromatography (GPC)
GPC measurements was performed using a GPC, PoBtaedards Service, PSS, with an IR

detector.

3.2.9. NMR spectroscopy
'H and®®CNMR spectra were obtained using a Bruker AC3GD\AttH400.

3.2.10.Scanning electron microscope (SEM)

SEM images of the samples were obtained using 8SCamseries 4.

3.2.11. Thermogravimetry analysis (TGA)
Thermogravimetry analysis was carried out using ettler Toledo TGA/SDTA 851e. The
heating range of 25 °C to 800 °C and rate of 1iCWwas used.

3.2.11.UVIVIS specroscopy

UV/VIS spectra were obtained using a Perkin Elmembda spectrometer.
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3.3. Electospinning

3.3.1. Electrospinning device

Nanofibers were prepared by electrospining techaidis can be seen from figure 83 ,the
instrument set up includes a syringe to load polyswutions for the electrospinning. A
piston with which the presure on the syringe andsequently the speed of the injection of
the polymer solution through a capillary with a enndiameter of 0.3 mm for the
electrospinning process can be controlled. By torga high intensity electric field with an
anode connected to the capillary and grounded wittathode connected to a metal plate
placed with a X distance below the capillary. Tistahce between the capillary and the metal
plate is variable, so that a proper distance betwe capillary and the metal plate for

electrospinning of different polymers can be optieadi.

% Capillary with inner diameter
Voltage —

supply

R

Substrate: Aluminium foile

=
=

Figure 83. Schematic representation of electrospitimg.

3.3.2. General procedure of electrospinning

In this work, nanofibers were fabricated from tldymer solutions at room temperature. A 2
ml syringe with a needle with inner diameter of mpgmately 0.3 mm, which was placed 20
cm above a surface of aluminiun foil, was used okage difference of 20 kV was applied.
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3.3.3. Fabrication of oriented-electrospun fibers

In order to have the fibers well-oriented, the &tespinning was carried out in the way that
during the electrospinning process, instead ofectilhg fibers onto the plannar surface, the
fibers were collected on a rotating cylinder sudistr(3000-3500 cycle per minute) with a

diameter about 15 cm,which was covered by alumirfimiim

3.4. Chemical vapor deposition process (CVD)

3.4.11.CVD apparatus
One of convenient method of production of PPX daixes is CVD. As was mentioned in the
introduction section the apparatus includes fivgomparts: vaporization chamber, pyrolysis

furnace, deposition chamber, cooling dewar and wacpump.

3.4.12.CVD process

The CVD machine was switched on. After reachingdasired temperature of the pyrolysis
furnace, a monomer, [2,2]paracyclophane (Parylen®iNa self-made Al-frame, was placed
into the vaporization chamber. And the sample$”®K coating were placed in the deposition
chamber. The vacuum pump was switched on and ligiiidgen was filled into the cooling
dewar. After reaching the appropriate pressure eddvo 8 mTorr, the temperature of the
vaporization chamber was raised up to an appr@pte&nperature. The coating was started
automatically after the vapor pressure of the magrsmvas reached to an appropriate value.
At this stage, by evaporation of the monomers tq@ov pressure is raised and the coating is
taken place. Finally, the deposition process wallstopped by finishing the monomer supply
and consequently, the vapor pressure decreasestd@®@mTorr.
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[—
Vaporazor Pyrolysis
furnace L

Deposition Cold trap Vacuum
chamber pump

Figure 84 . Schematic illustration of set up of CVDnachine.

3.5. Preparation of PPX-PLLA core-shell fibers
In this section the fiber templates were fabricaed as for the next step, the fibers can be
coated with different polymers in order to get thasncore-shell fibers from which the hollow

fibers can be produced.

3.5.1. Preparation of PLLA fiber templates

Electrospun PLLA fibers were used as template faeparation of PPX tubéd. PLLA
nanofibers were fabricated from the polymer sohgiat room temperature. A 2 mL syringe
with a needle with inner diameter of approxima@y mm, which was placed 20 cm above a
surface of aluminium foil. A voltage difference 80 kV was applied. In order to obtain
oriented PLLA fibers, the fibers were collected anrotating cylinder substrate with a
diameter of about 15 cm, which was covered by alium foil.
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3.5.2. PPX-coated fiber templates by CVD

The PLLA fibers were coated by PPX using chemiagbor deposition (CVD) process as
described abové>®® The fibers were placed into a CVD machine andhalPPX coating
process was carried in the CVD machine. [2,2]patiaphane was used as starting material

for coating.

Slide-on ATR-FTIR

/ cmit: 3090 (w), 3040 (w), 3000 (w), 2930 (m), 2850 (1390 (w), 1790 (w), 1750 (m),
1710 (m), 1520 (m), 1450 (m), 1400 (m), 1270 (W73 (w), 1130 (w), 1070 (w), 1015 (w),
925 (w), 820 (s), 720 (m), 580 (m), 545 (m).

3.6. Preparation of Tubes Made of Polyelectrolyte Multiayers (PEMS)
The TUFT process was employed in order to obtallowdibers made PEMY!

3.6.11.Fabrication of the SiO;fibers

SiO, nanofibers prepared by electrospini@ur strategy to fabricate the fibers is similar to
the preparation procedure published by Zhang é¥YalThe milky solution of 1 M
tetraethylorthosilicate (TEOS), 2 M8 and 0.01 M HCI in ethanol was placed in an oven a
60 C to get a proper viscosity (50-100 cP) of tlbymerized solution. The electrospun SiO2
nanofibres were fabricated from the above soluéibambient temperature. The solution was
charged into a 2 ml syringe with a needle with mdemeter of approximately 0.3 mm,
which was placed 20 cm above a surface of alumifii. A voltage difference of 20 kV

was applied for this performance.
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3.6.2. Formation of PEMs on the surface of Si@ nanofibres (PEM-coated SiQ
nanofibers)

The PEMs were formed on the surface of silica nanes by sequential deposition of
oppositely charged polyelectrolytes. Fibers wexediin a sample holder and immersed into
the appropriate solutions using a robot, which ddo¢ programmed for a time-dependent
sequence of x-, y- and z- displacements. The dieftosited layer (precoating layer) for all
samples prepared here, was a PEI layer. The adsotphe for the precoating layer was 30
min, for all other layers it was 20 min. After eagdbposition, the samples were washed by
immersion into ultrapure water three times (two neach washing). After each layer
deposition the samples were not dried and whend#dposition process were finished the
samples were dried in air. In this work, two maljgrs were formed on the surface of the
nanofibers: (PEI/PSpg)30 and PEI(PAA/PAH)PAA.

Core dissolution: In order to obtain PEMHFs, tHeaitemplate fibers were dissolved in 0.5
M HF solution. The PEMHFs (remained from HF treatthevere washed with water and

dried in air.

1) ) 3
Figure 85. (1) Digital microscope image of PEM-Si@® nanofibres coated with PEI(PAA-
PAH),PAA; (2) PEM-SIO, nanofibres coated with (PEI-PSS/SDg) (3) SEM images of

PEMHFs coated with (PEI-PSSpg)scafter HF treatment.
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3.7. Sealing Process of the Tubes (PPX tubes sealeith polymers synthesized at their
ends using ATRP)

In order to perform ATRP of acrylic acid monometgre ends of the tubes, the PPX tubes
must be selectively functionalized so that they barused as macro-initiator of undergoing
ATRP. In this section, the technique employednatlthe polymerization at the selected area
of the tubes (the ends of the tubes) is described:

3.7.1. PMMA as supporting material for PPX-PLLA core-shell fibers

The core-shell fibers were placed into a test tubthe way that the fibers were vertically
positioned inside the test tube, which was prewofiked with 0.05 mol% of intiator, AIBN,

in methylacrylate (see figure86). The reaction plased in an oven at 40 C for 5 days. After
the reaction was cooled down to room temperatheesolid PMMA surrounding the PLLA-
PPX core-shell fibers (PMMA-protected-PLLA-PP2f) was obtained and cut into 2 mm
slices (small disks with 2 mm thickness). The dities of PMMA-protected-PLLA-PP&sr
are ready for the next step in which the functicaion of the core-shell fibers can be carried
out, in order to convert PPX to a suitable ATRRiator at the ends, the bromination of PPX
was carried out. Since the whole body of the fibeese supported by PMMA, the only
contact of the fibers with the surrounding envir@miwas the cut-surface of the slice or in
other words, the ends of the fibers.

Figure 86. Shown schematic representation of cutise of PMMA-protected-PLLA-PPX csf.
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3.7.2. Bromination reaction at the ends of the PPX4ELA core-shell fibers

The bromination reaction was carried out in 20 micachloromethane containing 32 mg (0.2
mmol) AIBN, the cut-slice of PMMA-protected-PLLA-RRsk and 0.1 mL (2 mmol) of
bromine (Bp) and the reaction refluxed for 5 h. After the teat was finished, the sample
was rinsed in THF and chloform until the solvemhagns colorless.

AIBN, Br, Br

ccl,

n

Scheme 8. Shown the bromination reaction of PPX.

Figure 87. Shown schematic representation of cutise of PMMA-protected-PLLA-PPX cseafter
performance of the bromination reaction (PMMA-protected-PLLA-BrPPX csp).

3.7.3. ATRP of N,N-diisopropyl acrylate (NNDIPAAc)at the ends of the PPX tubes

a catalysmixture was prepared by adding 2 mg (0.014 mmowBr to 4 mg (0.026 mmol)
of 2,2"-bipyridyl (bipy). 5 ml THF was quickly chged into the flask containing the catalyst
mixture and the flask was sealed in air. The catatyixture was stirred for 15 min. After 15
min stirring, there was a clear colourless-lightkpsolution and still a green insoluble solid at
the bottom of the flask. The catalyst solution waescted into another flask containing a cut-
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slice of PMMA-supported-PLLA-BrPPgsr The flask was sealed and stayed for 45-60 min at
room temperature. The above solution and the de& eharged into a flask containing 420
mg (mmol) of NNDIPAAc salt. After dissolving NNDIP#&c, solvent was evaporated at 40

°C using a Rotary evaporator. The slide was covbyethe reaction mixture. The flask was

placed into an oil bath for 2 h at 6C.

3.7.4. ATRP of N-isopropylacrylamide (NIPAM) at the ends of the tubes
The synthesis procedure was similar to what watkpeed above for ATRP of NNDIAAc.
NIPAM was used as monomer in order to obtain PNIPANhermosensitive polymer at the

ends of the tubes.

3.7.5. Removal of PMMA from the PMMA-protected-PLLA-BrPPXcsk sealed either
with PAA or PNIPAM

After the reaction, the PMMA-protected-PLLA-BrPPot was placed into the chloroform in
order to remove the PMMA and dried in air to obtdia PPX tubes sealed with poly acrylate

N,N-diisopropyl ammonium.

3.7.6. NaOH treatment of the PPX tubes sealed witk,N-diisopropyl acrylate

The sealed PPX-PLLA tubes were kept in the 0.1 Nutem of NaOH. After NaOH
treatment, the carboxyl groups of PAA at the endBR@X tubes can be partly deprotonated
and sodium cations can act as conterions of tHeoggl groups of PAA. The existence of Na
on the PPX tubes can be monitored by EDX, which loarconsidered as a proof for the
successfull performance of the ATRP of NNDIPAAdt st the end of the tubes. The

discussion about the results of the EDX was inditat discussion part.

3.8. PPX tubes sealed with PEMs
To seal the tubes with PEMSs, the layer by layeljLdelf-assembly of PEs was performed on
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the PPX tubes. The self-assembly procedure memtion¢he sections 3.5.1.1, 3.5.1.2 and
3.7.1 were repeated to obtain cut- slices of PMM#étgcted-PLLA-PPXsk

3.8.1. BSOy-treatment of PMMA-protected-PLLA-PPX csk

The treatment of the PMMA-protected-PLLA-PEX with sulfuric acid was carried out
under following conditions: 20 mL concentratedS@, (96%) was added into a 250 ml
round-flask containing PMMA-protected-PLLA-PRgt . The flask was sealed and ultra-
sonicated at 60 °C for 5 h. Every 30 min, the stoppas carefully removed under Hood for a
short time to release possible gasses producedgdliime reaction. After the reaction was kept
to be cooled down to room temperature. The tubes washed in a solution of 9 M,80O,
(cooled down in an ice bath) and then were seqalgnplaced into a solution of 3 M HCI and
1 M NaOH and ultra-sonicated respectively for 15 @nd 5 min at room temperature. After,
the tubes were dried in air. It should be noted tha PLLA template fibers (as core of the
PLLA-PPX fibers) were removed by the,$0,-treatment automatically because of the
solubility of PLLA in sulfuric acid so that the ;,BOy-treated PPX tubes were obtained
directly after the reaction without performing tugt experiments for the PLLA template

fibers removal

3.8.2. The removal of PMMA from the HSO;,-end-treated PMMA-protected- PPX tubes
H,SOy-treated PMMA-protected-PPX tubes was placed into the cHyro in order to
remove PMMA and dried in air to obtain the PPX wilteeated with K50, at their ends
H.SO-end-treated PPX tubes, which can be used in tkestep to obtain tubes sealed with

PEMSs.
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3.8.3. Sealing the KE50,4-end-treated PPX tubes with PEMs by self-assemblgthnique

In order to seal FBOs-end-treated PPX tubes, the layer by layer (LbUf-assembly
deposition technique was employed. To get th®®-end-treated PPX tubes with PEMSs, the
L-b-L self-assembly was carried out following th®@edure mentioned previously in section
3.6.

3.9.Coating PPX tubes with PEMs

Modified-PPX tubes were coated with PE layers usiregself-assemby based technique. To
make the surface of the PPX tubes suitable forassémbly coating, the surface need to be
modified to bear electrostatic charges so thattbetrostatic forces as well as entropic forces
can act to stabilize the PE layers on the surfatieedfibers.

3.9.1. H,SOs-treatment of the PLLA-PPX core-shell fibers

The treatment of the PPX-PLLA fibers with sulfuacid was carried out under following
conditions: 20 mL concentratedb, &0, (96%) was added into a round-flask containing PPX-
PLLA fibers. The reaction was sealed and ultraiesiad at 60 °C for 5 h. Every 30 min, the
stopper was removed for a short time to releassilplesgasses produced during the reaction.
After the reaction was kept to be cooled down mmdemperature. The tubes were washed in
a solution of 9 M HSO, (cooled down in an ice bath) and then were secalgniput into
solutions of 3 M HCI and 1 M NaOH and ultra-sonezhtespectively for 15 min and 5 min at
room temperature. After, the tubes were dried m kishould be noted that the PLLA
template fibers are desolved during the treatmaetft sulfuric acid so that the ASOs-treated
PPX tubes were obtained directly after the reactuthout performing further experiments
for the PLLA template fibers removal.
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3.9.2. Self-assembly of polyelectrolytes onto the 130O;,-treated PPX tubes

In order to coat bBEOs-treated PPX tubes, the self-assembly depositichnigue was
employed. The self-assembly deposition procedurdPEBMs on the surface of tubes is
described as follows:

3.9.3. Polyelectrolyte solutions

Polyelectrolyte dipping solutions of 0.01 M (hea@ncentrations refer to the concentration of

the monomer repeat unit) were prepared by usimgpute water (resistivity higher than 18.2
/cm). The pH of PAA solution was adjusted with HGl4 and in the case of PAH solution

the pH was adjusted with NaOH to 5.3. Other polstetdyte solutions were used without

adjusting the pH. SDS was added to the 8I(SS solution at a concentration of OM2

3.9.4. Deposition of the first layer

The first deposited layer (precoating layer) wds Rwyer. The adsorption time for this
precoating layer was 30 min, for all other laydrsvas 20 min. After each deposition, the
samples were washed by immersion into ultrapuremtatee times (two min each washing).
After each layer deposition the samples were nieddand when the deposition process were
finished the samples were dried in air. Two difféirePEMs of ((PEI/PS$p9s0 or
PEI(PAA/PAH)PAA) were formed on the surface of the tubes taiobtespectively PPX
tubes coated with ((PEI/P&S)30, SDS containing PEMTs or PPX tubes coated with
PEI(PAA/PAH)PAA), PAA containing PEMTS.

3.9.5. Washing Procedure
After deposition of the layer of PEI, the samplese rinsed in ultrapure water. The washing
was done by immersing the tubes in the water fonrutes. This had to be done three times

to remove access unstable non-adsorbed polydigetsdrom the surface.

3.9.6. Deposition of Multilayers
The deposition procedure was similar to the dejpositf the first layer. By knowing that the

surface is now positively charged, an anionic plelgteolyte was needed to deposit a
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negatively charged layer on the surface. For this,solution of PSS or PAA was used. The
time of immersion was 20 minutes. After each lagleposition, the washing process was
done. For the next layer deposition, the solutibriPBl or PAH (polycation solution) was
used to have a positively charged layer depositedhe surface. The slides were kept in
polycation solutions for 20 min. After this stagkepending on the number of layers needed,
the consecutive deposition of the PE layers withstip charges was carried out. the PEMs
were coated onto the substrates were (PEERSs0r PEI(PAA/PAHYPAA.

3.9.7. Hydrochloric acid treatment
In order to study the effect of a low pH of envineent on PEM coated tubes, they were kept
in the solution of 0.5 M HCI for 40 min and theniedt in air. SEM and ATR-FTIR

spectroscopy from the tubes after HCI treatmenewperformed.

3.9.8. HCI treatment of SO,-treated PPX tubes coated with (PEI/PS& 930
After the (PEI/PS$&y930 coated tubes were treated with HCI following thegedure above,
the SEM and IR spectroscopy were performed in otdleget information about the surface

changes after acid treatment (see discussion Bgctio

3.9.9. HCI treatment of HSO;,-treated PPX tubes coated with PEI(PAA/PAH);PAA

After the PEI(PAA/PAH)JPAA coated tubes were treated with HCIl, the SEM #Rd
spectroscopy were performed in order to get infoionaabout the surface changes after acid
treatment (see discussion section for the results).

3.10.Atom transfer radical polymerization (ATRP) of N,N-diisopropyl ammonium
acrylate (NNDIPAAc)!?

The atom transfer radical polymerization (ATRP)MN-diisopropyl ammonium acrylate
(NNDIPAAc) was successfully carried out either witlhntinuous exposure to air or in

presence of small amounts of air.
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3.10.1. ATRP of N,N-diisopropyl ammonium acrylaten presence of controlled amount

of air

In this polymerization, small amounts of air wasaduced to the reaction mixture during the
polymerization. The preparation of NNDIPAAc consisif adding (2.28 g, 0.023 mol) of
N,N-diisopropyl amine to (2 g, 0.028 mol) of fregljunder vacuum) distilled acrylic acid in
a round bottom flask. The above mixture was washiéd an appropriate amount of hexane,
which was charged into the flask containing thetarix. After removing hexane, white salt
was dried under vacuum at room temperature andikeptezer. Controlled polymerisation
was carried out in the following described procedail preparation steps were in presence of

air.

3.10.1.1.Catalyst preparation

A catalyst mixture was prepared by adding 2 mgl@.mol) of CuBr to 4 mg (0.026 mmol)
of 2,2 -bipyridyl (bipy). 5 mL THF was quickly chged into the flask containing the catalyst
mixture and the flask was sealed in air. The catatyixture was stirred for 15 min. After 15
min stirring, there was a clear colourless-lightkpsolution and still a green insoluble solid at
the bottom of the flask. The solution part was tekg a syringe and used as the catalyst
solution.

If the polymerization is carried out in a large Iscde.g. polymerization of 4 g of
NNDIPAAc using the complex of CuBr/bipy as theatgst), the preparation of the catalyst
solution in the larger scale takes longer time wuhe longer mixing time required to get the
right complex of Ci(bipy), , which is able to catalyze the polymerizationthis case, the
procedure of the catalyst preparation is descrasefbllows: A catalyst mixture was prepared
by adding 28.6 mg (0.20 mmol) of CuBr to 57.1 m@{0mmol) of bipy. 70 mL THF was
quickly charged into the flask containing the cggaimixture and the flask was sealed in air.
The mixture was stirred for 1 h. During mixing, tt@our of the catalyst mixture changes
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from a brown colour to a green colour. After ltinrsg, there was a green mixture. In order
to precipitate the insoluble part (green solidg, mhixture was left for 4 h. The green insoluble
part of the mixture was precipitated at the bottoirthe flask and the solution above was

nearly colourless. This solution was used as thays for the polymerization.

3.10.1.2. Polymerization

The catalyst solution was injected into anothesiflaontaining 7 mg (0.041 mmol) of BzBr in
1 mL of THF, which was prepared previously. Thesklavas sealed and the solution was
stirred for 30 min at room temperature. The abodet®n was added into a pear—shaped
flask containing 280 mg (mmol) of NNDIPAAc salt. taf dissolving NNDIPAAc, solvent
was evaporated at 4C using a Rotary evaporator. The reaction mixtuas wlaced into an
oil bath at 6(0°C. After this stage, the reaction was followed ragence of small amounts of
air. After designated times, small samples wererndkom the reaction mixture. In the case of
introducing controlled amount of air to the reactithe flask was sealed in presence of air
using a stopper and was placed into the oil b&timce each time for taking samples from the
reaction the stopper has to be removed and therééohave the same reaction conditions
during the whole reaction time, after taking thretfsample, air was introduced to the reaction
by opening the flask in air every 10 min for 30.sHte samples, which have been taken from
the reaction, were quenched in liquid nitrogen.

Table 1. Molecular weights, polydispersities andwarsions of poly (N,N-diisopropyl
ammonium acrylate) synthesised by CuBr/bipy cataly&TRP presence of small amounts of
air (reaction was sealed in air and air was intoed to the reaction in designated times as
described above).

For more detailes on NMR spectroscopy see disaussotion.
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Table 2. Molecular weights, polydispersities and cwersions of poly (N,N-diisopropyl
ammonium acrylate) synthesised by CuBr/bipy catalysd ATRP in different polymerization
conditions. Reaction was carried out in presence afontrolled amounts of air (reaction was

sealed in air and air was introduced to the reactin in designated times as described above).

polymer time (min) MGPC) M/M,(GPC) Conversion%

1 10 12900 1.14 44
2 30 14600 1.19 56
3 90 17400 1.32 75
4 110 18000 1.46 81

3.10.2. ATRP of N,N-diisopropyl ammonium acrylate wh continuous exposure to air.

The above procedure was followed. The only diffeeewith the previous synthesis was that
the reaction was carried out open to air. Afterpevation of the solvent, the reaction mixture
was placed in an oil bath to air at 80 with continuos exposure. After designated times,

small samples were taken from the reaction and geeached in liquid nitrogen.

Table 3. Molecular weights, polydispersities and cwersions of poly (N,N-diisopropyl

ammonium acrylate) synthesised by CuBr/bipy catalysd ATRP open to air.

polymer time (min) MGPC) MJ/M, (GPC) Conversion%

5 10 5800 1.24 42
6 15 7900 1.23 48
7 40 8900 1.35 60

8 65 10000 1.40 65
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3.11. Modification of surfaces: Surface-initiated ARP

In order to modify a surface of a given substratgface-initiated ATRP can be used. To
achieve this goal, ATRP of different monomers wasried out using a surface initiator,
which was chemically bonded to a pre-coating layleA-174™% at the surface of a glass

substrate.

3.11.1. Surface initiated ATRP of N-isopropyl acrygamide (NIPAM)
The ATRP of NIPAM was carried out using a glasssstatte bearing the brominated PPX

(BrPPX), Gsippx, @s suface initiator.

3.11.2. Preparation of the surface initiator

The pre-coating layer was deposited on a glas® shdorder to stabilize the next layer
(initiator layer) on the substrate. The depositiointhe pre-coating layer (A-174) was
performed according to the procedure describedhénréferenc€” A layer of PPX with a
thickness of 1500 nm was deposited on the prewaotshted-substrate (precoating layer: A-
174) by means of chemical vapour deposition (CMD)order to obtain the surface initiator,
Ggrppx, the deposited-PPX was converted to BrPPX. The-BéXed substrate was placed
into a flask containing 20 ml of C&£Andasobis(isobutironitrile) AIBN32 g, 0.2 mmol) and
bromine ( 0.1 ml, 2 mmol). The reaction mixture weiuxed for 5 h (ref 13.) and after, was
left to cool down to room temperature. The modifgiidie was rinsed with chloroform and
THF and dried in air.

To obtain the efficiency of bromination reactidhe reaction was carried out using a PPX
film prepared by CVD process. Elemental analysishef PPX film indicated that about 85

percent of the film is brominated.
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Elemental analysis:
C53.25% H4.40% Br 42.35%

Slide-on ATR-FTIR:

/ emit: 3140 (w), 3020 (W), 2920 (w), 2840 (w), 1890 (4F90 (w), 1690(m), 1605 (w), 1570 (w), 1510 (m),
1450 (w), 1405 (m), 1270 (w), 1210 (w), 1170 (W)30 (w), 1085 (W), 1010 (W), 960 (w), 825 (s), 184, 700
(W), 595 (s), 535(S).

3.11.3. Preparation of catalyst

For the catalyst preparation the procedure destiibeection 3.2.1.1 was followed.

3.11.4. ATRP procedure

The catalyst solution was injected into anothasKl containing the &ppx. The flask was
sealed and kept for 60 min at room temperature. adove solution together with the slide
was charged into a flask containing 0.5 g (mmol)NdPAM. After dissolving NIPAM,
solvent was evaporated at 36 using a Rotary evaporator. The slide was covésethe
reaction mixture after the solvent was evaporaiée. flask was placed into an oil bath at 50
°C for 1.5 h.After the reaction was finished, the substrate vised in water and THF and

dried in air.

T

HN

HN
4)20 ATRP )
n Br

Scheme 9. Schematic illustration of the surface-iated ATRP of NIPAM.
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Figure 88.A water droplet on the PNIPAM-modified surface , =26.

3.12. Immobilization of gold Particles on the Surfae of PPX Films and PPX tubes

In order to coat the surface of the PPX films amdet with a monolayer of gold series of
experiments were carried out. The aim was to imfimgbigold onto the surface of the

substrate, which were previously coated with a neyer of 1-dodecanthiol by using self-

assebly technique. As gold can make covalent beutidthiol functional groups, it must be

immobilized on the surface modified by a monolalyearing thiol goups. 3.12.1. Preparation

of modified surfaces suitable for gold immobilizati

3.12.1. Preparation of modified surfaces suitableof gold immobilization

3.12.1.1. HSOy-treated PPX films/tubes

The same procedure as described in section 3.& ToNawed to obtain suitable surfaces of
the PPX film/tubes for self-asembly. After, theS@;-treated PPX films/tubes were used as

substrate for self-assembly process.
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3.12.1.2. Deposition of a monolayer of PEI on theudace of the H,SO,-treated PPX
films/tubes (PEI- H,SOy-treated PPX films/tubes)

The HSOs-treated PPX films/tubes were kept in a 0.01 M agsesolution of PEI for 60
min. after deposition, the film/tubes were exteaBivinsed in deionized water.

3.12.1.3. Deposition of a monolayer of 1-dodecanthideposition on the surface of the
PEI- H,SO;,-treated PPX films/tubes

The deposition of the monolayer of 1-dodecanthiaswerformed by keeping tHeEl-
H,SOy-treated PPX films/tubes in different solutions bidodecanthiol for 60 min. the

reparation procedure of 1-dodecanethiol solutisrdescribed as follows:

Aqueous solution of 1-dodecanthiol. The stock sofubf 0.01 M of 1-dodecanthiol (thiol-

solution-1) was preparétf>**? by adding 1-dodecanthiol to the aqueous solutfon@D at
room temperature with a molar ratio of 1:2. Theuh#sg mixture was stirred in a water bath
at 40 C for 48 h and then was cooled down to raemperature. A milky solution obtained
was used to prepare the solution with different.pHee pH of the solutions was adjusted by
adding appropriate amounts of 18@nd 10> M NaOH solution to the stock solution prepared
above.

Therefore, as dipping solution to assemble a naysol of 1-dodecanethiol on the PEI

coated surfaces the solutions of 1-dodecanethimidisated in table 3 were prepared.

Table 4. Different solutions of 1-dodecanethiol prgared are shown here.

NaOH solution

1-dodecanethiol solution Stock solutio 10° 10°
Thiol-solution-1 X mL - -
Thiol-solution-2 1mL 2 mL -
Thiol-solution-3 1mL - 2 mL
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3.12.2.4. Gold particles immobilized using the goldol prepared by reduction of HAuCl,
(Auregauqy ) onto the thiol-modified surfaces of the films/tule

The immobilization of gold particles on the thiobdified surfaces is based on the reaction
of gold with thiol (-SH) groups at the surface. @rgold particles prepared from AdAun)

are not stable and can aggregate therefore, as a®ayold particles were prepared, the
immobilization process was performed.

The immobilization of gold on the thiol-modifiedréaces was carried out as folldw&"

0.75 g of tetraoctylammoniumbromide was added #aomL toluene in a 250 mL round-
bottom and was stirred vigorously. 0.16 g HAUxH,O (1 equiv) was dissolved in 12.5 mL
deionized water and was added into the solutiontetfaoctylammoniumbromide. The
aqueous phase became colorless and the color afr¢famic phase changed from a bright
yellow to a red-brown color as the HAuGlas transferred to the organic phase. The organic
phase was separated and the thiol-modified filo@uwere placed into the solution and kept
for 10 min. The reaction was followed by the aduditof previously prepared solution of 0.19
g NaBH, (10 equiv) in 12.5 mL deionized water. The reacttwas then ultra-sonicated at
room temperature for 3 h. After, the film/tubesreveinsed in toluene and water extensively
and dried in air. The gold particles were immolgitizonto the thiol-modified surfaces as are

mentioned in table 4, which were prepared accortbrtge discription in the section 3.4.1.

Table 5. Summarized data for preparation of the suiaces on which gold particles were
immobilized.

Samples* Thiol-modified-surfaces 1-damieethiol solution**
AUredauqin-1 SH-mod-Sur-1 Thiol-soluti
AUredauqiy-2 SH-mod-Sur-2 Thiol-solutia
AUredauqiy-3 SH-mod-Sur-3 Thiol-soluti@

*  After gold immobilization onto the surface
** 1-dodecanethiol solution, which was used aguhg solution for the preparation of the thiol-

modified surfaces
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The characterization of the surfaces is discussediscussion section.

3.12.2.5. Imobilization of thiol-stabilized-Gold paticles on the thiol-modified surfaces of
films/tubes

Thiol-stabilized-gold particles were immobilizedtorthe surfaces by means of the exchange
reactions between 1-dodecanthiol at the surfaciefthiol-stabilized gold particles and 1-
dodecanethiol at the surface of the thiol-modifieérs/tubes.

The thiol-modfied film/tubes were placed into theldysol containing thiol-stabilized gold
particles in toluene at room temperature for 48fter, the film/tubes were rinsed extensively
in toluene and deionized water, and then driedrinTée thiol-stabilized-gold particles were
immobilized onto the thiol-modified surfaces as mentioned in table 5.

Table 6. Summarized data for preparation of the sulaces on which thiol-stabilized gold
particles were immobilized.

Samples* Thiol-modified-surfaces 1-dodechimét solution**
AUiol-stab-1 SH-mod-Sur-1 Thiol-sixdn-1
Authiol—stab—Z SH-mod-Sur-2 Thiol-stdun-2
AUiol-stab-3 SH-mod-Sur-3 Thiol-stdn-3

*  After gold immobilization onto the surface
** 1-dodecanethiol solution, which was used agilig solution for the preparation of the

thiol-modified surfaces

The characterization of the surfaces were discuissgr: discussion section.



114 Experimenitsection

3.12.2.6. Imobilization of DMAP-stabilized-gold paticles on the thiol-modified surfaces
of films/tubes immobilized on the thiol-modified sufaces of films/tubes

DMAP-stabilized-gold particles were immobilized onthe surfaces by means of the
exchange reactions between DMAP at the surfaceeofjold particles and at the surface of
the thiol-modified fibers/tubes.

The thiol-modfied film/tubes were placed into th@dysol containing DMAP-stabilized gold
particles (0.01 g gold paticles in 2 mL deionizeatey) at room temperature for 48 h. After,
the film/tubes were rinsed extensively in deionizgdter and dried in air. The DMAP-
stabilized-gold particles were immobilized onto thel-modified surfaces as are mentioned
in table 6.

Table 7. Summarized data for preparation of the suiaces on which DMAP-stabilized gold
particles were immobilized.

Samples* Thiol-modified-surfaces 1-dodechiod solution**
AUpmap-stab-1 SH-mod-Sur-1 Thiol-solurti®
AUpmap-stab-2 SH-mod-Sur-2 Thiol-solurti@
AUpmap-stab-3 SH-mod-Sur-3 Thiol-soluti8

*  After gold immobilization onto the surface
** 1-dodecanethiol solution, which was used agilig solution for the preparation of the thiol-

modified surfaces

3.13. Immobilization of gold Particles at the end oPPX tubes

3.13.1. Thiol (mercapto) functionalities at the ensl of the tubes
PPX tubes after }$0, treatment were used as substrate. Monolayers df dPH 1-

dodecanthiol were respectively self-assembled tresurface of the tubes. The formation of
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the monolayers were previously described in se@®i@2.1.3. Then, a new layer of PPX were
deposited onto the thiol-modified surface of theei by using CVD. If these tubes are cut
(tubes first were freezed in liquid nitrogen anérthwere cut), at the end of the tubes, the
inner layers will be out so that the gold partiates be self-assembled at the ends of the cut

tubes, where the thiol groups exist.

Thiol bearing H,SO,-treated PPX
monolayer

PEI

Figure 89. Schenmtepresentation of a cut-tube.
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Table 8. Summarized data for preparation of the tules on which a monolayer of the 1-

dodecanethiol was self-assembled.

Thiol-modified-end- tubes* 1-dodecanetltsolution**

Thiol-mod-end-tubes-3 Thiol-soluitid

*  Thiol-modified-end-tubes stands for the cutda with Thiol (mercapto) functionalities at theden
(also see figure 84).
** 1-dodecanethiol solution, which was used agilig solution for the preparation of the thiol-

modified surfaces

3.13.2. Immobilization of Au particles from the Auedauqny at the ends of PPXTEng-thiol-mod-

3

Because of the existence of the thiol functioraditat the ends of the tubes, the gold particle
can be self-assembled onto the ends of the tub@stém PPXTnd-gold-mod-3 The preparation

of the gold sols and the self-assembly process penfermed by following the description

mentioned previously.

3.13.3. Imobilization of thiol-stabilized-Gold paricles at the ends of PPX3hg-thiol-mod-3
The preparation of the gold sols and the self-abeprocess were performed by following
the description mentioned previously.
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Zusammenfassung

Als ein Ergebnis das in dieser Arbeit erzielt wardest, konnen versiegelte Nano-
Mikrorohrchen mit unterschiedlichen Polymerschichtds Versiegelung erwdhnt werden.
PPX-Hohlfasern wurden mit N,N-Diisopropylammoniumiacrylate und PNIPAM unter

Anwendung von ATRP versiegelt. PAA ist ein schwacPkelyelektrolyt, welcher pH-

Sensitivitat aufweist und PNIPAM ist ein hitse-endliches Polymer. Folglich kdbnnen die
Nanorohre, die mit diesen Materialien versiegeltdee, fur pH-Wert-Bestimmungen oder

zur Messung sehr geringer Temperautanderungensaitajeverden.

Selbstorganisation (self-assembly) wurde eingesetmt PPX —Nanorohre mit PEM zu
versiegeln. Da PPX-Nanorohre nicht verwendbare tgaties fir Selbstorganisation sind,
musste der Polyelektrolyt zuerst mit$0, behandelt werden, um negative Ladungen an
kleinen ausgewahlten Bereichen der Oberflache &¢-Ranorohre zu erhalten. Die PPX-
Nanorohre wurden mit PEMs aus PEI (PAA/PAJRAA versiegelt. Diese Art von PEM kann
durch Einflhren in Losungen mit pH < 1 oder pH >elifernt werden. Dadurch besteht die
Moglichkeit die versiegelten Nanorohre zu schalt®ai einem sehr niedrigem oder einem

sehr hohem pH konnen sie geotffnet werden.

Die Anordnung von PEM-Si©Nanofasern und von PEMHFs wurde demonstriert. Die
Herstellung von PEMHF gelang mit einzigartiger phiyiindlichkeit und mit hoher
Strukturflexibilitdt. PEMHF sind in der Lage, in@&63e nach Behandlung der urspringlichen
Fasern mit HF um das zehnfache zu erhdhen. Die Rtdebilitaét und die Stabilitat der
réhrenformigen Fasern bei niedrigem pH-Wert istgawid des Einbaus von SDS innerhalb
der Struktur der Fasern maoglich. Die extreme Zural@s Durchmessers von PEMHF, im
Vergleich zu PEM-Silica-Fasern, liegt am hohen Gpaotonierter PEI Schichten innerhalb
der Struktur von PEMT. Die elektrostatischen Abstofskrafte der PEI-Schichten
verursachen mdglicherweise eine VergréRerung destafilles zwischen den Ketten. Diese
Entdeckung, dass alternierende Polyelektrolyts¢tichinnerhalo von PEMHF die
Eigenschaften der rohrenférmige Fasern veranderonntk zur Optimierung der
Eigenschaften wie pH-Empfindlichkeit und Thermosn#it genutzt werden.
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Die kontrollierte Polymerisation von N,N-Diisoprdpynmoniumacrylat wurde erfolgreich
bei 60 °C bei Vorhandensein von Luft durchgefulbie ATRP wurde entweder in
Anwesenheit von etwas Sauerstoff oder vollkommermituft mit NNDIPAAc als Monomer
durchgefuhrt. Die niedrigsten Polydisperisitatenl aiie héchsten Reaktionsraten wurden fur
die Reaktionen beobachtet, die ohne Schutzgas gleiigirt wurden. Es ist denkbar, dass
Sauerstoff bei dieser Reaktion als CokatalysatentdiFur eine eindeutige Aussage uber die
Funktion des Sauerstoffs sind quantitative Expent@menttig, die in Bearbeitung sind. Die
ATRP wurde an einer Oberflache. durchgefuhrt, uen@berflache der Substrate zu andern.
Es wurden beschichtete Glassubstrate mit BrPP>Obksrflacheinitiator eingesetzt, so dass
die ATRP von NIPAM stattfand. Der Wasserkontaktvehkler Filme verringerte sich auf
26° nachdem die Polymerisierung durchgefuhrt wurdd PNIPAM auf der Oberflache

adsorbiert war.

Goldpartikel wurden erfolgreich auf den selbstorganten Oberflachen der Filme und der
Nanorohre immobilisiert. 1-Dodecanethiol wurden dfur die Anwendung der
Selbstorganisations-Technik auf die Oberflachergelufacht. Die Goldpartikel, die auf der
Oberflache immobilisiert wurden, waren #AdAuan), thiol-stabilisierte Goldpartikel und
DMAP-stabilisierte Goldpartikel. In einem anderéarsuch wurden die Goldpartikel am
Ende der Nanorohre aufgebracht. Daflr wurden dgeBrder Nanorohre mit Thiol-Gruppen

zunachst funktionalisiert und in einem zweiten 8thtie Goldpartikel angebracht.
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