




5.4. Localized edge states in the asymptotic suction boundary layer

(a) (b)

Figure 5.4.1.: (a) Conceptual two-dimensional sketch of the state space. The turbulent and
laminar states are shown in red and green, respectively. The separatrix (black line) supports
the edge state (yellow circle), which is attracting within the boundary and repelling in a
direction transverse to it. (b) Sketch of the asymptotic suction boundary layer (ASBL),
where constant homogeneous suction is applied at the wall. Figure adapted from Levin and
Henningson (2007).

ence, which implies a homogeneous boundary-layer thickness throughout the domain
which slowly grows in time. Another approach was developed by Spalart (1988) and
recently used with some modification in an edge tracking study (Biau, 2012). In their
model a multi-scale approximation of the flow was used to simulate the temporal
evolution of a fixed short streamwise portion of the boundary layer. In this paper we
will focus on a third alternative: suction is applied at the lower wall to compensate
for the spatial growth of the laminar profile. In the case when the suction is constant
and homogeneous the boundary-layer thickness rapidly saturates and the associated
flow is termed Asymptotic Suction Boundary Layer (ASBL). Studying transition to
turbulence in ASBL bears considerable advantages: i) its laminar solution is inde-
pendent of the streamwise position, ii) it is one of the canonical solutions of the
incompressible Navier–Stokes equations (Schlichting, 2004), iii) the laminar solution
is linearly stable for a wide range of values of Re, and iv) it is realisable in wind-tunnel
experiments using a porous plate with well-controlled suction. Applying suction is a
powerful technique for flow control, hence ASBL has been the subject of a number
of numerical (Mariani et al., 1993; Levin and Henningson, 2007; Schlatter and Örlü,
2011) and experimental studies (Antonia et al., 1988; Fransson and Alfredsson, 2003).

A numerical characterisation of the edge states in ASBL is the main focus of this
paper. The structure of the paper is as follows. Parameters and numerical technique
are described in § 5.4.2. The results of edge tracking are presented in § 5.4.3 both for
a minimal flow unit and a spanwisely extended domain, where the spatial localisation
and dynamics will be scrutinised. The main conclusions are given in the final section.
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5.4.2. Problem setup and numerical methodology
ASBL is the flow above a permeable flat plate subject to constant homogeneous
suction (see figure 5.4.1(b)). The incompressible Navier–Stokes equations admit in
this case a laminar solution where the velocity field is independent of the streamwise
position x,

U = U∞(1− e−yVS/ν) , V = −VS . (5.4.1)
Here y is the wall-normal distance from the plate, U = (U, V ) is the velocity field of
the base flow in the streamwise and wall-normal (x, y) directions, U∞ and VS are the
imposed free-stream and suction velocities, respectively and ν is the fluid kinematic
viscosity. An expression for the laminar displacement thickness δ∗ can be found
analytically,

δ∗ =
∫ ∞

0
(1− u(y)/U∞) dy = ν

VS
. (5.4.2)

The Reynolds number based on δ∗ is defined by Re = U∞δ
∗/ν = U∞/VS. The laminar

solution is linearly stable for Reynolds numbers up to Rec = 54370 (Hocking, 1975),
however transition to turbulence can be observed already above Re ≈ 300 (Schlatter
and Örlü, 2011).
Numerical simulations of the ASBL are performed here with a fully spectral method

which solves the unsteady incompressible Navier–Stokes equations in a domain Ω =
[−Lx/2, Lx/2] × [0, Ly] × [−Lz/2, Lz/2]. The velocity field u = (u, v, w) is expanded
using Nx and Nz Fourier modes in the streamwise x and spanwise z directions, re-
spectively, and Ny Chebyshev polynomials in the wall-normal y direction. Hence, pe-
riodicity is imposed in both x and z. In the wall-normal direction, Dirichlet boundary
conditions are used at both ends of the domain,

(u, v, w)y=0 = (0,−VS, 0) , (5.4.3a)
(u, v, w)y=Ly = (U∞,−VS, 0) . (5.4.3b)

Dealiasing with the 3/2 rule is performed in the x and z directions. The results
were validated by comparison between two codes – SIMSON (Chevalier et al., 2007)
and ChannelFlow (Gibson, 2012). For time advancement a third-order Runge–Kutta
and a second-order Crank–Nicolson methods are used for nonlinear and linear terms
respectively with SIMSON, and a third-order semi-implicit backward differentiation
scheme with ChannelFlow. We have verified that both codes lead to the same results
and the same edge states both qualitatively and quantitatively. We therefore only
present results obtained with SIMSON in this paper. Non-dimensionalisation with
U∞ and δ∗ is used throughout the paper. One has to be careful when choosing the
height Ly of the numerical domain, since the boundary layer tends to become very
thick for turbulent ASBL (Schlatter and Örlü, 2011), saturating at very high values
of 99% velocity thickness δ99 compared to the laminar case. However, δ99 for edge
states is much lower, and Ly = 15 proved sufficient for the present investigation.
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Edge tracking was performed in two different distinct setups. In the first case, which
we refer to as a minimal flow unit, the domain has size (Lx, Ly, Lz) = (10, 15, 6),
with a numerical resolution of Nx × Ny × Nz = 32 × 129 × 32 spectral modes. In
the second case the numerical domain is extended in the spanwise direction to a
size of (Lx, Ly, Lz) = (6π, 15, 50) with the corresponding resolution Nx ×Ny ×Nz =
48× 129× 192. The results presented here were obtained for Re = 500. Lowering Re
to 400 did not show any significant changes in the dynamics. Resolution checks were
performed for the key simulations by doubling the number of spectral modes in each
direction. It turns out that the chosen resolution is fully adequate for edge states
and the early transitional stages, while higher resolution and larger values for Ly are
needed for the turbulent state to be accurately captured.
The dynamics on the separatrix is tracked using the bisection technique described

by Skufca et al. (2006). A set of initial conditions uλ = U +λ(u0−U) is considered,
where u0 is an arbitrary non-trivial flow state. Initial conditions corresponding to
various values of λ are evolved in time until they approach either the laminar or
the turbulent state, according to the pre-defined thresholds for the rms (root-mean-
square) of the wall-normal velocity fluctuations vrms. By iteratively bisecting the
value of λ we bracket the laminar-turbulent boundary and obtain a trajectory that
evolves for a sufficiently long time without becoming neither laminar nor turbulent.
Because of the exponential separation of initially nearby trajectories and the limited
numerical accuracy of the bisection, the resulting trajectory visits the boundary for
a finite time only. However, by restarting the bisection from the last state closest to
the edge often enough it is possible to stay on the edge for an infinite time and to
reach a relative attractor.

5.4.3. Edge states
Minimal flow unit

The edge state in small computational domains close to a minimal flow unit has been
discussed by Kreilos et al. (2013). We briefly summarise the key features of the edge
state in a box of size (Lx, Ly, Lz) = (10, 15, 6).
The time evolution of the cross-flow energy based on the wall-normal v′ = v − V

and spanwise w′ = w velocity fluctuations of this state,

Ecf = 1
LxLzδ∗

∫
Ω

(v′2 + w′2) dx dy dz , (5.4.4)

is shown in figure 5.4.2(a). This quantity measures the energy in the components
transverse to the downstream flow and captures the intensity of the vortices. We see
that there are long phases in which Ecf changes only slowly, followed by strong bursts
at regular time intervals. Figure 5.4.2(b) shows the downstream velocity fluctuations
u′ = u − U averaged in x at y = 1. We see that during the calm phase, the state
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(a) (b)

Figure 5.4.2.: (a) Evolution of the cross-flow energy Ecf with time t for the edge state in a
minimal flow unit. The solid red line corresponds to the converged edge trajectory, whereas
dotted blue lines correspond to trajectories diverging from the edge. (b) Space-time diagram
for the streamwise velocity fluctuations u′ averaged in x at y = 1 corresponding to the edge
state in the minimal flow unit.

consists of a low- and a high-speed streak. At each burst, the low-speed streak is
broken up into two parts, which reconnect across the periodic boundaries to form a
new low-speed streak at a position that is shifted by half the box width. The edge
state is hence a periodic orbit with a period that is twice the interval between bursts,
i.e. 2× 1290. A homotopy between plane Couette flow and ASBL was suggested by
Kreilos et al. (2013) to explain the bifurcation underlying the bursts and the shifts: on
the path from plane Couette flow to ASBL, the periodic orbit emerges from a saddle-
node infinite-period (SNIPER) bifurcation undergone by two symmetry-related pairs
of travelling waves.

Spanwise localised edge states

The dynamics described above relies heavily on the spanwise periodicity imposed by
the value of Lz which is comparable to the streak spacing. In this work, we want
to investigate the dynamics of the edge state in the absence of interaction with its
periodic copies. We thus extend the spanwise width of the computational box to
Lz = 50 while keeping Lx relatively low at 6π. As in the minimal flow unit, the cross-
flow energy of the edge state is found to be periodic in time. By varying the initial
perturbation u0 used for edge tracking, we obtain not one, but three states. Two of
them are actually related by z ← z0−z transformations, under which the system with
boundary conditions (5.4.3) is invariant (z0 is arbitrary). The time evolution of the
cross-flow energy for all these states is shown in figure 5.4.3. Despite the difference
in the periods, the edge trajectories all show similar characteristics to the small box
case, i.e. a periodic alternation of calm phases and bursts. Space-time diagrams
for 〈u〉x(y = 1) shown in figure 5.4.4(a)–(c) reveal a clear spanwise localisation of
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(a) (b)

Figure 5.4.3.: Time evolution of the cross-flow energy Ecf for the three edge states obtained
in the wide domain. (a) L edge state (indiscernible from R state). (b) LR state. The colour
coding is the same as in figure 5.4.2(a). See the text for the definition of L, R and LR
states.

the kinetic energy, as in former studies of edge states in other systems (Schneider
et al., 2010c). This localisation property is robust to variations in Lz, as attested by
figure 5.4.5(a).
The structure and dynamics of the three edge states can be understood from the

space-time diagrams in figure 5.4.4(a)–(c). The velocity fields are dominated by a
pair of high- and low-speed streaks which undergo a burst in cross-flow energy before
being shifted in the spanwise direction. Depending on the direction of the shift we
distinguish between the two symmetry-related states that repeatedly hop towards
the right (R) or towards the left (L), and the state that alternates regularly between
hopping left and right (LR). As already mentioned the L and R states differ in the
direction of the shifts but otherwise have the exact same characteristics since they
are related by a reflection symmetry. The period between two bursts of the LR state
is approximately 1263, while that for both L and R states is 668, hence a bit longer
than half the LR period.
Though we distinguish between two fundamental states based on the different mo-

tion in the spanwise direction z, the qualitative dynamics between two consecutive
bursts appears to be similar in all three cases. Therefore our analysis of the detailed
sequence of events during one period can be limited to one of these states only. In the
following, we focus on the left-hopping state (L). Key snapshots of the cycle are shown
in figure 5.4.6; supplementary movies are available at journals.cambridge.org/flm.
Starting from the calm phase, the state consists of one high-speed streak with two
low-speed streaks on each side. One of the low-speed streaks is moderately bent and
is flanked by counter-rotating quasi-streamwise vortices. These vortices induce up-
ward motion that advects slow fluid away from the wall, explaining the presence of
the low-speed streak (lift-up effect). Conversely, the second streak is less bent and is
slowly decaying. As the vortices grow in strength they wrap around the streak, tilting
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(a) (b)

(c) (d)

Figure 5.4.4.: Space-time diagrams for streamwise velocity fluctuations u′ averaged in x at
y = 1. (a) Left going state (L). (b) Right going state (R). (c) Left-right going state (LR).
(d) Chaotic edge state for Lx = 4π.

(a) (b)

Figure 5.4.5.: (a) Absolute value of the wall-normal velocity fluctuations averaged in x at
y = 1 evaluated at the time between two bursts for the L state with various spanwise widths
of the domain: solid Lz = 100, dashed Lz = 50, dotdashed Lz = 36. (b) Time evolution of
the cross-flow energy Ecf for one of the edge trajectories in the shorter domain Lx = 4π.The
colour coding is the same as in figure 5.4.2(a) .
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(a) (b)

(c) (d)

Figure 5.4.6.: Three-dimensional visualisation during one period of the L state. Isosurfaces
of streamwise velocity fluctuations u′ = ±0.15 are coloured in blue (low-speed streak)
and red (high-speed streak), respectively. Vortices are visualised using the λ2 criterion
(Jeong and Hussain, 1995) with the isosurface λ2 = −0.001 coloured by the streamwise
vorticity (grey-scale). The whole computational domain is shown. (a) High-speed streak
with two low-speed streaks on the side during the calm phase at t = 2500. (b) Strong quasi-
streamwise vortices which lean over the active low-speed streak at t = 3100. (c) Breakdown
at t = 3300. (d) Initial structures regenerated with a shift in the spanwise direction at
t = 3470. Supplementary movies for the L state as well as the LR state are available at
journals.cambridge.org/flm.

in the streamwise direction and causing the streak to bend even further. At some
point the tips of the vortices cross the bent streak, each of them dividing the streak
into two regions with respect to its streamwise extent. In the first region the vortex
is still sustaining the streak, while in the second one it pushes fluid down instead of
lifting it up. As the vortices cross the streak, they also cross each other, enhanc-
ing the push-down effect and ultimately leading to the breakdown of the low-speed
streak and creation of a high-speed streak at the same location. During the same time
the other low-speed and high-speed streaks decay. Those events correspond to the
burst in the cross-flow energy. In the streak breakdown process the initial streamwise
vortices are destroyed and new vortices are recreated in the area around the newly
created high-speed streak. The vortices on both sides of the high-speed streak create
two low-speed streaks and the loop is closed. The low-speed streak on the left is the
active one that will develop instabilities and break down during the next burst, while
the right one will slowly decay, resulting in a leftwards shift of the whole structure.
This self-sustaining process resembles the regeneration cycle of the near-wall tur-

bulent structures discussed by Hamilton et al. (1995). We also start with streaks, one
of which develops an instability leading to its streamwise modulation (x-dependent
flow in the work by Hamilton et al. (1995)). In the process of streak breakdown, new

109



5. Publications

vortices are created, which corresponds to the vortex regeneration phase. Finally the
streamwise vortices recreate the streaks by linear advection and return to the begin-
ning of the cycle. A distinct feature of the process in ASBL is the spanwise shift of
the regenerated streaks, which was not an intrinsic part of the self-sustaining process
by Hamilton et al. (1995).
One of the most important parts of the dynamics – vortices crossing the streak,

was also suggested in near-wall turbulence in minimal units (Jiménez and Moin,
1991) and later confirmed using feature eduction in extended domains (Jeong et al.,
1997). Similar structures are also observed in boundary layers during bypass transi-
tion (Schlatter et al., 2008). The same mechanism can also be identified in the small
box ASBL (Kreilos et al., 2013), albeit the two low-speed streaks created after the
burst correspond to the same streak in this case due to the small box periodicity.

Chaotic behaviour of the localised edge state

As the domain length is decreased to 4π, the periodicity of all three edge states is
lost. The resulting dynamics on the edge is chaotic, though also consisting of calm
and bursting regions (see figure 5.4.5(b)). In figure 5.4.4(d) we present the space-
time diagram corresponding to one of the edge trajectories in this case. We see
that the structures remain localised and that the bursts in the cross-flow energy still
correspond to hops in the spanwise direction. However, the direction and the distance
of those shifts is no longer fixed but varies in an unpredictable fashion.
Insights into the transition from the periodic to the aperiodic behaviour can be

obtained by slowly lowering the parameter Lx from 6π towards 4π. We find that
the periodic behaviour is sustained at least down to Lx = 5π, below which new
states – with longer periods and more complex sequences of spanwise shifts – emerge
as attractors. These bifurcations indicate that the periodic solutions discussed above
acquire at least one more unstable direction, hence can not serve as relative attractors
any longer and can only be visited transiently by the edge trajectories (Duguet et al.,
2008). Nevertheless, they may still constitute the beginning of a symbolic dynamics
for the chaotic regime. The complete cascade of bifurcations leading from periodic
towards chaotic edge states is currently under investigation.

5.4.4. Conclusions
To summarise, we have tracked the dynamics on the laminar-turbulent separatrix
in the asymptotic suction boundary layer, which turns out to always be localised in
wide enough domains. We were able to identify a robust cycle encompassing a calm
phase with slow growth of a sinuous-type instability on a low-speed streak, and a
violent burst of the streak due to vortex interaction once they are crossing the streak.
Regeneration of new quasi-streamwise vortices and low-speed streaks accompanied by
a spanwise shift is closing the cycle. This mechanism bears many similarities to pro-
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cesses previously discussed in the context of minimal channel flow and the near-wall
regeneration cycle in wall-bounded turbulence (Jiménez and Moin, 1991; Hamilton
et al., 1995; Jiménez et al., 2005). Depending on the streamwise length of the domain
used in simulations, imposing the wave length of the instability, the edge dynamics
can be regular or erratic. This suggests existence of periodic orbits on the edge which
behave as attractors or saddle points. A more detailed study of the effects of the
streamwise localisation and the relevance of the identified bursting dynamics for both
laminar-turbulent transition and fully developed near-wall turbulence are currently
under investigation.

Computer time provided by SNIC (Swedish National Infrastructure for Computing)
is gratefully acknowledged.
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Parallel shear flows come with continuous symmetries of translation in the down-
stream and spanwise direction. As a consequence, flow states that differ in their
spanwise or downstream location but are otherwise identical are dynamically equiva-
lent. In the case of travelling waves, this trivial degree of freedom can be removed by
going to a frame of reference that moves with the state, thereby turning the travelling
wave in the laboratory frame to a fixed point in the comoving frame of reference. We
here discuss a general method by which the translational displacements can be re-
moved also for more complicated and dynamically active states and demonstrate its
application for several examples. For flows states in the asymptotic suction boundary
layer we show that in the case of the long-period oscillatory edge state we can find
local phase speeds which remove the fast oscillations and reveal the slow vortex dy-
namics underlying the burst phenomenon. For spanwise translating states we show
that the method removes the drift but not the dynamical events that cause the big
spanwise displacement. For a turbulent case we apply the method to the spanwise
shifts and find slow components that are correlated over very long times. Calculations
for plane Poiseuille flow show that the long correlations in the transverse motions are
not special to the asymptotic suction boundary layer.

5.5.1. Introduction
Parallel shear flows like plane Couette flow or the asymptotic suction boundary layer,
have continuous translational symmetries in the wall-parallel directions: flow states
that differ only by a shift in these directions are dynamically equivalent. Different
geometries can bring in other or additional symmetries. For instance, convection in
cylindrical containers is invariant under rotations around the cylinder axis, and flow
down a cylindrical pipe is invariant under rotations around the axis as well. The time
evolution of these flow fields does not always preserve these symmetries, in the sense
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that deformations of the velocity fields and translations along the symmetric direc-
tions are mixed. The implications of these continuous symmetries have been discussed
in the context of exact coherent structures and dynamical systems approaches to the
transition to turbulence in shear flows (Willis et al., 2013; Cvitanović et al., 2012b;
Mellibovsky and Eckhardt, 2012), but they are also related to the applications and
analyses using Taylors frozen flow approximations (Taylor, 1938; Townsend, 1980;
Zaman and Hussain, 1981; Del Álamo and Jiménez, 2009). In both cases the issue is
whether and how one can remove the motion along the symmetry axis.

As a specific example for the connection to exact coherent structures, consider the
case of plane Couette flow in small domains that are periodic in the downstream and
spanwise direction (Nagata, 1990; Clever and Busse, 1997; Waleffe, 2003; Wang et al.,
2007; Schneider et al., 2008). The exact coherent states described by Nagata (1990);
Clever and Busse (1997) are stationary solutions to the incompressible Navier-Stokes
equation. They are fully 3-d with all velocity components active and variations in all
three spatial directions, and they are invariant under translation in the downstream
and spanwise direction (because of the periodic boundary conditions). Accordingly,
they can be shifted anywhere within the domain. A second class of states are travelling
waves, i.e. states that move downstream without change of shape, so that they can be
described by velocity fields of the form uTW (x− ct, y, z) (Nagata, 1997; Gibson et al.,
2008). They become stationary in a frame of reference moving with the phase speed
c. The third class of states are periodic solutions where the velocity field returns to its
original shape after some period T . More generally, the velocity field can reappear in
shape but at a location displaced along the symmetry axis (Viswanath, 2007; Gibson
et al., 2009).

In the following we will outline calculations by which the advection along a sym-
metry axis can be extracted and removed from the time evolution, so that the non-
trivial parts of the dynamics are highlighted. We will demonstrate the method for
flow states in the asymptotic suction boundary layer (Schlichting, 1982), where rich
dynamical structures exist (Kreilos et al., 2013; Khapko et al., 2013, 2014), and in
plane Poiseuille flow. Further examples and applications are forthcoming.

In §2 we describe the method and its relation to other expressions in the literature.
In §3 we describe its application to states in the asymptotic suction boundary layer:
the long-period edge state with its conspicuous bursts (Kreilos et al., 2013), the
sideways traveling localized states (Khapko et al., 2013) and a turbulent state, where
slow spanwise drifts that are correlated over very long times are identified. In §4
briefly discuss an application to plane Poiseuille flow, and show that the spanwise
drifts are also present in that case. We conclude with general remarks and an outlook
in §5.
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5.5.2. Symmetry related motions
We consider the time evolution of a velocity field in the form

∂tu(x, y, z, t) = f(u(x, y, z, t), t) (5.5.1)

in a situation where the right hand side is invariant under a translation along the
x-axis. The velocity field u(x, y, z, t) at time t is one point in the state space of
the system, the velocity fields u(x, y, z, t + ∆t) at time t + ∆t and u(x−∆x, y, z, t)
displaced by ∆x in space are two other points. The difference vectors in the direction
of time evolution and spatial shifts will be referred to as the time-evolution and
displacement vectors, respectively. Using a first order Taylor-expansion, one finds that
the time-evolution vector points along the right hand side of the evolution equation,

u(x, y, z, t+ ∆t)− u(x, y, z, t) ≈ ∆t f(u(x, y, z, t), t) (5.5.2)

and the displacement vector points along the derivative of the velocity field,

u(x−∆x, y, z, t)− u(x, y, z, t) ≈ −∆x ∂xu(x, y, z, t) (5.5.3)

Usually, f has components parallel to the displacement vector, so that the time evo-
lution mixes a change in the velocity field with a translation. Removing the displace-
ment from f then leaves the non-trivial components of the time-evolution. In order
to relate ∆x and ∆t, we introduce a phase velocity c such that ∆x = c∆t, and then
consider the time evolved and displaced field u(x−c∆t, y, z, t+∆t), which in a Taylor
expansion to first order in time, becomes

u(x−c∆t, y, z, t+∆t) ≈ u(x, y, z, t)+(−c∂xu(x, y, z, t)+f(u(x, y, z, t), t))∆t (5.5.4)

Projecting with ∂xu(x, y, z, t) one finds that the parallel components are removed by
the choice

c = 〈∂xu(x, y, z, t) · f(u(x, y, z, t), t)〉
||∂xu(x, y, z, t)||2 (5.5.5)

where
〈u(x, y, z, t) · f(x, y, z, t)〉 =

∫
(u · f)(x, y, z, t) dxdydz (5.5.6)

is the usual Euclidean scalar product and ||u||2 = 〈u · u〉 the associated norm. Since
the velocity fields and the right hand side of the evolution equation vary in time,
the phase speed calculated from (5.5.5) is usually also a function of time, c(t). This
expression is the infinitesimal version of the shifts described in equation (2.13) of
Mellibovsky and Eckhardt (2012) and has been discussed under various names by
various authors, see e.g. Smale (1970); Rowley et al. (2003); Cvitanović et al. (2012b).
We will use the term method of comoving frames, since it reflects the underlying idea
most directly: we introduce a frame of reference that moves with the flow so that the
advection is subtracted and only the active part of the dynamics remains.
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For travelling waves of the form uTW (x−ct, y, z) the time evolution vector f and the
displacement vector ∂xu are strictly parallel, so that the advection speed determined
by (5.5.5) agrees exactly with the phase speed of the wave, i.e. f(u(x, y, z, t)) =
c∂xu(x, y, z, t). We therefore checked our implementation of the method of comoving
frames by computing the the advection speed of a travelling wave (publicly available
as TW2 in the database on www.channelflow.org). and find that the result from the
Newton algorithm agrees with our implementation using finite differences to within
a relative accuracy of 10−5.

5.5.3. Flow states in the asymptotic suction boundary layer

The asymptotic suction boundary layer (ASBL) is the flow of an incompressible fluid
over a flat plate into which the fluid is sucked with a constant homogeneous suction
velocity VS (Schlichting, 1982; Fransson and Alfredsson, 2003). We choose our coor-
dinate system such that x points downstream, y normal to the plate, and z in the
spanwise direction. The free stream velocity scale is denoted U∞. Far away from
any leading edge, the laminar flow profile is an exact solution to the incompressible
Navier-Stokes equations,

u(y) = (U∞(1− e−y/δ),−VS, 0), (5.5.7)

where δ = VS/ν is the displacement thickness. The laminar profile u(y) is transla-
tionally invariant in directions parallel to the wall. The Reynolds number is defined
as Re = U∞δ/ν = U∞/VS. Velocity, length and time are measured in units of U∞, δ
and t0 = δ/U∞, respectively, with t0 also referred to as advective time unit.
We study the application of the method of comoving frames in the ASBL and

in plane Poiseuille flow by direct numerical simulations, using channelflow (Gibson,
2012), as in our previous studies (Kreilos et al., 2013; Zammert and Eckhardt, 2013).
Channelflow is a pseudo-spectral code developed and maintained by John F. Gibson,
which expands the velocity field with Fourier-modes in the periodic directions and
Chebyshev-Polynomials in the wall-normal direction. In this section, we study the
flow in the ASBL at Reynolds number Re = 500 in numerical domains of size Lx ×
h× Lz = 6π × 25× 3π in units of δ with a resolution of 96× 193× 96 modes, using
periodic boundary conditions in the parallel to the walls and no-slip conditions at
the walls. We have confirmed that a height of 25 is sufficient by verifying that our
results do not change if a height of 50 is used instead. The Reynolds number of 500
in our calculations together with our chosen domain size is just large enough to make
spontaneous decay from the turbulent state very unlikely and allows us to compute
long turbulent trajectories.
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Figure 5.5.1.: Energy and advection velocity of the edge state in ASBL at Re = 500. The
left frame shows the clear increase in energy when the edge state goes through the bursting
phase. Studies of the flow field then show that afterwards it is displaced by half a box
width, so that the full period are two bursting events in energy. The left frame shows the
advection speed extracted by symmetry projection. It shows that as the energy goes up the
structures slow down noticeably.

Downstream advection of the edge state

The edge state in the asymptotic suction boundary layer is a periodic orbit with two
different time scales (Kreilos et al., 2013). On a short time scale of about 15 advective
time units, the dynamics is similar to that of a travelling wave. On longer time scales
of about 1500 advective time units one finds energetic bursts that are clearly visible in
the cross-flow energy1 in figure 5.5.1(a). The flow is composed of two counter-rotating
downstream-oriented vortices and a pair of low- and high-speed streaks. During the
bursts, the streaks break up, and reappear shifted by half a box width with respect
to their original position.
Observation of the dynamics during a burst is complicated by the advection of the

structures which happens on a much faster time scale than the bursts. Using (5.5.5)
one can calculate an instantaneous advection speed cx in the downstream direction
and go to a comoving frame of reference that removes the fast oscillations and reveals
the slow dynamics underlying the bursts. Figure 5.5.1(b) shows the instantaneous
advection velocity which is almost constant during the low-energy phase of the state
and drops noticeably as the energy increases and the state becomes more complicated.
The full power of the method of comoving frames and the different dynamics in

the laboratory and the comoving frame of reference is most prominently visible in the
movie provided with the online material. To give some indication of the differences,
we have extracted the spanwise velocity component at one point in the flow. The

1The cross flow energy is a measure that has proven useful in the characterization of the dynamics
of shear flows. It contains only the energy in the wall-parallel directions and is hence not
dominated by the high energy content of the downstream components. It is defined by Ecf =∫

V

(
v2 + w2) d3x/V where the integration is over a box of volume V .
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Figure 5.5.2.: Comparison of the edge state dynamics in the laboratory frame and the
comoving frame of reference. Shown is the time evolution of a single spanwise velocity
component, w(0, 1, Lz/4), as a function of time for one burst. In the laboratory frame of
reference (left panel), the signal shows rapid oscillations, corresponding to the travelling-
wave like behaviour of the edge state on short time scales, with the energetic burst visible
as regions of larger amplitude oscillations. In the comoving frame of reference (right panel),
the rapid oscillations are gone and the evolution of the component is rather smooth with
an increase during the burst: the short-term dynamics has been completely eliminated and
only the long-term dynamics are visible. A movie of the time evolution that shows the
differences much more clearly is provided as supplementary material.

time trace in the labframe is shown in figure 5.5.2(a) and in the comoving frame of
reference in figure 5.5.2(b). The high-frequency jitter on the signal in the labframe
is due to the rapid advection in the downstream direction. In the comoving frame
this is removed entirely, so that the gradual built up of a strong spanwise velocity
and its rapid break down stands out clearly. The movie then shows that the velocity
field during the low energy phase is dominated by down stream streaks with a weak
sinusoidal modulation in the spanwise direction. As time goes on, the modulation
amplitude increases, until the streaks break up. After the burst, the streaks and
vortices form again, but displaced by half a box width in the spanwise direction.
The calculations are in a domain with periodic boundary conditions in the down-

stream and the spanwise directions. The flow naturally attains a discrete symmetry,
a shift in the downstream direction by half a box length and a reflection on the
midplane in the spanwise direction (Kreilos et al., 2013). With this discrete symme-
try, the symmetry related advection velocities in the spanwise direction as calculated
from (5.5.5) vanish exactly. For turbulent velocity fields this symmetry is broken and
spanwise components do appear, as we discuss in §5.5.3.

Spanwise advection of localized edge states

The discrete symmetry involving a spanwise reflection is broken if the domain is ex-
tended wide enough in the spanwise direction so that the state localizes. Edge states
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Figure 5.5.3.: Space-time plot of the x-averaged wall-normal velocity A(z, t), eq (5.5.8),
for the left jumping edge state in a wide domain (Khapko et al., 2013). The edge state is
localized and during the calm phases between two bursts it consists of a pair of downstream-
oriented counter-rotating vortices, visible by the alternating pattern of fluid moving up (red)
and down (blue). At the bursts the structures break up and reform at a different spanwise
location. a) In the laboratory frame, in the calm phases the red and blue lines are tilted,
reflecting a spanwise drift. b) In the comoving frame of reference, the red and blue regions
are aligned along the time-axis during the calm phases, indicating that the drift has been
removed. However, the spanwise displacement at the bursts remains, indicating that it is
not caused by advection but by internal dynamics of the flow.

in this setting have been calculated in (Khapko et al., 2013, 2014); their dynamics
is similar to the one in periodic domains, and shows long calm phases that are in-
terrupted by violent bursts, during which the structures break up and reform at a
position that is shifted in the spanwise direction. These studies also show that differ-
ent patterns in the spanwise displacement are possible: states may always be shifted
to the right or the left, they may alternate between left and right shifts or they may
even follow irregular patterns of left and right shifts. We here focus on a state that
always shifts to the left.
In order to obtain a 2-d representation of the four-dimensional space-time evolution

of the flow state we pick the wall-normal velocity at the height δ as a good indicator of
up- and downwelling motion that can be connected to vortices. Since the domains are
relatively short, we average this quantity in the downstream direction. The resulting
observable

A(z, t) = 〈v(x, y = δ, z, t)〉x (5.5.8)
depends on the spanwise coordinate z and time t and can be represented in 2-d color
plots. For three periods of the left-shifting state we find the representation shown
in figure 5.5.3. In the laboratory frame of reference (left panel), we see that there is
an alternating pattern of fluid moving up and down (red and blue), corresponding
to alternating streamwise vortices. At the bursts, the structures break up and are
reformed almost symmetrically left and right, of which only the left one survives. In
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between the bursts the structures slowly and constantly drift to the left, as indicated
by the finite slope of the lines. In the right panel, in the comoving frame of reference,
the drift is completely removed and the structures are stationary in the calm phase,
while they are still displaced at the bursts. This clearly shows that the method of
comoving frames is able to separate the advective part of the time evolution (i.e. the
drift) from the dynamically active and relevant part, in this case the break-up and
displacement of the structures.

Spanwise drift of turbulent states

We now turn to turbulent flows and an analysis of spanwise shifts within the same
computational domain as in §5.5.3. The general expression (5.5.5) for the phase
speed with ∂xu replaced by ∂zu will not vanish in general (unless there are discrete
symmetries as mentioned before). However, one would expect this contribution to be
small and more or less uncorrelated. Indeed, the time traces in figure 5.5.4(a) show a
strongly fluctuating signal with a small amplitude and a probability density function
(pdf) that is well approximated by a Gaussian (figure 5.5.4(b)).
The correlation function of the advection speeds is shown in figure 5.5.5(a). It is

based on data from 14 turbulent trajectories, each integrated for 200 000 time units.
Initially, the correlation function falls of rather quickly, but then develops a wide
background. As the inset shows, this background can be well approximated by an
exponential form with a characteristic time of more than 4000 advective time units.
Armed with the information that this correlation time is so long, one can begin to
see evidence for it in figure 5.5.4(a), where the average of the fluctuations over the
first 3000 time units is slightly above 0, whereas it is below zero for the remaining
7000 time units. The consequences of this are that the integrated advection speed,
i.e. the distance over which the velocity field are displaced,

z0(t) =
∫ t

0
cz(τ)dτ, (5.5.9)

first increases and then decreases. This is shown in figure 5.5.5(b).
The effect of the transverse drift and its removal on the flow patterns is shown in

figure 5.5.6, in the reduced representation (5.5.8) of the velocity fields. Regions with
strongly positive or negative components in the normal direction show up as ridges
that meander in space and time. This is particularly noticeable in the labframe (left
frame). The black line on top of the figure is the integrated spanwise drift (5.5.9): it
is perfectly aligned with the ridges in A(z, t) and underlines the drift to the right. In
the comoving frame of reference (right panel), the structures are then shifted by this
amount in the spanwise direction, and the structures are more parallel to the vertical
axis.
In view of the long time correlations found in the spanwise direction, we also checked

the downstream advection velocity. The downstream component fluctuates around
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Figure 5.5.4.: Transverse advection velocity for a turbulent trajectory in the ASBL. a) The
spanwise advection velocities cz are small and fluctuate randomly. b) The distribution of
the advection velocities is almost perfectly Gaussian, indicating that it mainly consists of
random noise.

Figure 5.5.5.: Correlation function and integrated displacements in spanwise direction in
the ASBL. The correlation function of the spanwise advection speed (left frame) shows
a strong central peak, indicative of weak correlations, and a broad background reaching
out to very long times. The inset shows that this tail is well captured by an exponential
distribution with a characteristic time of more than 4000 natural units. The frame on the
right shows the integrated advection speed, or displacement, in the spanwise direction. The
long correlations show up as modulations over very long periods. Note that the time scale
covered is five times that shown in figure 5.5.4(a).

a mean advection velocity cx ≈ 0.667. The pdf is close to Gaussian with a weak
but noticeable asymmetry to larger speeds, see igure 5.5.7(a). The autocorrelation
function of the fluctuations around the mean, figure 5.5.7(b), falls off rapidly, but is
significantly wider than the one for the spanwise shifts. The background is broader
but less well characterized by a single exponential than in the case of the spanwise
shift.
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Figure 5.5.6.: Space-time plot of the x-averaged wall-normal velocity A(z, t), eq (5.5.8),
demonstrating the effect of the method of comoving frames on a turbulent trajectory in the
ASBL. The width of the box is twice the computation domain in order to highlight advection
across the spanwise boundaries. For most times, there are two regions, predominantly blue
and red, respectively, corresponding to one pair of large-scale downstream vortices. a) In
the laboratory frame, the blue and red regions are tilted, reflecting a gradual spanwise drift.
The thick black line is the integrated advection velocity, and it falls along a prominent ridge
in the structures. b) In the comoving frame of reference, where the drift is subtracted, the
two colored regions are essentially stationary and aligned along the time-axis.

Figure 5.5.7.: Pdf and autocorrelation function for the downstream advection velocity in
the ASBL. In contrast to the spanwise advection, figure 5.5.5, it drops rather quickly to
zero and does not show the long tails noted above.
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5.5.4. Turbulent flow states in plane Poiseuille flow
In this section we apply the method of comoving frames to plane Poiseuille flow.
As shown in (Toh and Itano, 2003; Zammert and Eckhardt, 2013), plane Poiseuille
flow has exact coherent structures that are remarkably similar to the ones found in
the ASBL, and their phase speeds in the streamwise and spanwise directions can be
determined as in the case of the ASBL. We here focus on a turbulent state and its
transverse drift.
We perform direct numerical simulations of plane Poiseuille flow with constant bulk

velocity at Re = 3000, based on the laminar center-line velocity U0 and the channel
half-width. The laminar flow profile is given by u(y) = (1− y2, 0, 0), so that the bulk
velocity becomes Ubulk = (2/3)U0. For the computations we use a domain of size
Lx × Ly × Lz = π × 2× 0.4π, a resolution of 32× 65× 32 modes, and Gibson’s code
channelflow (Gibson, 2012).
As in §5.5.3 we study the spanwise and streamwise drifts. To calculate the cor-

relation function of the advection speeds data from 20 turbulent trajectories, each
integrated for 50 000 time units d/U0 is used. The average of the downstream advec-
tion velocity cx is 0.675 and therefore slightly larger than the bulk velocity. As in the
ASBL, the probability density function of cx in figure 5.5.8(a) is well approximated
by a Gaussian and the correlation function of the downstream advection velocities,
shown in figure 5.5.8(b), quickly drops to zero.
The spanwise advection velocities are also Gaussian distributed with a mean value

of zero (not shown). The correlation function for the spanwise velocities in figure
5.5.8(c) also shows a wide background as in the case of the ASBL. An exponential fit
yields a characteristic time of about 300 time units. This weak long-ranged correlation
can be seen in the integrated advection speeds z0 (5.5.9) in figure 5.5.8(d). The plot
reveals several segments in which the flow drifts in the same direction. They are a
few hundred time units long, consistent with the correlation time of about 300.
The different transverse correlation times are unusual. Compared to the ASBL

the characteristic times of the background correlation differ by a factor of 13. Yet
the coherent structures studied by Toh and Itano (2003) and Zammert and Eckhardt
(2013) show bursts on time scales that are similar. The difference presumably comes
about because the coherent structures in plane Poiseuille flow are localized near one
wall, whereas the determination of the advection speed involves an integration over
the entire domain. Uncorrelated motions close to the upper and lower walls will thus
reduce the correlation time.

5.5.5. Concluding remarks
The examples show that one of the appealing features of the transformation (5.5.5)
is the local and instantaneous removal of a downstream advective component in the
time evolution. The speed by which this component is removed depends on the state
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Figure 5.5.8.: Application of the method of comoving frames to plane Poiseuille flow at
Re = 3000. (a) The streamwise advection velocity fluctuates around a mean value of 0.675
what is close to the bulk velocity. The distribution of the velocities is almost gaussian.
(b) The correlation function of the downstream advection velocity quickly drops to zero.
(c) The correlation function of the spanwise advection speed shows a strong central peak,
indicative of weak correlations, and a broad background reaching out to long times. The
inset shows that this tail is well captured by an exponential distribution with a characteristic
time of about 300 time units. In (d) the the integrated advection speed, or displacement,
in the spanwise direction is shown.

and hence varies in time. However, once this component is removed, the changes in
vortices and streaks stand out much more clearly and become accessible to further
analysis.
It is possible to extend this analysis from local in time also to local in space, and to

find advection speeds that focus on particular features of the flow. The key to this is
the scalar product that enters the projection to obtain eq. (5.5.5). In the calculations
shown here we use the usual Euclidian scalar product with the scalar product of
all components integrated over all of space, eq. (5.5.5). For other situations and
applications, suitable adaptations of the method are possible. For instance, if not
all velocity components are available, one could base the projection on a subset of
components. Also, if the velocity fields are only known in a subset of the space, the
integration may be limited to that subset. Extensions in this direction are currently
being explored.
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Another extension of the method uses different representations of the velocity field,
e.g. expansions in spectral modes and restrictions in the scalar product to subsets of
the modes. For instance, if the velocity fields are given in a Fourier representation,
one can extract phase speeds for individual Fourier components. Del Álamo and
Jiménez (2009) used such an idea in their intriguing discussion of the effects of Taylors
frozen flow hypothesis (Taylor, 1938; Townsend, 1980; Zaman and Hussain, 1981) on
turbulent spectra: they defined a wavenumber dependent phase speed (their equation
(2.4)) that is equivalent to (5.5.5) when applied to a single spanwise Fourier mode.
The method for the extraction of symmetry related motions and the expression

for the advection speed given in equation (5.5.5) are easy to calculate and to extract
from both numerical and experimental data. For the use with experimental data,
the time-evolution vector is replaced by finite differences between velocity fields at
different times, and the spatial derivative can be approximated by finite differences
in space. With a sufficiently good spatial and temporal resolution, the results are
indistinguishable from full analytical approximations. If the time steps are longer
it may be advisable to turn to the optimization methods described in Mellibovsky
and Eckhardt (2012), where the velocity field u(x, y, z, t) is used as a template and a
suitable shift is determined by minimizing ||(u(x, y, z, t+ ∆T )− u(x−∆x, y, z, t)||2.
The shift and advection speed determined by this method and the one from eq. (5.5.5)
become equivalent in the limit of small ∆t where Taylor expansions are possible.
Continuous symmetries appear in many fields, and various methods for separating

shifts along the symmetry axis from dynamical changes have been developed (see Cvi-
tanović et al. (2012a); Froehlich and Cvitanović (2012); Cvitanović et al. (2012b)).
In the fluid mechanical context they have appeared in connection with derivations of
low-dimensional models using proper orthogonal decomposition (Rowley and Mars-
den, 2000; Rowley et al., 2003). Their relevance for the detection of relative periodic
orbits, including a successul application of the method of slices, which allows an exact
symmetry reduction, has been emphasized in Willis et al. (2013).
The method of comoving frames described in §5.5.2 helps in removing some of

the advective and dynamically less relevant components, but it does not solve all
problems related to finding relative periodic orbits, since it is not a general symmetry
reduction scheme. For instance, the state shown in the first example in §5.5.3 passes
through an intermediate state where the flow fields are shifted by half a box width
in the spanwise direction. This shift is a dynamic one, not related to advection, and
hence not removed. Therefore, for a periodic orbit calculation, one would still have to
take the initial state and its images under discrete symmetries and check whether the
flow returns to the symmetry related copy. The situation gets even more complicated
for the states in the wider domains as discussed in Khapko et al. (2013, 2014): For
instance, the states that steadily move to the left do repeat after a suitable shift in
the spanwise direction, but as shown in §5.5.3 this translation is again not removed
by the continuous shifts since it is a result of the changes in the flow fields.
Nevertheless, judging by the examples we have analyzed so far, the removal in
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particular of the downstream advection reveals underlying coherent structures, or
candidates for coherent structures, more clearly than the laboratory frame dynamics.
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Many shear flows, like pipe flow or plane Couette flow, show transition to turbu-
lence while the laminar profile is linearly stable. This is also observed in the Blasius
boundary layer (BBL) in the presence of disturbances, e.g. finite roughness on the
plate, sound or disturbances in the free-stream, so that in numerous cases relevant for
engineering purposes the classical route to turbulence via the exponential growth of
Tollmien-Schlichting waves is bypassed (Schmid and Henningson, 2001; Saric et al.,
2002). In this paper, we investigate the bypass transition in the BBL subject to free-
stream turbulence, inspired from recent developments in the study of internal shear
flows, and we model it using a probabilistic cellular automaton (PCA) describing the
spatio-temporal aspects of the transition.
In internal shear flows a framework to describe the transition to turbulence from

a dynamical systems perspective has been developed in the last two decades. Unsta-
ble flow states that are invariant solutions to the governing Navier-Stokes equations
appear in saddle-node bifurcations with growing Reynolds number (Re), forming a
dense network which supports turbulence. The boundary in state space separating
the basin of attraction of the turbulent state from the laminar one, is called the edge
of chaos (Skufca et al., 2006; Eckhardt et al., 2007). To trigger transition, a pertur-
bation must be on the turbulent side of this edge. The boundary comes closer to the
laminar state as Re increases, leading to a double-threshold in Re and amplitude that
must be crossed in order to trigger transition (Grossmann, 2000). There are indica-
tions that the situation is analogous in the BBL, with the additional complication
that the Reynolds number grows with increasing distance from the leading edge and
that all perturbations are advected downstream towards higher Re. The calculation
of a critical trajectory, neither laminar nor fully turbulent, has been documented in
(Duguet et al., 2012).
The transition to turbulence in the boundary layer occurs via the generation of

isolated turbulent spots, which are advected downstream and grow in size. Similarly,
turbulence in pipe flow at moderate Re occurs in localized patches, termed puffs and
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slugs (Wygnanski and Champagne, 1973), so that (in spatially extended systems) the
spatio-temporal aspects of the transition process are of importance. At low Re in
pipe flow turbulence is transient and transition from turbulent to laminar motion is
frequently observed (Hof et al., 2006). The localized puffs can split and slugs can grow,
leading to an expansion of turbulence and once the probability to split surpasses the
probability to decay, turbulence is sustained (Moxey and Barkley, 2010; Avila et al.,
2011).
Several models have been developed to understand this behavior (Barkley, 2011a,b).

Among the most intriguing ones are simple probabilistic cellular automata (PCA)
(Chaté and Manneville, 1987, 1988b), where space and time are discretized and the
possible states of the flow in each cell at each instant in time are reduced to being
laminar or turbulent. The time evolution is then governed by given probabilities with
which turbulence can spread, persist or decay (Bottin et al., 1998; Daviaud et al.,
1990; Sipos and Goldenfeld, 2011).
In this paper we develop a data-driven PCA model for bypass transition in bound-

ary layers. The main difference with pipe flow is that the model must be inherently
2+1 dimensional (since spreading in the streamwise and spanwise direction are pos-
sible) and that at least one parameter of the model must depend on the streamwise
position to reflect the growing Reynolds number. The model topology and its param-
eters are deduced from numerical simulations of a boundary layer subject to different
levels of free-stream turbulence, thus allowing for a direct comparison of the model
with the simulations.
The numerical set-up is similar to the one used by Brandt et al. (2004). The flat

plate boundary-layer flow is simulated with a fully spectral code (Chevalier et al.,
2007), which solves the incompressible Navier–Stokes equations on a orthogonal par-
allelepiped. The free-stream turbulence at the inlet is generated by a superposition
of modes from the continuous spectrum of the Orr-Sommerfeld and Squire operators
(Brandt et al., 2004). Our approach is based on long-time statistics, the smallest
scales of turbulence are modeled by a subgrid-scale model, which in turn reduces
the computational cost considerably. We checked that using this large eddy simula-
tion (LES) model the transition location is not affected significantly. We performed
simulations for different intensities of the free-stream turbulence, ranging from Tu =
3.0% to 4.0% of the free-stream velocity U∞, while keeping the integral length scale
constant in all cases. More details on the solver, the free-stream turbulence genera-
tion technique, as well as the simulation set-up are given in the appendix. There are
two common definitions of the Reynolds number, based on either the distance to the
leading edge Rex = U∞x/ν or the local laminar displacement thickness Reδ = U∞δ/ν

with δ given by 1.72
√
νx/U∞; we mainly use Rex in this work since plots look nicer,

but for theoretical considerations we prefer Reδ. The beginning of the numerical do-
main is at Reδ = 300 and we measure all quantities in units of δ at this position and
U∞.
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(a)

(b)

Figure 5.6.1.: A three-dimensional snapshot of the simulation and its reduction to two-
dimensional a binary representation. (a) A snapshot from the LES simulations, with streaks
visualized by negative (blue) and positive (red) isocontours of downstream velocity and
vortices by by isocontours (green) of the λ2 vortex detection criterion. The flow is from left
to right, we see the free-stream turbulence entering the domain on the left and decaying
further downstream. Streaks are induced close to the wall by the free stream turbulence,
which subsequently break down, giving rise to turbulent spots. The distinction between
turbulence and non-turbulent streaky flow is evident by the presence of vortical motion.
(b) The binary representation of the above snapshot. The correspondence between the
(green) turbulent patches and the black regions is evident, confirming that our reduction
faithfully discriminates between turbulent and non-turbulent motion.

In the presence of free-stream turbulence above a laminar boundary layer, regions of
alternating low and high streamwise velocity emerge as a direct effect of receptivity.
Those low- and high-speed streaks can be clearly seen near the beginning of the
domain in figure 5.6.1(a). The streaks exhibit non-normal linear transient growth
(Hœpffner et al., 2005) and develop a waviness, before breaking down into turbulent
spots (Henningson et al., 1987), visible as the green patches in figure 5.6.1(a). As
the spots propagate downstream, they spread in both the streamwise and spanwise
direction, merge and eventually lead to a fully turbulent boundary-layer flow.
To allow for a match with the desired PCA we transfer the LES data to a coarser

grid, with the new grid spacing defining one independent cell in the PCA, and assign
a binary value of laminar or turbulent to each cell. The procedure is briefly outlined
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Figure 5.6.2.: A sketch of the probabilistic model. On the 2D grid, with downstream
direction on the horizontal axis and spanwise on the vertical one, a turbulent cell (blue) is
first advected one cell per timestep to the right. Subsequently, it may induce turbulence in
the neighbouring cells according to given probabilities.

below, further details can be found in the appendix. As an indicator for turbulent
motion the local spanwise shear stress at the wall τs = ∂w/∂y|y=0 is used. This
choice has the advantage that it is a wall-based quantity which is independent of the
wall-normal position where it is measured. τs is high in the presence of downstream
vortices, which are weak in the streaky flow before the turbulence transition and
strong beyond it. Inspection of the spanwise and downstream-temporal autocorrela-
tion functions of τs suggests a cell size of dx×dz = 9.9×6.5, together with a timestep
dt = 22, corresponding to an advection velocity of structures of dx/dt = 0.45. The
data is reduced to the coarser grid using spatial averaging and a Gaussian filter with
kernel size of half a cell applied afterwards to remove spurious events. Finally, a
threshold is introduced, based on the probability density distribution of the unfil-
tered data, with the threshold set in the minimum of the PDF, with τs = 0.3. In
figure 5.6.1(b) we show the binary representation of the above snapshot, the black
regions capture well the turbulent regions seen in figure 5.6.1(a).
Our PCA model describes the evolution of turbulent spots by probabilistic spread-

ing of turbulence on the 2D grid; it is schematically depicted in figure 5.6.2. The first
step is deterministic and models the advection, translating all cells by one gridpoint in
the downstream direction. In a second step, a turbulent cell can persist with probabil-
ity pp and infect neighbouring cells, spreading turbulence forward, backward or side-
ways (left and right) with probabilities pf , pb and ps, respectively; diagonal interaction
on the 2D-grid is not allowed. In addition, we allow for a spontaneous nucleation of
turbulence with probability pc. The model is simulated on the grid corresponding
to the coarse grid of the numerical simulation, with Nx × Nz = 204 × 76 gridpoints
using periodic boundary conditions in the spanwise direction and an empty inflow.
Our model is more general than the deterministic model of (Vinod and Govindarajan,
2004, 2007), where the probabilities to persist and spread sideways and forward were
identically one.
Estimates for the four probabilities can be obtained from the numerical data in the

following way: there are five cells that determine whether a given cell is laminar or
turbulent. The probability that after one timestep a cell is laminar is the product
of the probability that turbulence does not persist in the cell times all probabilities
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that no surrounding cell spreads turbulence into it, leading to a product of up to
five terms of the form (1 − p), one term for each neighbouring turbulent cell. Since
each of the five surrounding cells can be laminar or turbulent, there are 25 = 32
possible initial configurations. They can be identified in the simulation data, and by
counting the states that follow we can determine the associated probability that a
configuration leads to turbulence. Since we can express this probability as a product
of the four spreading probabilities, we obtain 32 equations for the four unknowns, a
system which we solve with a least squares method.
Figure 5.6.3(a–d) shows the resulting probabilities for all free-stream turbulence

intensities. The probabilities are very similar for all Tu-levels, with a sharp increase
near the onset of transition and a quick settling to an almost constant value af-
terwards, with pf and pb showing a slight overshoot near the onset. Neglecting the
laminar region before any turbulence is encountered and the onset of transition, where
almost no events are detected during the simulations and the statistics is extremely
poor, all probabilities appear to be independent of both Reδ and Tu. We hence
choose constant probabilities for the PCA, the values are indicated by the black lines
in figure 5.6.3(a-d). Note that pp, the probability for turbulence to persist, is one,
indicating that Reynolds numbers are so high that no decay event occurs in practice.
The last information needed for the full description of the PCA is the nucleation rate

pc with which turbulence is spontaneously created. The FST induces perturbations in
the boundary layer whose average amplitudes are proportional to the FST intensity.
The perturbations exhibit linear non-normal growth as they are advected downstream
until they cross a Re-dependent threshold and nucleate a spot. Starting with an
initial perturbation of a given amplitude, the location where a spot is nucleated can be
computed as follows: the non-normal growth is described by A(Reδ) = A0(Reδ−k/Tu)
(see figure 5.6.13 in the appendix or Fransson et al. (2005)), with k a constant. We
make an ansatz for the threshold function to be given by f(Reδ) = a/(Reδ − Reδ,c),
and by demanding that A(Reδ) = f(Reδ), we obtain the relation between the initial
amplitude and the nucleation Reynolds number

A0 = a

Reδ − Reδ,c
1

Reδ − k/Tu . (5.6.1)

We assume that the initial amplitudes of the perturbations are not always the same
but distributed according to a Gaussian like

pA0(A0)dA0 = c

Tue−(A/Tu)2 · e−b/TudA0, (5.6.2)

where the factor e−b/Tu captures the observation that a higher Tu leads to a higher
spot nucleation rate (Narasimha, 1957; Fransson et al., 2005). Using equation (5.6.1)
we can map equation (5.6.2) to a distribution of Reynolds numbers, where spots are
created, via

pReδ(Reδ)dReδ = pA0(A0(Reδ))
∣∣∣∣∣ dA0

dReδ

∣∣∣∣∣ dReδ, (5.6.3)
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Figure 5.6.3.: Probabilities to persist (pp), spread forward (pf ), sideways (ps) or backwards
(pb) estimated from the numerical data for different FST intensities. While there is some
variation in the earliest phase of transition, where very few events happen and the statistics
are poor, there is afterwards almost no variation with downstream position. Furthermore,
there is no dependence of the probabilities on the level of FST disturbances – once a
turbulent spot is created, its time evolution is intrinsic and independent of position and
what happens in the free stream. The black lines indicate the constant values of the
probabilities that are chosen for the PCA, pp is equal to one.

which is finally mapped to a distribution of locations that can be used in the simula-
tions of the PCA. The constants a, b, c, k and Reδ,c are obtained by demanding that
the simulation of the PCA with this pc(x) reproduces the measured intermittency
curves and performing a least squares fit on the constants. The mechanisms under-
lying our model are illustrated in figure 5.6.4 and the obtained nucleation rates are
shown in figure 5.6.5.
Note that a delta-distribution for the nucleation rate, as suggested by the concen-

trated breakdown hypothesis of Narasimha (Dhawan and Narasimha, 1957; Narasimha,
1985), does not lead to a good agreement with the numerical data.
The comparison of intermittency between the numerical data and the PCA is shown

in figure 5.6.6, where the intermittency curves for all values of Tu are shown with the
corresponding curve from the PCA plotted on top with black dashes. The agreement
between the two curves is excellent in all cases, validating a posteriori our approach of
determining the nucleation rate. A more detailed comparison for Tu = 3.5%, taking
spatio-temporal properties into account, is shown in figure 5.6.7, where in addition
to the intermittency the average width of spots w(x) and the average number of
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Figure 5.6.4.: Sketch of the mechanism underlying the spot nucleation model. Free-stream
turbulence disturbances penetrate into the boundary layer and induce perturbations. These
perturbations exhibit non-normal linear growth until crossing a Re-dependent threshold,
where they give rise to the nucleation of a turbulent spot. As illustrated in the figure, the
initial amplitude of the perturbation is not unique for one level of Tu, leading to different
locations where spots appear. Assuming a distribution of initial amplitudes, we hence
obtain a distribution of locations, which is used as the probability pc to nucleate a spot in
the PCA.

Figure 5.6.5.: The nucleation rate pc(x) for all values of Tu. The curves show a sudden
strong increase with a pronounced maximum, after which the probability drops. At each
timestep in the PCA a cell at position x becomes turbulent with probability pc(x) irrespec-
tive of the surrounding cells.
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Figure 5.6.6.: The intermittency curves shift to the left and get steeper for higher Tu. The
colored lines correspond to the numerical data, the intermittency curves obtained from the
PCA are plotted on top with black dashes. They agree very well, showing that our model
faithfully describes the transitional boundary layer.

independent spots n(x) is shown, each quantity plotted together with its standard
deviation (the curves for the remaining values of Tu are found in the appendix). The
agreement is very good – our PCA is able to reproduce the spatio-temporal aspects
of bypass transition in boundary layers. Note that for the smallest values of Tu, our
model seems to slightly underestimate the number of spots, which upon inspection
of movies is related to flickering not completely removed after thresholding. A movie
showing a run of the model together with the numerical simulation is available as
online material and further confirms the agreement.
Statistics for bypass transition in the BBL is extremely well reproduced with a

simplistic PCA model, where all spreading probabilities are independent of the am-
bient FST level and Reynolds number (at least over the transition region) and only
the rate at which new turbulent spots are created varies. Expressed differently, the
transition is an activated process: once turbulence is triggered, the evolution of a spot
is independent of the environment. This is in good agreement with the existence of
an edge of chaos in the BBL: free-stream turbulence perturbations trigger a crossing
of the edge, but once the edge is crossed the spreading of turbulence does not depend
on the original perturbation anymore.
For higher free-stream turbulence intensities, the transition region is moved up-

stream and the transition happens faster. This can be seen for our simulations in
figure 5.6.6, where the intermittency γ is plotted for all five Tu values. This is in line
with the observations from linearly stable shear flows, where the threshold in ampli-
tude needed to trigger transition decreases with increasing Re (Grossmann, 2000),
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Figure 5.6.7.: Comparison of spot statistics between the LES (black) and the model (red)
for Tu = 3.5% for different quantities. The shaded colored area indicates the value ± one
standard deviation. (a) the intermittency γ(x), measuring the fraction of turbulent sites.
(b) the number of independent spots w(x) at each downstream location. (c) the average
width of independent spots n(x). The agreement between the numerical data and the model
is excellent, not only in the actual values but also in their standard deviation, showing that
not only the intermittency is captured by the model but also spatio-temporal quantities as
size and distribution of spots are well described by the model.

Figure 5.6.8.: Transition position Rex,tr as a function of turbulence intensity. Circles cor-
respond to the LES data, the straight line shows a fit of the expected Tu−2 scaling to the
data points. Black crosses are obtained from a parameter-extrapolation of the PCA. The
current model accurately predicts the transition position for higher Tu, while the estimation
for Tu < 3.0% is somewhat too far downstream.
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with the edge of chaos coming closer to the laminar state. For higher Tu the pertur-
bations in the flow have a higher amplitude and can cross the edge earlier, triggering
a larger number of spots further upstream, leading to an intermittency curve shifted
upstream and steeper. This is quantitatively captured in the variation of the tran-
sition position Rex,tr, where γ(Rex,tr) = 0.5. In numerous studies (e.g. Matsubara
and Alfredsson, 2001; Fransson et al., 2005) a dependence of Rex,tr ∝ 1/Tu2 has
been found. The transition position is plotted as a function of Tu in figure 5.6.8, the
agreement between the model and the expected scaling is excellent for all Tu from
2.5− 4.5, with some deviation at higher Tu. This might be a hint that at such high
Tu the form of the threshold function that we assumed in the derivation of the nu-
cleation rate is no longer valid as the saddle-node bifurcation creating the edge state
is approached. We would expect a square-root divergence close to the bifurcation
instead of the 1/Reδ scaling.
In conclusion, we have successfully developed a PCA that models the spatio-

temporal properties of the bypass transition to turbulence in the BBL. Only the rate
at which turbulence is nucleated in the model depends on Re and the free-stream
turbulence intensity, all other model parameters are constant. Bypass transition in
boundary layers is hence an activated process where, once a turbulent spot is cre-
ated, its development is independent of the environmental noise. This fits the picture
developed for transition in linearly stable shear flows, where invariant solutions cre-
ated in saddle-node bifurcations form the scaffold of turbulence, and suggests that
the situation in the BBL is similar. What an exact solution is remains a challenging
question for future studies.

Appendix
In the following, we describe the numerical setup for the LES simulations, motivate
our parameter choices and describe in detail how the probabilistic model is deduced
from the data.

Numerical setup

The time evolution of the boundary-layer flow is simulated using a fully spectral code
(Chevalier et al., 2007), which solves the incompressible Navier-Stokes equations in a
channel geometry. For spatial discretization of the flow field a Fourier basis is used
in the streamwise and spanwise directions and a Chebyshev expansion in the wall-
normal one. Second-order Crank-Nicolson and third-order Runge-Kutta methods are
used for time advancement of linear and nonlinear terms, respectively.
The no-slip (homogeneous Dirichlet) boundary conditions are imposed at the lower

wall, whereas the free-stream is represented using Neumann boundary conditions.
As a consequence of Fourier discretization periodic boundary conditions are imposed
in the streamwise and spanwise directions. Thus in order to simulate the spatially
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growing boundary layer a fringe region is included at the end of the numerical domain.
In the fringe region a volume forcing is added, damping all fluctuations and returning
the flow to the required inflow state.
We perform large-eddy simulations (LES) in a box of size Lx×Ly×Lz = 2000δ∗0×

130δ∗0 × 500δ∗0 with a resolution of Nx × Ny × Nz = 1024 × 201 × 768. Here δ∗0 is
the displacement thickness at the beginning of the domain. The subgrid scales are
modeled with a relaxation-term model (ADM-RT) (Schlatter et al., 2004).

Free-stream turbulence generation

The free-stream turbulence at the inlet is formed by a superposition of the continuous
spectrum of the Orr-Sommerfeld and Squire operators (Brandt et al., 2004). The
modes are chosen in the specific way in order to ensure isotropy of the resulting
turbulence. An energy spectrum characteristic for isotropic homogeneous turbulence
is obtained by rescaling the coefficients of the superposition. The integral length
scale of turbulence, which corresponds to the peak in the energy spectrum, is set to
LI = 10. This value is somewhat higher than the ones used in Brandt et al. (2004)
and motivates the use of a higher numerical domain in our study.

A measure for turbulent activity

In the model we develop for the spatial development of turbulent spots, we neglect
variations in the wall-normal direction and reduce the boundary layer to two dimen-
sions, an approach that is justified from many experimental and numerical studies.
As a criterion to decide whether a cell is turbulent we choose the spanwise wall-shear
stress τs = ∂w/∂y|y=0. Before transition to turbulence, the flow consists mainly of
streamwise oriented streaks, which have high energy in the downstream velocity fluc-
tuations but only very little in the spanwise ones. After breakdown of the streaks,
the flow exhibits strong vortical motion. Strong downstream vortices lead to a higher
spanwise wall-shear stress, so that τs is high if the flow is turbulent. Furthermore, τs
is a wall-based quantity, showing no ambiguity in the position where it is measured
and readily available from the numerical simulations.

Determining a good cell size

The grid spacing of the performed simulation is Dx = 1.95 and Dz = 0.65. In
order to reduce the data to the PCA model, we need to determine the size of one
“independent” cell and the length of a time-step.
To get an estimate of an appropriate discretization, we look at the autocorrelation-

function of τs. Since we expect the structures to be advected fast downstream but
only slowly in the spanwise direction, we calculate the purely spatial autocorrelation
in the spanwise direction (figure 5.6.9) and the space-time autocorrelation in the
downstream direction (figure 5.6.10).
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Figure 5.6.9.: Autocorrelation in the spanwise direction for every downstream location x.
Before the transition region τs vanishes, afterwards the autocorrelation function is almost
independent of x. There is a strong positive correlation for z . 2 and a somewhat weaker,
but clear, anticorrelation for 2 . z . 5, corresponding to a vortex and a counter-rotating
neighbor, respectively.

The autocorrelation in the spanwise direction is computed independently for all
downstream positions, Cz(x, dz) = 〈

∫
τs(x, z, t)τs(x, z + dz, t)dz〉t, with 〈〉t indicating

temporal averaging. Figure 5.6.9 shows that it is extremely small before transition
to turbulence occurs. Afterwards, it is almost independent of x, indicating that the
size of the structures does not depend on the downstream location. There is a strong
positive correlation for z . 1.5, corresponding to the width of a single vortex, and a
somewhat weaker but still clear negative correlation for 2 . z . 5, corresponding to
the counter-rotating vortex. We want our cell size to average over one vortex pair,
which ranges from −2 to 5. A good estimate of dz is hence given by dz ' 6-7 and we
choose dz = 10Dz = 6.5.
Looking at the space-time autocorrelation

Cxt(dx, dt) =
〈∫

τs(x, z, t)τs(x+ dx, z, t+ dt)dxdt
〉
z

in figure 5.6.10, we see a very strong positive finger pointing into the plane, corre-
sponding to the speed at which the structures are advected. The finger is rather thin,
indicating that the advection speed is constant everywhere for all structures. The
finger has a slope of dx/dt = 0.45, which is depicted by the black line in figure 5.6.10
and we naturally choose this measure to define dt once dx is chosen. The autocor-
relation function does, however, not give a good estimate for dx and we deliberately
choose dx = 5Dx = 9.5 as a compromise between averaging over enough gridpoints
and keeping the time-step low (which means more statistics from a simulated trajec-
tory). The time-step that follows is dt = dx/0.45 = 22. We have tried different values
for dx during the fitting procedure outlined below and verified a posteriori that the
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Figure 5.6.10.: The autocorrelation function of τs in time and downstream direction shows
a strong positive correlation in the direction dx/dt = 0.45, indicated by the black line and
corresponding the the average advection speed in the boundary layer.

exact choice of dx does not influence our qualitative results, as long as dx is not too
large. Note, however, that the choice of dx of course changes the quantitative results,
namely the probabilities to spread or persist.
The box size of the simulations Lx × Lz = 2000 × 500 translates to a 2D grid of

size Nx ×Nz = 204× 76 for the model.

Thresholding

In order to distinguish between laminar and turbulent cells we choose a threshold
for τs and define everything below the threshold as laminar and everything above it
as turbulent. The threshold is estimated from the probability density function of τs,
shown in figure 5.6.11 for all five turbulence intensity levels. The PDF is high near
0, drops as τs increases and shows a peak, whose height increases with free-stream
turbulence intensity as larger parts of the box are turbulent. Associating the high
values near 0 with patches of purely laminar flow and the peak around τs = 0.9 with
turbulent patches, we place the threshold in the gap separating the two at τs = 0.3.
The effect of the thresholding is illustrated in figure 5.6.12(a,b) for the snapshot of
the simulation with Tu = 3.5% already shown in figure 5.6.1, before (a) and after (b)
applying the threshold.

Filtering

After applying the threshold some undesired effects remain, detecting a single lami-
nar cell in a turbulent region or showing a flickering of isolated turbulent cells in a
laminar region, only existent for a single timestep. To prevent those spurious events
from contaminating our statistics, we apply a Gaussian filter with kernel size 0.5
cells in both spatial directions before applying the threshold. The effect is shown in
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Figure 5.6.11.: The probability density function of τs for different free-stream turbulence
intensities is used to determine a threshold defining laminar and turbulent. The PDF is
high around 0, drops afterwards and shows a peak around 0.9. The chosen threshold is
indicated by the black vertical line at 0.3.

figure 5.6.12(c) and the comparison with panel (b) confirms that the filter has the
desired effect without distorting the snapshot.

Fitting parameters

The model is sketched in figure 5.6.2. The first step, the advection, is deterministic
and just moves every cell one step to the right. In a second step, the cell can spread
or decay. The probabilities are pf to spread forward, pp to persist, ps to spread right
or left and pb to spread backwards. The probability that a cell C is laminar after one
time step, p(C(x+ 1, z, t+ 1) ≡ 0), depends on the state of the surrounding cells. It
is given by the product of the probabilities that the surrounding cells do not spread
turbulence in this cell and reads:

(1− pp)C(x, z, t) · (1− pb)C(x+ 1, z, t)
·(1− pf )C(x− 1, z, t) · (1− ps)C(x, z − 1, t)

·(1− ps)C(x, z + 1, t)

This consideration leads to a system of equations from the numerical data from
which the probabilities can be calculated. For example, consider the case where only
the cells at C(x, z, t) and C(x, z − 1, t) are turbulent, all others are laminar. Let
us call this configuration Apl since the two probabilities involved are persisting and
spreading left. Precisely, the probability that C(x+ t, z, t+ 1) is laminar in the next
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Figure 5.6.12.: The effect of thresholding and Gaussian filter for a snapshot taken from
the simulation with Tu = 3.5%. Panel (a) shows τs for this snapshot on the coarse grid.
In panel (b) the threshold τs = 0.3 is applied to the data from panel (a). We see some
flickering in the turbulent region, isolated white cells that are gone in the next timestep. In
panel (c), a Gaussian filter with kernel size 0.5 cells is used before applying the threshold.
As desired, the isolated white and black cells are removed without distorting the LES data.

time step is given by

p(C(x+ t, z, t+ 1) ≡ 0) = (1− pp)(1− ps). (5.6.4)

We now scan through the numerical data and count all situations where only those
two cells are turbulent, Npl, and how often this leads to the cell C(x+ 1, z, t+ 1) to
be laminar, Lpl. Then, Lpl/Npl gives us a numerical value for the left hand side of
eq. (5.6.4). There are 25 = 32 possible configurations and for each configuration we
get one equation for our four parameters, a system that is solved with a least-squares
algorithm.
Note that the probability to nucleate a turbulent cell is neglected in this analysis,

since it is small compared to the spreading probabilities. It however needs to be
modeled in order to perform simulations of the PCA.
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Figure 5.6.13.: Streamwise velocity fluctuations urms at y where urms is maximal for all
values of Tu, obtained from the LES data. Close to the inflow there is an initial phase of
receptivity, after which the streak amplitude (that are associated with urms) grows linearly
with Reδ. The slope is proportional to Tu, indicating a linear receptivity mechanism. The
dotted lines are from a fit urms = mTu(Reδ − k/Tu) with m and k independent of Tu.

The nucleation rate

In the derivation of the nucleation rate, we introduced the non-normal linear growth of
the perturbation amplitudes as A(Reδ) = A0(Reδ − Reδ,0) and claimed that Reδ,0 =
k/Tu. To back up this claim, we present the variation of the streamwise velocity
fluctuations urms with Reδ in figure 5.6.13, assuming that the perturbation amplitude
of our discussion is related to urms. The dotted lines in the figure correspond to a fit
urms = m(Reδ − k/Tu) with m and k independent of Tu; they agree very well with
the measured curves in the linear part, confirming the relation we used.
The constants a, b, c, k and Reδ,c appearing in the functional dependence of pc are

determined via comparison with the LES data. We define an error-function as the
difference between the measured intermittency value at every gridpoint and the one
obtained from a simulation of the model with a given set of constants. The five
constants are then determined with a least squares fit minimizing the difference in
the intermittency. Note that only the intermittency is used in this process, the other
quantities used in the comparison follow automatically.
The values of the parameters obtained this way are: a = 2.7 · 105, b = 19, Rc =

500, c = 5.4 ·109, k = 2.6 ·103. The nucleation rates pc have been given in figure 5.6.5.
It should be noted that the interpretation of the multiplicative parameters is am-

biguous and only their relative values have a physical meaning – for example we do
not know absolute values for streak amplitudes or threshold function, but the com-
bination chosen uniquely determines them. Furthermore, the interdependence of the
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parameters is quite large, so that a calculation with e.g. Reδ,c = 400 and appropriately
adjusted values of the other constants also gives results which agree well with the five
measured gamma curves; we hence do not want to claim that we have computed the
exact form of the threshold curve for example.

Comparison between simulation and model

In order to compare between the simulation and the model, we use three statistical
quantities. The first one is the intermittency γ(x), defined as the fraction of cells
that is turbulent. An instantaneous value of γ is obtained for every time step and in
addition to the average value we consider the standard deviation.
The comparison of the intermittency between model and simulations was shown

in figure 5.6.6, the standard deviation can be seen in the left panel of figure 5.6.14
for all values of Tu. We see that not only the intermittency but also the fluctuations
thereof are extremely well reproduced by the model.
The middle and right panels of figure 5.6.14 show the width of independent spots

w(x) and the number of independent spots n(x) as a function of downstream position
for all Tu. The accordance is very good in general, but we note a small underestima-
tion of the number of spots for the smaller two values of Tu.
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(a)

(b)

(c)

(d)

(e)

Figure 5.6.14.: Comparison of spot statistics between the numerical data and the PCA for
all five values of Tu, with color coding the same as in other figures. For each quantity, the
value from the LES simulations is shown in black with the gray shaded area indicating ±
one standard deviation and the value obtained from the PCA is plotted in color. In most
cases, the agreement is so good in all quantities, intermittency, spot width and number
of independent spots, that no difference between the two curves is visible. Only for the
smallest two values of Tu, there is a very small underestimation of the number of spots in
the model.
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A. Parallelizing the channelflow
library

In recent years a paradigm shift happened in high performance computing, as single
processors have barely become faster and the gain in computational power stems
mainly from the efficient, parallel use of large numbers of processors. In order to
perform direct numerical simulations of extended velocity fields, the open-source DNS
code channelflow (Gibson, 2012) has been parallelized as part of this work.
The parallelization is implemented with the message passing interface (MPI), which

defines communication operations between processors, making heavy use of the effi-
cient routines provided by the FFTW library. The velocity field data, all spectral or
physical coefficients of the numerical representation of a velocity field, is distributed
among all processors in two dimensions, allowing to use very large numbers of pro-
cessors. Apart from this distribution of the data and the necessary redistribution
operations nothing is changed from the serial channelflow code. Our implementation
has a parallel efficiency of roughly 40% on a cluster at the MPI-DS in Göttingen with
768 processors and the performance scales almost linearly as shown in strong-scaling
studies on the same machine.

A.1. Description of the parallelization
Conceptual setup
Channelflow uses a semi-implicit method to solve the Navier-Stokes equations, where
the nonlinear part is calculated explicitly and the linear part, in the form of the τ
equations, is solved implicitly with the influence matrix method (see Canuto et al.,
1988, for details). The τ -equations are a set of independent equations for each tuple
of (kx, kz) Fourier-modes and their solution is efficient in parallel if the necessary
information is available on a single processors, so that no communication is needed in
this step. We hence adopt the distribution of the velocity data along x and z suggested
by this consideration, with all Chebyshev-coefficients belonging to a (kx, kz)-tuple
locally available.
The nonlinear term involves vector-products of the velocity field and its derivatives

and is computed in physical space. The transformation from spectral to physical rep-
resentation requires a Chebyshev-transformation in the wall-normal direction, which
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can be computed locally, and a two-dimensional Fourier transformation in the xz-
plane, requiring large amounts of inter-process communication.

Computation of the nonlinear term
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Figure A.1.1.: Illustration of the data distribution in spectral and physical space. The
shaded area shows the data that is locally available on process 0. The downstream, wall-
normal and spanwise directions point towards the back, the right and the top, respectively.
a) In spectral state, the data is distributed along x and z and each process has access to all
Chebyshev coefficients on a small patch of (x,z) Fourier modes. A Chebyshev transform can
hence be readily executed, as all necessary information is locally available. b) Following the
Chebyshev transform, a transpose operation is performed in the x-y-plane, redistributing
the data between the processes. c) To complete the transform, FFTW is called to do a
distributed 2D-transform, where all processors holding data on a slice in y are combined.
The operation involves yet another transpose operation, so that in physical space the data
is distributed along x and y.

The transformation to the physical representation requires a discrete Chebyshev
transformation in the y-direction and two fast Fourier transformations (FFT) along
x and z. All operations are done by first making all necessary information locally
available on a single processor and then performing the transform without further
inter-process communication.
As explained above, in spectral state the velocity field data is distributed such that

each process has access to all Chebyshev components on a small patch of (x,z) Fourier
modes. The distribution in spectral state is illustrated in figure A.1.1(a), the shaded
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area represents the information that is locally available on process 0. The Chebyshev
transformation can hence be readily executed.
To perform the first FFT a redistribution of the data among the processes is nec-

essary, in our implementation performed in the x-y plane (figure A.1.1b), requiring
an all-to-all communication between all processors that possess data of the same kz;
the data is now distributed along y and z and all processes execute the FFT for
their share of the data. Afterwards, a second redistribution of the data takes place,
this time in the x-z plane, so that the data is distributed along x and y, before all
processes execute the FFT in the z-direction. The final distribution is illustrated in
figure A.1.1(c).
Having calculated the nonlinear term in physical space, all operations need to be

performed in reverse order to arrive at a spectral representation of the nonlinear term
that can be added to the linear part.

Non-parallel parts of the code
The parallelization that is currently implemented and that we described above cov-
ers the time integration of a given velocity field. There is currently no parallel i/o
available, instead for saving or loading flowfields the field is transferred to process 0
and then only process 0 does the i/o. The advantage of this approach is, however,
that there are no changes in the file format and velocity field data can be transferred
between either the serial or the parallel code.
Interfacing the parallel timestepper with the routines used for dynamical systems

analysis, in particular the Newton solver, required substantial changes in the original
code. This part is currently under active development in collaboration with Hecke
Schrobsdorff and Tobias M. Schneider.

A.2. Technical details
All transpose operations are implemented with FFTW, the fastest Fourier transform
in the west (Frigo and Johnson, 2005), which provides routines for 1D-parallelized
2D-FFTs and transpose operations that are at least as efficient as MPI all-to-all.
We divide the total number of processes np in two directions, np = np0 × np1. In

spectral state, np0 and np1 correspond to the number of processes used for the distri-
bution along x and z, respectively. We require np0 to divide the number of gridpoints
in the downstream direction Mx, i.e. Mx%np0 ≡ 0. In the wall normal direction,
we apply padding to the next multiple of np0 to facilitate the implementation of the
transpose operation in x-y and the total number of gridpoints becomes My,pad ≥My.
Note that is is preferable to keep the differenceMy,pad−My, i.e. the number of padded
y-slices, small, since the FFTs are done in packages of np0 and in the last round hence
My,pad −My processors are idle. The distribution in the spanwise direction is left to
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Figure A.2.1.: Grouping of processors into communicators. The figure illustrates the data
distribution with 12 processors with np0 = 4 and np1 = 3, the number of the process is
written in the middle of the patch of data which is locally available. In spectral state,
the expansion in z is along the horizontal axis and the expansion in x along the vertical
axis, as indicated in the figure. If for example the flowfield has 32 modes in x, this would
correspond to process 0 having the data frommx = 0 to 7. In physical state np1 corresponds
to distribution in x and np0 to y. The colored frames indicate the communicators comm0
and comm1 into which process 0 belongs.

FFTW and no requirements exist that restrict np1. In physical space, np0 and np1
are the distribution of processes in y and x, respectively.
The two different transpose operations require two overlapping groups of commu-

nicators. The first group (comm0) consists of np1 communicators with np0 processes
each and the communicators are used for the x-y transpose. The second group of
communicators (comm1) contains np0 communicators with np1 processes; each of
these np0 communicators performs individual distributed 2D FFTs in one x-z plane.
The distribution is illustrated in figure A.2.1.
We make heavy use of routines from FFTW (Frigo and Johnson, 2005), based

on FFTW version 3.3 and the efficiency of our implementation is largely due to
the efficiency of FFTW. While the x-y transpose in each communicator in comm0
could also be done with MPI all-to-all, we implemented it with FFTW, which on
initialization tries different algorithms including all-to-all and chooses the fastest one.
FFTW implements parallel Fourier transforms with a 1D parallelization, which is
exactly what is needed for the 2D FFT in one x-z-plane, and we consequently make
again use of the parallel capabilities of FFTW, so that the second transpose operation
is only implicitly implemented.
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The alignement of the arrays in memory is dictated by the requirements of the
transpose operations. In spectral state, the alignment is z∗x∗yi in row-major order,
where ∗ indicates that this direction is distributed (the index i enumerates the com-
ponents of the velocity). The first transpose changes the distribution from x to y,
resulting in z∗xy∗i and after the 2D FFT the alignment in the physical representation
is x∗zy∗i.

A.3. Verification
We have performed several tests to verify that the parallelization does not change
the results obtained with the code. In all tests, we assume that the serial code works
correctly and check the parallel version against the serial one.
As a first test, the transformations of a velocity field from spectral to physical

state and back are verified by comparing every single expansion coefficient with a
transformation performed with the serial code. The difference is always smaller than
the numerical accuracy of the double-precision floating point numbers used in chan-
nelflow.
As a second test, we compare the full time-integration of a velocity field. An initial

field is first integrated for ten time units with the serial code and stored to disk,
with the initial field taken from a turbulent trajectory so that we can be sure to have
positive Lyapunov exponents. Afterwards, the same initial field is integrated with the
parallel version and the difference to the stored field is computed. This distance is
on the order of 10−16, i.e. the numerical precision, and we conclude that the parallel
code works correctly.

A.4. Usage: How to write parallel programs
Using MPI with channelflow
Inside the channelflow library all information connected to the distribution np =
np0× np1 is encapsulated in the class CfMPI. To make use of the parallel capabilities
of the integrator, a CfMPI-object needs to be created and a pointer to that object
must be passed to all FlowField constructors. The creation of DNS-objects, time
integration etc. works as before.
The CfMPI constructor takes two arguments, namely the number of processors np0

and np1, which are optional if np is a square number in which case np0 = np1 = √np
is the default value. The only limitation is that np0 must divide Mx, the number of
gridpoints in the downstream direction.1

1It is currently not possible to create CfMPI objects that do not use all processes from 0 to np0×np1,
as might be useful if one wants to integrate several FlowFields simultaneously.
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MPI will complain if MPI_Finalize() is called before all flowfields are destructed,
because the FFTW plans belonging to each flowfield create MPI communicators. The
easiest way to circumvent associated MPI warnings is to enclose everything between
MPI_Init and MPI_Finalize in a bracketed block {}.

Necessary elements of a parallel program
The first line in the main function of a program using channelflow with MPI is usually
MPI_INIT(&argc, &argv); {
(note the curly bracket opening a block at the end of the line) and the last one before
return
} MPI_FINALIZE();
Before creating the first flowfield, create a (global) CfMPI object, specifying the de-
sired distribution
CfMPI* cfmpi = new CfMPI(nproc0, nproc1);
and pass the pointer to each new flowfield, e.g.
FlowField u (“filename”, cfmpi);
Passing the CfMPI pointer is not necessary when copying flowfields
FlowField u1 = u0;
Do not forget to delete all cfmpi objects at the end, before calling finalize:
delete cfmpi;

Locally available information
To keep track of which data is available on the current process, there are a couple of
additional functions in the flowfield class.

1. Nloc() gives the total number of local gridpoints

2. nxlocmin() gives the global index of the first locally available gridpoint in x in
physical state

3. Nxloc() gives the local number of gridpoints in x in physical state.
Nxloc() + nxlocmin() can be used as the upper boundary of a loop.

4. Nyloc() and nylocmin() give the corresponding information in y.

5. To account for the padding, there is also a function nylocmax() to give an
upper boundary for loops, to avoid accessing the padded values.

6. Nypad() gives the global padded number of gridpoints (Ny() is the unpadded
number).
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7. For spectral state, there are the functions Mxloc(), mxlocmin(), Mzloc()
and mzlocmin(), respectively.

The locally available data in spectral representation is in the range mxlocmin <= mx
< mxlocmin+Mxloc and mzlocmin <= mz < mzlocmin+Mzloc and in in the physical
state it is nxlocmin <= nx < nxlocmin+Nxloc and nylocmin <= ny < nylocmax.
All these functions are of type lint, which is a typedef to ptrdiff_t, an integer
that is guaranteed to have 64 bits on a 64 bit machine (which is important for large
flowfields) and also required by the parallel FFTW.

Deadlocks – and how to avoid them
The parallelization is done so that (almost) all calls are collective calls. A program
can hence be written almost as if it was serial. Deadlocks will occur if a function that
expects to be called by all processes is only called by one. For example, the following
will never return:
if (taskid == 0) cout << L2Norm(u) << endl;
because the function L2Norm gets called only by process 0. This deadlock is for
example avoided in the following way:
Real l2 = L2Norm(u);
if (taskid == 0) cout << l2 << endl;
which will calculate the L2Norm with all processes and then output only on process
0.
For convencience, there’s also a function called printout, which takes a string and

prints it on process 0. So the following code also works:
printout(r2s(L2Norm(u)));

A.5. Benchmarks
We have benchmarked the parallel code with strong scaling tests on the Thor cluster
at the Max Planck institute for dynamics and self-organization in Göttingen. The
cluster consists of 48 nodes, each of which contains 2 8-core Intel Xeon E5-2670 CPUs
with 2.60GHz. The individual nodes are interconnected with Infiniband network and
the maximum number of cores is hence 768.
The benchmark setup is rather simple: we use a velocity field of size Nx×Ny×Nz =

1024× 121× 1024 gridpoints and integrate it for ten time units, measuring the wall-
clock time elapsed for each time unit, excluding the first one where the multistep
integrator is initialized. The benchmark result is then simply the elapsed wall-clock
time per time unit. The distribution of processors plays an important role and for
the velocity field we used, the distribution with np0 = 32 is optimal since it reduces
the amount of inter-node communications during the transpose operations.
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Figure A.5.1.: Benchmark of the parallel code in a strong scaling study. The benchmark is
performed by measuring the average wall-clock time elapsed for a time-step with a field of
size Nx×Ny×Nz = 1024×121×1024. (a) The total wall-clock time for one time step as a
function of the number of cores. (b) The inverse of the elapsed time scales almost linearly
with the number of cores. (c) The speed-up, the time on one process divided by the time on
nc processes, also scales almost linearly for a greater number of processes. (d) The parallel
efficiency is the speed-up divided by the number of cores nc. It drops to about 50% for 16
cores, the maximum number on one node. From 32 to 768 cores, it is almost constant at
about 40%, validating an almost linear scaling.

The results in this strong scaling study are plotted in figure A.5.1. Panel (a) shows
the time elapsed for each time unit, which drops from 3663 seconds with one process
(the serial code, i.e. no communication at all) to 12 seconds on 768 processors. We see
that for many processors the speed-up (panel c), the runtime on one processor divided
by the runtime, scales almost linearly with the number of processors. This is further
confirmed by the parallel efficiency, the speed-up divided by the number of processors,
panel d. The efficiency drops to roughly 50% for 16 processors, which is the largest
number available within one node. Given the extensive amount of communications
necessary during the transpose operations, this is not too surprising.
With 32 cores, Infiniband communication is necessary and the efficiency drops to
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slightly more than 40%. As the number of processes is increased further, the efficiency
stays almost constant at 40%, up to the maximum number of 768 cores. The overall
efficiency of the parallelization is satisfying and the linear scaling an excellent result.
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